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Lanbao Sensor

complete solution for the sensors

Established in 1998, Shanghai Lanbao Sensing Technology Co., Ltd is a leading supplier of
electronic products in China. The company has been always dedicated in providing customers
with individualized sensor products which are widely applied in industry and life area,

engineering system, technical services and solutions.

Lanbao has successfully developed and produced over 3000 types of sensors: inductive
sensors, capacitive sensors, photoelectric sensors, light curtains, magnetic sensors and solid
state relays etc. All products have been certified according to CE, UL, CCC standards and
meet the requirement of EU RoHS.

Focus on innovation, quality, service and global market, Lanbao insists on creating maximal
value for customers.
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Capacitive sensors

Widely object detect range: metal, plastic and fluid etc.
Be able to detect different objects in the container through non metal container wall.
Sensibility could be adjusted by potentiometer on the sensor.

www.lanbaosensor.com



Capacitive sensors

Metal type

main parameters

Supply Sensing Housing .

DC 3/4 Wires

CR12 DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*50 Nickel-copper Alloy Cable
CR12 DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*50  Nickel-copperAlloy M12 Connector
CR18 DC 3/4 Wires DC10-30V f/nf 5mm,8mm M18*1*46 Nickel-copper Alloy Cable
CR18 DC 3/4 Wires DC10-30V f/nf 5mm,8mm M18*1*46  Nickel-copperAlloy M12 Connector
CR30 DC 3/4 Wires DC10-30V f/nf 10mm,15mm M30*1.5*50  Nickel-copper Alloy Cable
CR30 DC 3/4 Wires DC10-30V f/nf 10mm,15mm M30#1.5*50  Nickel-copperAlloy  M12 Connector
C€Q20 DC 3/4 Wires DC10-30V f 10mm ®20*80 Nickel-copper Alloy Cable
CQ32 DC 3/4 Wires ~ DC10-30V f 15mm ®32*80  Nickel-copper Alloy Cable
CR18 AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*46 Nickel-copper Alloy Cable
CR18 AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*46 Nickel-copper Alloy - M12 Connector
CR30 AC 2 Wires AC20-250V f/nf 10mm,15mm M30*1.5*50  Nickel-copper Alloy Cable
CR30 AC 2 Wires AC20-250V f/nf 10mm,15mm M30*1.5*50  Nickel-copperAlloy ~ M12 Connector
CQ20 AC 2 Wires AC20-250V f 10mm ®20*80 Nickel-copper Alloy Cable
CQ32 AC 2 Wires AC20-250V f 15mm ®32*80 Nickel-copper Alloy Cable

DC 3/4 WHES ( Stainless steel )

CR18G DC 3/4 Wires DC10-30V f/nf 5mm,8mm M18*1*46 Stainless steel Cable
CR30G DC 3/4 Wires DC10-30V f/nf 10mm,15mm M30*1.5*50  Stainless steel Cable
CQ20G DC 3/4 Wires DC10-30V f 10mm ©20*80 Stainless steel Cable
CQ32G DC 3/4 Wires DC10-30V f 15mm ®32*80 Stainless steel Cable

AC 2 Wires ( Stainless steel )

CR18G AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*46 Stainless steel Cable
CR30G AC 2 Wires AC20-250V f/nf 10mm,15mm M30*1.5*50  Stainless steel Cable
CQ20G AC 2 Wires AC20-250V f 10mm ®20*80 Stainless steel Cable
CQ32G AC 2 Wires AC20-250V f 15mm $32*80 Stainless steel Cable

www.lanbaosensor.com



Capacitive sensors

Plastic type

main parameters

Supply Sensing Housing .

DC 3/4 Wires

CR12S DC 3/4 Wires DC10-30V f/nf 2mm,4mm M12*1*50 PBT Cable
CR12S DC 3/4 Wires DC10-30V f/nf 2mm,4mm M12*1*50 PBT M12 Connector
CR18S DC 3/4 Wires DC10-30V f/nf 5mm,8mm M18*1*46.5 PBT Cable
CR18S DC 3/4 Wires DC10-30V f/nf 5mm,8mm M18*1*46.5 PBT M12 Connector
CR30S DC 3/4 Wires DC10-30V f/nf 10mm,15mm M30*1.5*50 PBT Cable
CR30S DC 3/4 Wires DC10-30V f/nf 10mm,15mm M30*1.5*50 PBT M12 Connector
C€Q20S DC 3/4 Wires DC10-30V f/nf 10mm,15mm ®20*80 PBT Cable
CQ328 DC 3/4 Wires DC10-30V f/nf 15mm,20mm ®32*80 PBT Cable
CQ34s DC 3/4 Wires DC10-30V f/nf 15mm,20mm $34*80 PBT Cable
CR18S AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*46.5 PBT Cable
CR18S AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*46.5 PBT M12 Connector
CR30S AC 2 Wires AC20-250V f/nf 10mm,15mm M30*1.5*50 PBT Cable
CR30S AC 2 Wires AC20-250V f/nf 10mm,15mm M30*1.5*50 PBT M12 Connector
CQ20S AC 2 Wires AC20-250V f/nf 10mm,15mm ®20*80 PBT Cable
CQ32s AC 2 Wires AC20-250V f/nf 15mm,20mm ®32*80 PBT Cable
CQ34s AC 2 Wires AC20-250V f/nf 15mm,20mm ®34*80 PBT Cable
CR30S AC/DC 2 Wires  AC/DC20-250V nf 15mm M30*1*50 PBT Cable
CR30S AC/DC2 Wires  AC/DC20-250V nf 15mm M30*1*50 PBT M12 Connector
€Q3z2s AC/DC2Wires  AC/DC20-250V nf 20mm ®32*80 PBT Cable
CQ34s AC/DC2Wires  AC/DC20-250V nf 20mm ®34*80 PBT Cable

www.lanbaosensor.com



Capacitive sensors

Rectangular type

main parameters

Supply Sensmg Hou5|ng
m m Voltage Distance Material SISl

CEO7 DC 3 Wires DC10-30V f/nf 5mm,8mm 30*7*50 Cable
CE34 DC 3 Wires DC10-30V f/nf 10mm 50*7*20 PBT Cable
CE35 DC 3/4 Wires DC10-30V f/nf 10mm,15mm 35*15*50 PBT Cable

Capacitive liquid level sensor (Pipes type)
main parameters

Supply Sensmg Housmg

CE10 DC 3 Wires DC10-30V 13mm 43*24*20 Cable

CE15 DC 3 Wires DC10-30V nf 26mm 34*33*20 PBT Cable

Capacitive material level sensor (Anti-high temperature type)
main parameters

Supply Sensmg Housin

CE53 DC 3 Wires DC18-36V 55*22*96 Cable

www.lanbaosensor.com



Capacitive sensors / metal type

10-30VDC 3 Wires

CRi2 cRi2

@® Flushed

2mm

Mounting

Sensing distance

NPN NO
Output NPN NC
PNP NO
Output PNP NC

® Flushed

2mm

CR12CF02DNO
CR12CF02DNC

CR12CF02DPO
CR12CF02DPC

D Non-flushed

4mm

CR12CN04DNO
CR12CNO4DNC

CR12CN04DPO
CR12CNO04DPC

CR12CF02DNO-E2
CR12CFO02DNC-E2

CR12CF02DPO-E2
CR12CF02DPC-E2

M Non-flushed

4mm

CR12CN04DNO-E2
CR12CNO4DNC-E2

CR12CN04DPO-E2
CR12CNO4DPC-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+20% Sr
<200mA
<2.5V
<15mA
3--:20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67

Nickel-copper Alloy

2m PVC Cable

e ®

AF17 4 thick

S

10...30 VDC
<+20% Sr
<200mA
<2.5V
<15mA
3--:20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67

Nickel-copper Alloy

2m PVC Cable

e ®

AF17 4 thick

L ﬁ -

10...30 VDC
<+20% Sr
<200mA
<2.5V
<15mA
3--:20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67

Nickel-copper Alloy

M12 Connector

10...30 VDC
<4+20% Sr
<200mA
<2.5V
<15mA
3-:20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...+70°C
35...95%
IP67
Nickel-copper Alloy
M12 Connector

e ® € ®
65
50
M12x1
7
4 - _@__ L | .
AF17 4 thick \lR\gD
65
4 50
M12x1
i E— ._@__ L | .
AF17 4 thick \lR LED
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Capacitive sensors / metal type

10-30VDC 3/4 Wires

® Flushed D Non-flushed @ Flushed  Non-flushed

Mounting

Sensing distance

5mm

8mm

5mm

8mm

AF24 4 thick\M18x1

NPN NO CR18CFO5DNO CR18CNO8SDNO CR18CFO5DNO-E2 CR18CNO8SDNO-E2
Output NPN NC CR18CFO5DNC CR18CNOSDNC CR18CFO5DNC-E2 CR18CNO8SDNC-E2
NPN NO+NC CR18CFO5DNR CR18CNOSDNR CR18CFO5DNR-E2 CR18CNO8DNR-E2
PNP NO CR18CFO5DPO CR18CN08DPO CR18CFO5DPO-E2 CR18CNO8DPO-E2
Output PNP NC CR18CFO5DPC CR18CN08DPC CR18CFO5DPC-E2 CR18CNO8DPC-E2
PNP NO+NC CR18CFO5DPR CR18CNO8DPR CR18CFO5DPR-E2 CR18CNO8DPR-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£20% Sr <+£20% Sr <+£20% Sr <£20% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 3:-:20% 3-::20% 3-::20% 3::20%
Repeat accuracy <3% <3% <3% <3%
FFrequency 50Hz 50Hz 50Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 IP67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CeE ® CE ®
70 835 ,
465 265
L) H | =
F24 4 thicd\M18x1 P24 athicMigxt 2
8 T — 8 o — '
| pye0 e |
B 1 S T

\ M12x1
F24 4 thick\M18x1
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Capacitive sensors / metal type

10-30VDC 3/4 Wires

® Flushed ® Non-flushed @® Flushed M Non-flushed

Mounting

Sensing distance

10mm

15mm

10mm

15mm

NPN NO CR30CF10DNO CR30CN15DNO CR30CF10DNO-E2 CR30CN15DNO-E2
Output NPN NC CR30CF10DNC CR30CN15DNC CR30CF10DNC-E2 CR30CN15DNC-E2
NPN NO+NC CR30CF10DNR CR30CN15DNR CR30CF10DNR-E2 CR30CN15DNR-E2
PNP NO CR30CF10DPO CR30CN15DPO CR30CF10DPO-E2 CR30CN15DPO-E2
Output PNP NC CR30CF10DPC CR30CN15DPC CR30CF10DPC-E2 CR30CN15DPC-E2
PNP NO+NC CR30CF10DPR CR30CN15DPR CR30CF10DPR-E2 CR30CN15DPR-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£20% Sr <+£20% Sr <+£20% Sr <£20% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 3:-:20% 3-::20% 3-::20% 3::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 50Hz 50Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CE ® CeE ® CE ®

=
==

79

“W‘I
[/

i 3M12x1

\VR
M30x1.

79

AF36 5 thick

50 LED
n /

170 3M12x1

H

\VR
M30x1.

AF36

5 thick
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Capacitive sensors / metal type

CQ20/CQ32

10-30VDC 3/4 Wires

cQa0 cQ32

Mounting ® Flushed @ Flushed
Sensing distance 10mm 15mm
V;\'\ /

NPN NO CQ20CF10DNO CQ32CF15DNO
Output NPN NC CQ20CF10DNC CQ32CF15DNC

NPN NO+NC CQ20CF10DNR CQ32CF15DNR

PNP NO CQ20CF10DPO CQ32CF15DPO
Output PNP NC CQ20CF10DPC CQ32CF15DPC

PNP NO+NC CQ20CF10DPR CQ32CF15DPR
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+20% Sr <+20% Sr
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <15mA <15mA
Hysteresis 3:-:20% 3-::20%
Repeat accuracy <3% <3%
Frequency 50Hz 50Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ®

- LED o  LED
I —— g e’~EEB
VR \VR

www.lanbaosensor.com m



Capacitive sensors / metal type

20-250VAC 2 Wires

CRiz CRis

D Non-flushed

8mm

M Non-flushed

8mm

@® Flushed

5mm

@ Flushed

5mm

Y

Mounting

Sensing distance

v &

Output

AC 2 Wires NO
AC 2 Wires NC

CR18CFO5ATO
CR18CFO5ATC

CR18CNOSATO
CR18CNOSATC

CR18CFO5ATO-E2
CR18CFO5ATC-E2

CR18CNOSATO-E2
CR18CNOSATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+£20% Sr <+£20% Sr <+£20% Sr <£20% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1lov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3--:20% 3-::20% 3--:20% 3-::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 15Hz 15Hz 15Hz 15Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification ce @ ce @ 43 @ 43 @
70 835 )
465 465
- "| VRLED| | VR LED ‘
r— r
41 400 ey
A d
24 4 thick\M18x1 hoMigx 12T
70 835 ,
8 265 : 8 265 )
| vy e |
T T - N | E——
M12x1

AF24 4 thick\M18x1

F24 4 thick\M18x1
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Capacitive sensors / metal type

20-250VAC 2 Wires

Mounting

Sensing distance

AC 2 Wires NO

Output AC 2 Wires NC

@ Flushed

10mm

D Non-flushed

15mm

@® Flushed

10mm

 Non-flushed

15mm

CR30CF10ATO
CR30CF10ATC

CR30CN15ATO
CR30CN15ATC

CR30CF10ATO-E2
CR30CF10ATC-E2

CR30CN15ATO-E2
CR30CN15ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <£20% Sr <+£20% Sr <+£20% Sr <£20% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <10V <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3:-:20% 3-::20% 3-::20% 3::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 15Hz 15Hz 15Hz 15Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection

Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67

Housing material

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® e ® (e ® e ®
50 2 [ED
/_ 2
17 1T M12x1
v M30x>\5/3

Ree

5

R M30x1.5
AF36_5thicl

AF36 5 thick

79
50 LED

=/

U M30x1
AF36 5 thick

VR
5
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Capacitive sensors / wvetal type CQ20/CQ32

20-250VAC 2 Wires

coa0 cQ32

Mounting ® Flushed @ Flushed
Sensing distance 10mm 15mm

AC 2 Wires NO CQ20CF10ATO CQ32CF15ATO
Output AC 2 Wires NC CQ20CF10ATC CQ32CF15ATC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+20% Sr <+20% Sr
Load current <300mA <300mA
Voltage drop <1ov <1ov
Leakage current <3mA <3mA
Hysteresis 3:-:20% 3-::20%
Repeat accuracy <3% <3%
Frequency 15Hz 15Hz
Output indicator Yellow LED Yellow LED

Polarity protection

Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C

Ambient moisture 35..95% 35..95%
Protection degree IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable
Certification CE ® CE @
80
2 LED £0

@20

32

i

|

|

|

|

|

|
QF1

VR

| LED
=h=-
A\vR
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Capacitive sensors / metal type-stainiess stee

CR18G/CR30G

CRi8G CR30G

Mounting

Sensing distance

@ Flushed

5mm

D Non-flushed

8mm

@® Flushed

10mm

 Non-flushed

15mm

NPN NO CR18GCFO5DNO CR18GCNOSDNO CR30GCF10DNO CR30GCN15DNO
Output NPN NC CR18GCFO5DNC CR18GCNO8DNC CR30GCF10DNC CR30GCN15DNC
NPN NO+NC CR18GCFO5DNR CR18GCNOSDNR CR30GCF10DNR CR30GCN15DNR
PNP NO CR18GCFO5DPO CR18GCNO8DPO CR30GCF10DPO CR30GCN15DPO
Output PNP NC CR18GCFO5DPC CR18GCNOSDPC CR30GCF10DPC CR30GCN15DPC
PNP NO+NC CR18GCFO5DPR CR18GCNO8SDPR CR30GCF10DPR CR30GCN15DPR

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£20% Sr <+£20% Sr <+£20% Sr <£20% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 3:--20% 3-::20% 3-::20% 3::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 50Hz 50Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® CeE ® CE ®
70 62
46—-5_| V,E@ 50'1_ L/E' EE—
i) - HiE
F24 4thick\Mx1 "é‘ickX1-5
70
8 765 i Va0 12 506ﬂ2 L/E_D
- 4 - il ==
AF24 4 thick\M18x1 5 Mso):}_\gj
AF36_5thicl
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Capacitive Sensors / vetal type-stiniess stee CQ20G/CQ32G

10-30VDC 3/4 Wires

Q206 cQ320

Mounting ® Flushed @ Flushed
Sensing distance 10mm 15mm
NPN NO CQ20GCF10DNO CQ32GCF15DNO
Output NPN NC CQ20GCF10DNC CQ32GCF15DNC
NPN NO+NC CQ20GCF10DNR CQ32GCF15DNR
PNP NO CQ20GCF10DPO CQ32GCF15DPO
Output PNP NC CQ20GCF10DPC CQ32GCF15DPC
PNP NO+NC CQ20GCF10DPR CQ32GCF15DPR

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+20% Sr <+20% Sr
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <15mA <15mA
Hysteresis 3:--20% 3-::20%
Repeat accuracy <3% <3%
Frequency 50Hz 50Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree IP67 P67
Housing material Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ®

80 80

jep £0 | LED

@20

232
i
|
|
|
@lti 1

VR \\LR
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Capacitive Sensors / vetal type-stiniess stee CR18G/CR30G

20-250VAC 2 Wires

Mounting ® Flushed @ Non-flushed @ Flushed @ Non-flushed

Sensing distance 5mm 8mm 10mm 15mm

Y

AC 2 Wires NO CR18GCFO5ATO CR18GCNOSATO CR30GCF10ATO CR30GCN15ATO
Output AC 2 Wires NC CR18GCFO5ATC CR18GCNOSATC CR30GCF10ATC CR30GCN15ATC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+£20% Sr <£20% Sr <£20% Sr <+£20% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1lov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3--:20% 3:--20% 3-::20% 3---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 15Hz 15Hz 15Hz 15Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED

Polarity protection
Surge protection yes yes yes yes

Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® e ® e ® € ®
70
E
765 va1ED s
T TE=
\vr
F24 4 thick\M18x1 M30x1.5
. 70
165 i Va1 =
- 1 - 11 TED=
AF24 4 thick\M18x1 Mso;}%
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Capacitive sensors / metal type-stainiess stee

CQ20G/CQ32G
20-250VAC 2 Wires

Q206 cQ320

Mounting ® Flushed @ Flushed
Sensing distance 10mm 15mm
\L\\\ /
AC 2 Wires NO CQ20GCF10ATO CQ32GCF15ATO
Output AC 2 Wires NC CQ20GCF10ATC CQ32GCF15ATC
Technical Parameter
Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+20% Sr <+20% Sr
Load current <300mA <300mA
Voltage drop <1ov <1lov
Leakage current <3mA <3mA
Hysteresis 3::20% 3:-:20%
Repeat accuracy <3% <3%
Frequency 15Hz 15Hz
Output indicator Yellow LED Yellow LED
Polarity protection
Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable
Certification CE ® CE @
= LED o | LED
§r———— g +—— Q%EEE“
VR \\LR
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Capacitive sensors / st type

10-30VDC 3 Wires

Mounting ® Flushed @ Non-flushed @ Flushed @ Non-flushed

Sensing distance 2mm 4mm 2mm 4mm

NPN NO CR12SCF02DNO CR12SCNO4DNO CR12SCF02DNO-E2 CR12SCNO4DNO-E2
Output NPN NC CR12SCF02DNC CR12SCN0O4DNC CR12SCFO2DNC-E2 CR12SCNO4DNC-E2

PNP NO CR12SCF02DPO CR12SCN04DPO CR12SCF02DPO-E2 CR12SCN04DPO-E2
Output PNP NC CR12SCF02DPC CR12SCN04DPC CR12SCF02DPC-E2 CR12SCN04DPC-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£20% Sr <£20% Sr <+£20% Sr <£20% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 3:--20% 3:-:20% 3-::20% 3::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 50Hz 50Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CeE ® CE ®

52 65
50
W2,
AF17 4 thick - ] -
< AF17 4 thick \vr\LeD
4 o iz 65
A 12, 4 50
T e +H
AFIT4 thick Wr\ep AF17 4 thick \vR\LED
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Capacitive sensors / st type

10-30VDC 3/4 Wires

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 5mm 8mm S5mm 8mm

g

NPN NO CR18SCFO5DNO CR18SCNO8SDNO CR18SCFO5DNO-E2 CR18SCNO8DNO-E2
Output NPN NC CR18SCFO5DNC CR18SCNO8DNC CR18SCFO5DNC-E2 CR18SCNO8SDNC-E2
NPN NO+NC CR18SCFO5DNR CR18SCNO8DNR CR18SCFO5DNR-E2 CR18SCNO8DNR-E2
PNP NO CR18SCFO5DPO CR18SCN0O8DPO CR18SCFO5DPO-E2 CR18SCNO8DPO-E2
Output PNP NC CR18SCFO5DPC CR18SCNO8DPC CR18SCFO5DPC-E2 CR18SCNO8DPC-E2
PNP NO+NC CR18SCFO5DPR CR18SCNO8DPR CR18SCFO5DPR-E2 CR18SCNO8DPR-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£20% Sr <£20% Sr <+£20% Sr <£20% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 3:--20% 3:-:20% 3-::20% 3::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 50Hz 50Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CE ® CeE ® CE ®

835 ,

46.5
VR LED
[~/

R
1 M12x1

M18x
AF24 8 thick

70 83.5 ,
8 765 | veLen 8 265 l e 10 ‘
I T4 . 77
Al (-1 I
M18x1 M18x1 M12x1
AF24 8Thick AF24 8 thick
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Capacitive sensors / st type

10-30VDC 3/4 Wires

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 10mm 15mm 10mm 15mm

NPN NO CR30SCF10DNO CR30SCN15DNO CR30SCF10DNO-E2 CR30SCN15DNO-E2
Output NPN NC CR30SCF10DNC CR30SCN15DNC CR30SCF10DNC-E2 CR30SCN15DNC-E2
NPN NO+NC CR30SCF10DNR CR30SCN15DNR CR30SCF10DNR-E2 CR30SCN15DNR-E2
PNP NO CR30SCF10DPO CR30SCN15DPO CR30SCF10DPO-E2 CR30SCN15DPO-E2
Output PNP NC CR30SCF10DPC CR30SCN15DPC CR30SCF10DPC-E2 CR30SCN15DPC-E2
PNP NO+NC CR30SCF10DPR CR30SCN15DPR CR30SCF10DPR-E2 CR30SCN15DPR-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£20% Sr <£20% Sr <+£20% Sr <£20% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 3:--20% 3:-:20% 3-::20% 3::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 50Hz 50Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CeE ® CE ®

u
i

62 I 79
50 L 50 I/.ED
VR

X1.5 M30x
AF36 10 thick AF36 10 thicz{s
62 79
12 50 /Ff 12 50 FD
E\VR 11 i %\\/’;\;12)(1
X1.5
AF36 10 thick _h%):(::{
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Capacitive sensors / pistc type CQ20S/CQ32S

10-30VDC 3/4 Wires

Mounting ® Flushed @ Non-flushed @ Flushed @ Non-flushed

Sensing distance 10mm 15mm 15mm 20mm

" 4 = 4 %{ N

NPN NO CQ20SCF10DNO CQ20SCN15DNO CQ32SCF15DNO CQ32SCN20DNO
Output NPN NC CQ20SCF10DNC CQ20SCN15DNC CQ32SCF15DNC CQ32SCN20DNC
NPN NO+NC CQ20SCF10DNR CQ20SCN15DNR CQ32SCF15DNR CQ32SCN20DNR
PNP NO CQ20SCF10DPO CQ20SCN15DPO CQ32SCF15DPO CQ32SCN20DPO
Output PNP NC CQ20SCF10DPC CQ20SCN15DPC CQ32SCF15DPC CQ32SCN20DPC
PNP NO+NC CQ20SCF10DPR CQ20SCN15DPR CQ32SCF15DPR CQ32SCN20DPR
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£20% Sr <£20% Sr <£20% Sr <+£20% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 3:--20% 3:-:20% 3:-20% 3-::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 50Hz 50Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CE ® CeE ® CE ®

80

LED

220
232

VR

.
—————— £l

www.lanbaosensor.com



Capacitive sensors / st type

10-30VDC 3/4 Wires

s I

Mounting ® Flushed @ Non-flushed

Sensing distance 15mm 20mm

A )

NPN NO CQ34SCF15DNO CQ34SCN20DNO
Output NPN NC CQ34SCF15DNC CQ34SCN20DNC
NPN NO+NC CQ34SCF15DNR CQ34SCN20DNR
PNP NO CQ34SCF15DPO CQ34SCN20DPO
Output PNP NC CQ34SCF15DPC CQ34SCN20DPC
PNP NO+NC CQ34SCF15DPR CQ34SCN20DPR
Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+20% Sr <+20% Sr
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <15mA <15mA
Hysteresis 3:--20% 3:-:20%
Repeat accuracy <3% <3%
Frequency 50Hz 50Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material PBT PBT
Connection 2m PVC Cable 2m PVC Cable
Certification C€ C€

234

/LED
------ e
VR
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Capacitive sensors / st type

20-250VAC 2 Wires

CRuss CRiss

Mounting

Sensing distance

AC 2 Wires NO

Output AC 2 Wires NC

@ Flushed

5mm

g

CR18SCFO5ATO

CR18SCFO5ATC

D Non-flushed

8mm

f

CR18SCNOSATO

CR18SCNOSATC

@® Flushed

5mm

CR18SCFO5ATO-E2
CR18SCFO5ATC-E2

M Non-flushed

8mm

CR18SCNOSATO-E2
CR18SCNOSATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+20% Sr <+20% Sr <+20% Sr <+20% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1lov <1ov <1lov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3--:20% 3:--20% 3-::20% 3-::20%
Repeat accuracy <3% <3% <3% <3%
Frequency 15Hz 15Hz 15Hz 15Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35...95%
Protection degree IP67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification ce @ ce @ ce @ ce @
P peR |
;7575[) ——‘I /V_R; LED ‘
N i — - — - ?—H;ﬂ;
=N\ M18x1 = M12x1
AF24 8Thick AF24 8 thick
70 83.5 )
8 265 | \P%ﬂ) 8 765 v= £ ‘
mml i e a0
M18x1 1 M12x1
AF24 8Thick AF24 8 thick
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Capacitive sensors / st type

20-250VAC 2 Wires

® Flushed ® Non-flushed @® Flushed  Non-flushed

10mm 15mm 10mm

Mounting

Sensing distance 15mm

CR30SCF10ATO-E2
CR30SCF10ATC-E2

CR30SCN15ATO-E2
CR30SCN15ATC-E2

CR30SCF10ATO
CR30SCF10ATC

CR30SCN15ATO
CR30SCN15ATC

AC 2 Wires NO

Output AC 2 Wires NC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+20% Sr <+20% Sr <+20% Sr <+20% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1lov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3--:20% 3:--20% 3--:20% 3--:20%
Repeat accuracy <3% <3% <3% <3%
Frequency 15Hz 15Hz 15Hz 15Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification ce @ ce @ ce @ ce @
62 79
== .
Rr36 10tk AF36 1%%%%
62 79
12 50 EQ 12 50 LED
[
I __':EE 1] | ::%
VR 12x1
RE36 10tk %%::%R
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Capacitive sensors / st type

CQ20S/CQ32S

20-250VAC 2 Wires

cQaus cQ3zs

Mounting ® Flushed @ Non-flushed @ Flushed @ Non-flushed
Sensing distance 10mm 15mm 15mm 20mm
T

AC 2 Wires NO
Output AC 2 Wires NC

g

CQ20SCF10ATO
CQ20SCF10ATC

g

CQ20SCN15ATO
CQ20SCN15ATC

j%}f

CQ32SCF15ATO
CQ32SCF15ATC

W

CQ32SCN20ATO
CQ32SCN20ATC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+20% Sr <+20% Sr <+20% Sr <+20% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1lov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3::20% 3:-:20% 3--:20% 3--:20%
Repeat accuracy <3% <3% <3% <3%
Frequency 15Hz 15Hz 15Hz 15Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35...95% 35..95% 35..95%
Protection degree P67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification ce @ ce @ ce @ ce @
80
= LED £0 | LED
Sr———— § +—— e%EEE“
VR NvR
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Capacitive sensors / st type

20-250VAC 2 Wires
I

Mounting

Sensing distance

Output

AC 2 Wires NO
AC 2 Wires NC

@ Flushed

15mm

Y

CQ34SCF15ATO
CQ34SCF15ATC

D Non-flushed

20mm

3

CQ34SCN20ATO
CQ34SCN20ATC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+20% Sr <+20% Sr
Load current <300mA <300mA
Voltage drop <1ov <1ov
Leakage current <3mA <3mA
Hysteresis 3:-20% 3:-:20%
Repeat accuracy <3% <3%
Frequency 15Hz 15Hz
Output indicator Yellow LED Yellow LED
Polarity protection
Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material PBT PBT
Connection 2m PVC Cable 2m PVC Cable
Certification C€ C€
80
60 Pr=s
g r— —(E ==
VR
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Capacitive sensors / st type

20-250VAC/DC 2 Wires

Mounting @ Non-flushed @ Non-flushed

Sensing distance 15mm 15mm

AC 2 Wires NO CR30SCN15SBO CR30SCN15SBO-E2
Output AC 2 Wires NC CR30SCN15SBC CR30SCN15SBC-E2

Technical Parameter

Supply voltage 20...250 VAC/DC 20...250 VAC/DC

Switch point drift <+20% Sr <+20% Sr

Load current AC: <300mA, DC: <100mA AC: <300mA, DC: <100mA
Voltage drop AC: <10V, DC: <8V AC: <10V, DC: <8V
Leakage current AC: <3mA, DC: <1mA AC: <3mA, DC: <ImA
Hysteresis 3--:20% 3:-20%

Repeat accuracy <3% <3%

Frequency AC: 15Hz, DC: 40Hz AC: 15Hz, DC: 40Hz
Output indicator Yellow LED Yellow LED

Polarity protection

Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C

Ambient moisture 35..95% 35...95%
Protection degree P67 IP67
Housing material PBT PBT
Connection 2m PVC Cable M12 Connector
Certification CE ™ CE ®
62 79
12 50 EO 12 50 LED
[

§VR TT1T1 B -_%1%

30x1.5 _
AF36 10 thick thick
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Capacitive sensors / st type CQ32S/CQ34S

20-250VAC/DC 2 Wires

Mounting @ Non-flushed @ Non-flushed

Sensing distance 20mm 20mm

AC 2 Wires NO CQ32SCN20SBO CQ34SCN20SBO
Output AC 2 Wires NC CQ32SCN20SBC CQ34SCN20SBC

Technical Parameter

Supply voltage 20...250 VAC/DC 20...250 VAC/DC

Switch point drift <+20% Sr <+20% Sr

Load current AC: <300mA, DC: <100mA AC: <300mA, DC: <100mA
Voltage drop AC: <10V, DC: <8V AC: <10V, DC: <8V
Leakage current AC: <3mA, DC: <1lmA AC: <3mA, DC: <ImA
Hysteresis 3-::20% 3:-20%

Repeat accuracy <3% <3%

Frequency AC: 15Hz, DC: 40Hz AC: 15Hz, DC: 40Hz
Output indicator Yellow LED Yellow LED

Polarity protection

Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C

Ambient moisture 35...95% 35..95%

Protection degree P67 P67

Housing material PBT PBT

Connection 2m PVC Cable 2m PVC Cable

Certification CE ™ CE€
80 80

@32
@34
)

e e
—————— —& == g =
NvR VR
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Capacitive sensors / rectanguar type

CEO7/CE34

10-30VDC 3/4 Wires

co7 Ce3s

Mounting

Sensing distance

NPN NO
Output NPN NC
PNP NO
Output PNP NC

@ Flushed

5mm

CEO7SFOSDNO
CEO7SFO5DNC

CEO7SFO5DPO
CEO7SFO5DPC

D Non-flushed

8mm

CEO7SNO8DNO
CEO7SNO8SDNC

CEO07SNO8DPO
CEO07SNO8DPC

M Non-flushed

10mm

&

g
b
§ <
~
CE34SN10DNO

CE34SN10DNC

CE34SN10DPO
CE34SN10DPC

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
<4+20% Sr <420% Sr
<200mA <200mA
<2.5V <2.5V
<15mA <15mA
3-::20% 3--:20%
<3% <3%
30Hz 30Hz
Yellow LED Yellow LED
yes yes
yes yes
-10...+55°C -10...+55°C
35..95% 35...95%
P67 P67
PBT PBT
2m PVC Cable 2m PVC Cable
e ® € ®

E‘{\ . 27'34
=
5.5]—"3
50 —
~ _+ ....... O]

10...30 VDC
<+20% Sr
<200mA
<2.5V
<15mA
3--:20%
<3%
30Hz
Yellow LED
yes

yes

-10...+55°C
35...95%
P67
PBT
2m PVC Cable

e ®

50

42

3o D) &
=) [w] &ﬁ Py
B
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Capacitive sensors / rectanguar type

10-30VDC 3/4 Wires

ce3s I

Mounting ® Flushed @ Non-flushed
Sensing distance 10mm 15mm
d . g do g
. .

g

=,

NPN NO CE35SF10DNO CE35SN15DNO
Output NPN NC CE35SF10DNC CE35SN15DNC

PNP NO CE35SF10DPO CE35SN15DPO
Output PNP NC CE355F10DPC CE35SN15DPC
Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+20% Sr <+20% Sr
Load current <200mA <200mA
Voltage drop <2.5V <25V
Consumption current <15mA <15mA
Hysteresis 3:--20% 3:-:20%
Repeat accuracy <3% <3%
Frequency 30Hz 30Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes

Short-circuit protection

Ambient temperature -10...+55°C -10...+55°C
Ambient moisture 35..95% 35...95%
Protection degree P67 P67
Housing material PBT PBT
Connection 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ®
T
0 ——
50
8
Vz=N
8lve \ q—=
N W g
A=t
8.5x4.2
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Capacitive sensors /rectangular type

-Capacitive liquid level
-Capacitive material level

CE10/CE15/CE53

10-30VDC 3 Wires

CEL0 CeLs Ces3s

Mounting ® Non-flushed ® Non-flushed ® Non-flushed
X, L
G
& LY
NPN NO CE10SN13DNO CE15SN26DNO CE53SNO8MNO
Output NPN NC CE10SN13DNC CE15SN26DNC CE53SNO8MNC
PNP NO CE10SN13DPO CE15SN26DPO CE53SNO8MPO
Output PNP NC CE10SN13DPC CE15SN26DPC CE53SNO8MPC
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 18...36 VDC
Load current <200mA <200mA <250mA
Voltage drop <2.5V <2.5V <2.5V
consumption current <15mA <15mA <100mA
Hysteresis 3:--20% 3:--20% 3---20%
Repeat accuracy <3% <3% <3%
Frequency 20Hz 20Hz 60Hz
Output indicator Yellow LED Yellow LED Red LED
Material Nonmetal Nonmetal
Channels oD ®8---d11 ®12---d26
Thickness <lmm <1lmm
Short-circuit protection yes yes yes
Surge protection yes yes yes
Ambient temperature -10...+55°C -10...+55°C 0..+60°C
Ambient moisture 35..95% 35..95% 35..95%
Protection degree IP67 1P67 P54
Housing material PBT PBT PA66/Teflon/Stainless steel
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CE ® CE ®
55
22 40
By B 12y [ -
< |H zED ém | i ‘ ? VR : =
‘P'G{N = o f-%ms-g-g\ﬁﬁa of | 111 ole LED N |
I:l § ! 3 8 110 40
W E g || ke EE
n Dﬁ/
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Capacitive sensors

Naming rules

. Type Code 6. Mounting 9. Output Way
C:Capacitive N:Non-flushed(nf) B:AC/DC 2 wires
F:Flushed(f) T:AC 2 wires
. Shape Code P-PNP
Z;P;:Ziiﬁdc;zm::;al 7. Sensing Distance N:NPN
E:Rectangular 02:2mm ENPN/PNP
044mm F:NPN+PNP
. Size Code 10:10mm K:Relay
NumberHousing diameter
e.g: 08:M8 8. Supply Voltage 10. Output Status

11.

12.

13.

A:NO/NC reversible

. Housing Material A:20...250VAC BNO .

. D:10...30VDC :NO/NC optional
N/A.Copper Cable optional;Potentiometer optional
S:Plastic E:10...60VDC O:NO
G:Stainless steel M:18...36VDC CNC
V:Aluminium . :

S:20...250VAC/DC RINO+NC

. Housing Length
A:Short

B:Standard

C:Long

Note:Relay output is optional

14.

By Sensor Function
N/A:Standard function

Y:Extended sensing distance

Cable Length
N/A:2m
3M:3m

Connection

N/A:2M cable

E1:M8 connector (3 pins)
E2:M12 connector (4 pins)
E3:M8 connector (4 pins)
E4:M12 trapezoid connector (4 pins)
E5:M12 connector (5 pins)

D:Terminal

Special Requirement
In 4 Digits

www.lanbaosensor.com



Capacitive sensors

Wiring diagram

DC 3 Wires NPN NO NPN NC PNP NO PNP NC

+ + —o————+ o
Lead wire <U> —/-::E—r <U> £ :@ <H> e BK <U> r BK "

1 + 11 + y—————————+ —1-)—+
M12 Connector @ J——“-Q ¢ - —Z-Q ¢ AR o |2
I By _

DC 4 Wires NPN NO+NC PNP NO+NC
BN BN
_o—
P o [om I RPANE '
Lead wire A WH A WH
08U BU B
1 1
| + -+
|42 A
M12 Connector ® Al2 <H> al2z
I 13
AC 2 Wires SCR NO SCR NC
O _r= o
Lead wire —- -t
o BUr-2 o BUr-x
) R e S ) Ho—r——-
M12 Connector - 4
My o -
AC/DC 2Wires NO NC NO/NC
¢ _[~re o it o ot
Lead wire - A -
oBUr-2 ~ oBUr-2 ~ - oBUr-» ~
@ _3_)_:|_: @ _1-)_:|_ ~ @ 3_/1-)—:|—:
M12 Connector - A -
o 2y ror o~ 4oy oy~
Remarks
Connector M8 Connector M12 Connector
[@) IO
@ @ ®
6] ©)
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Capacitive sensors

Mounting rack

ZJC-1 ( CQ20/CQ20S Mounting rack )

A 3 805
] AN ]
= 2
O <) \@ T
] -LBL‘» 3 L
= S
O ©9.2 @
L] 135 | i |
j_lf- 15 R2 195 \R0.15 RO3 76|
20 (20)
ZJC-2 ( CQ32/CQ32S Mounting rack )
.5
2 o otn 4l 8 e
e O %ﬁ:_ (%
o - ‘ - g
= . @
= 9
135 8.5 2 ||s|B o 145 3.5 = 35
18 73]
265 20
ZJC-3 ( CQ34S Mounting rack )
B
) (@) VE .
L R17 Q LT ) < Q/ T
R18 | | |
R20 8.05
My By,
Q o ) &%5 @
[ ] ©92
Enmm: 1O s ]
65 85 | [al laglDNrazs  re 275 N\R0.15 76
125 12 20 | 28) '
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Focus on global market, high-tech products

Try to build Lanbao to be a leading sensor and industrial automation group.

Lanbao seeks survival with quality,
development with technology and deems its duty to create value for customers.




Sensing the dream

Inductive sensors

Standard function
Extended sensing distance
NAMUR

Analog output

Extended temperature
Frequency enhanced

High pressure resistant
Full metal housing
Self-diagnosed
Welding-immune

With integrated rotation speed monitor

(8 LANSNO

Shanghai Lanbao Sensing Technology Co., Ltd.




Lanbao Sensor

complete solution for the sensors

Established in 1998, Shanghai Lanbao Sensing Technology Co., Ltd is a leading supplier of
electronic products in China. The company has been always dedicated in providing customers
with individualized sensor products which are widely applied in industry and life area,

engineering system, technical services and solutions.

Lanbao has successfully developed and produced over 3000 types of sensors: inductive
sensors, capacitive sensors, photoelectric sensors, light curtains, magnetic sensors and solid
state relays etc. All products have been certified according to CE, UL, CCC standards and
meet the requirement of EU RoHS.

Focus on innovation, quality, service and global market, Lanbao insists on creating maximal
value for customers.
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Inductive sensors




Inductive sensors

Extended sensing distance

- Easy to set position due to extended sensing distance

NAMUR
+ Low voltage and current

- Apply for flammable and explosive field such as
mining and chemical industry

®

Analog output

+ It will generate 0-10V, 0-20mA standard analog signal at the terminal
with the vibration of the sensing distance,

- widely used for distance measuring, thickness measuring and
selective measuring

Extended temperature

+ Temperature influence-free up to 120°C,down to —40°C
-+ Widely applied in steeling, metallurgy and glass manufacture industry

Frequency enhanced

- Fast response
- Applied in high-speed measuring field

High pressure resistant

+ Pressure influence-free up to 500Bar
+ Applied in high hydraulic system field

Full metal housing

+ All-in-one stainless steeling design, excellent sealing

+ Mechanical collision avoidance and corrosion resistance
- Widely used in auto industry, food and chemical industry

Self-diagnosed
- Real-time detecting sensing status, safe and stable

+ Applied in safety monitor field

Welding-immune

- Effectively avoids magnetic interference

+ Widely apply for welding operation industry, lifting and
elevation device, electronic furnace equipment and
some other special magnetic interfered ambience.

With integrated rotation speed monitor

+ By detecting the metal object on the axis or gear to monitor
over speed or low speed status. (adjust the cyclical damping
of the built-in electronic device in sensors)

www.lanbaosensor.com



Inductive sensors

Standard function / Metal type

main parameters

Supply Sensing ege .. Housing )
DC 3/4 Wires

LR04Q
LR04Q
LROS
LRO5
LR6.5Q
LR6.5Q
LROS
LROS
LRO8
LR12
LR12
LR12
LR12
LR18
LR18
LR18
LR18
LR30
LR30
LR30
LR30

DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3 Wires
DC 3 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3 Wires
DC 3 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3 Wires
DC 3 Wires

DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-60V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V

- = —h

f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

0.8mm
0.8mm
0.8mm
0.8mm
1.5mm,2mm
1.5mm,2mm
1.5mm,2mm
1.5mm,2mm
1.5mm,2mm
2mm,4mm
2mm,4mm
2mm,4mm
2mm,4mm
5mm,8mm
5mm,8mm
5mm,8mm
5mm,8mm
10mm,15mm
10mm,15mm
10mm,15mm

10mm,15mm

®4*30
®4*30
M5*0.5*30
M5*0.5*30
$6.5*40
©6.5*40
M8*1*40
M8*1*40
M8*1*40
M12*1*40
M12*1*40
M12*1*40
M12*1*40
M18*1*40
M18*1*40
M18*1*40
M18*1*40
M30*1.5*40
M30*1.5*40
M30*1.5*40
M30*1.5*40

Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel

Stainless steel

Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickeh-copper Alloy

Cable
M8 Connector
Cable
M8 Connector
Cable
M8 Connector
Cable
M8 Connector
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector

DC 2 Wires

LR6.5Q
LR6.5Q
LRO8
LRO8
LRO8
LR12
LR12
LR12
LR12
LR18
LR18
LR18
LR18

DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires

DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-60V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V

f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

1.5mm,2mm
1.5mm,2mm
1.5mm,2mm
1.5mm,2mm
1.5mm,2mm
2mm,4mm
2mm,4mm
2mm,4mm
2mm,4mm
5mm,8mm
5mm,8mm
5mm,8mm

5mm,8mm

$6.5*40
$6.5*40
M8*1*40
M8*1*40
M8*1*40
M12*1*40
M12*1*40
M12*1*40
M12*1*40
M18*1*40
M18*1*40
M18*1*40
M18*1*40

Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nidkel-copper Alloy
Nidkel-copper Alloy
Nidkel-copper Alloy
Nidel-copper Alloy
Nidkel-copper Alloy

Cable
M8 Connector
Cable
M8 Connector
M12 Connector
Cable
M12 Connector
CableCable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
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Inductive sensors

Supply Sensing o Housing )
Specificat
mm Voltage Distance [P ?O™|  Material | COMMection
DC 2 Wires

LR30 DC 2 Wires DC10-30V f/nf 10mm,15mm M30%1.5*40  Nickel-copper Alloy Cable
LR30 DC 2 Wires DC10-30V f/nf 10mm,15mm M30*1.5*40  Nickel-copperAlloy M12 Connector
LR30 DC 2 Wires DC10-60V f/nf 10mm,15mm M30*1.5*40  Nickel-copper Alloy Cable
LR30 DC 2 Wires DC10-60V f/nf 10mm,15mm  M30*1.5*40 Nickel-copperAlloy M12 Connector
LR12 AC 2 Wires AC20-250V f/nf 2mm,4mm M12*1*50 Nickel-copper Alloy Cable
LR12 AC 2 Wires AC20-250V f/nf 2mm,4mm M12*1*50  Nickel-copperAlloy M12 Connector
LR18 AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*50  Nickel-copper Alloy Cable
LR18 AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*50  Nickel-copperAlloy M12 Connector
LR30 AC 2 Wires AC20-250V f/nf 10mm,15mm M30*1.5*50 Nickel-copper Alloy Cable
LR30 AC 2 Wires AC20-250V f/nf 10mm,15mm M30*1.5*50  Nickel-copperAlloy M12 Connector
LR18X AC/DC 2 Wires AC/DC 20-250V f/nf 5mm,8mm M18*1*53 Nickel-copper Alloy Cable
LR18X AC/DC 2 Wires AC/DC 20-250V f/nf 5mm,8mm M18*1*56  Nickel-copperAlloy M12 Connector
LR30X AC/DC 2 Wires  AC/DC 20-250V f/nf 10mm,15mm  M30*1.5*53  Nickel-copper Alloy Cable
LR30X AC/DC 2 Wires  AC/DC 20-250V f/nf 10mm,15mm  M30*1.5*56  Nickel-copperAlloy M12 Connector

Standard function / Rectangular type
main parameters

Supply Sensing age o Housing .
fi
mm Voltage Distance Specifications Material SR 1
DC 3/4 Wires

LES1 DC 3 Wires DC10-30V f 1.5mm 8*8*40 Aluminum alloy Cable
LE81 DC 3 Wires DC10-30V f 1.5mm 8*8*50 Aluminumalloy M8 Connector
LE82 DC 3 Wires DC10-30V f 1.5mm 8*8*40 Aluminum alloy Cable
LE82 DC 3 Wires DC10-30V f 1.5mm 8*8*50 Aluminumalloy ~ M8 Connector
LE83 DC 3 Wires DC10-30V f 1.5mm 8*8*25 Aluminum alloy Cable
LE83 DC 3 Wires DC10-30V f 1.5mm 8*8*25 Aluminumalloy ~ M8 Connector
LE84 DC 3 Wires DC10-30V f 1.5mm 8*8*25 Aluminum alloy Cable
LE84 DC 3 Wires DC10-30V f 1.5mm 8*8*25 Aluminumalloy ~ M8 Connector
LEO8 DC 3 Wires DC10-30V nf 2.5mm 7.5*8*23 PC Cable
LEO8X DC 3 Wires DC10-30V nf 2.5mm 7.5*8*23 PC Cable
LEO9 DC 3 Wires DC10-30V nf 2.5mm 7.5*8*23 PC Cable
LE11 DC 3 Wires DC10-30V nf 3mm 12*7*27 PC Cable

www.lanbaosensor.com



Inductive sensors

Supply Sensing o Housing )
DC 3/4 Wires

LE10 DC 3 Wires DC10-30V f/nf 5mm,8mm 18*10*30 PBT Cable
LE16 DC 3 Wires DC10-30V f/nf 2mm,4mm 16*12*28 PBT Cable
LE36 DC 3 Wires DC10-30V f/nf 5mm,8mm 36*8*60 PBT Cable
LE50 DC 3 Wires DC10-30V f/nf 5mm,8mm 25*10*50 PBT Cable
LE17 DC 3 Wires DC10-30V f/nf 5mm,8mm 17*17*28 PBT Cable
LE18 DC 3 Wires DC10-30V f/nf 5mm,8mm 18*18*35 PBT Cable
LE20 DC 3 Wires DC10-30V f/nf 5mm,8mm 20*20*38 PBT Cable
LE25 DC 3 Wires DC10-30V f/nf 7mm,10mm 25*25*39 PBT Cable
LE30 DC 3/4 Wires DC10-30V f/nf 10mm,15mm 30*30*53 PBT Cable
LE30 DC 3/4 Wires DC10-60V f/nf 10mm,15mm 30*30*53 PBT Cable
LE40 DC 3/4 Wires DC10-30V f/nf 15mm,20mm 40*40*53 PBT Cable
LE40 DC 3/4 Wires DC10-60V f/nf 15mm,20mm 40*40*53 PBT Cable
LE68 DC 3/4 Wires DC10-30V f/nf 15mm,25mm 40*20*68 PBT Cable
LE68 DC 3/4 Wires DC10-30V f/nf 15mm,25mm 40*20*68 PBT M12 Connector
LE68 DC 3/4 Wires DC10-60V f/nf 15mm,25mm 40*20*68 PBT Cable
LE68 DC 3/4 Wires DC10-60V f/nf 15mm,25mm 40*20*68 PBT M12 Connector
LE17 DC 2 Wires DC10-30V f/nf 5mm,8mm 17*17*28 PBT Cable
LE18 DC 2 Wires DC10-30V f/nf 5mm,8mm 18*18*35 PBT Cable
LE20 DC 2 Wires DC10-30V f/nf 5mm,8mm 20%20*38 PBT Cable
LE25 DC 2 Wires DC10-30V f/nf 7mm,10mm 25*25*39 PBT Cable
LE30 DC 2 Wires DC10-30V f/nf 10mm,15mm 30*30*53 PBT Cable
LE30 DC 2 Wires DC10-60V f/nf 10mm,15mm 30*30*53 PBT Cable
LE40 DC 2 Wires DC10-30V f/nf 15mm,20mm 40*40*53 PBT Cable
LE40 DC 2 Wires DC10-60V f/nf 15mm,20mm 40*40*53 PBT Cable
LE68 DC 2 Wires DC10-30V f/nf 15mm,25mm 40*20*68 PBT Cable
LE68 DC 2 Wires DC10-30V f/nf 15mm,25mm 40*20*68 PBT M12 Connector
LE68 DC 2 Wires DC10-60V f/nf 15mm,25mm 40*20*68 PBT Cable
LE68 DC 2 Wires DC10-60V f/nf 15mm,25mm 40*20*68 PBT M12 Connector
LE17 AC 2 Wires AC90-250V f/nf 5mm,8mm 17*17*28 PBT Cable
LE18 AC 2 Wires AC90-250V f/nf 5mm,8mm 18*18*35 PBT Cable
LE20 AC 2 Wires AC90-250V f/nf 5mm,8mm 20*20*38 PBT Cable
LE25 AC 2 Wires AC90-250V f/nf 7mm,10mm 25*25*39 PBT Cable
LE30 AC 2 Wires AC90-250V f/nf 10mm,15mm 30*30*53 PBT Cable
LE40 AC 2 Wires AC90-250V f/nf 15mm,20mm 40*40*53 PBT Cable
LE68 AC 2 Wires AC20-250V f/nf 15mm,25mm 40*20*68 PBT Cable
LE68 AC 2 Wires AC20-250V f/nf 15mm,25mm 40*20*68 PBT M12 Connector
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Inductive sensors

Standard function / Combined type

main parameters

Supply Sensing ege .. Housing )
DC 3/4 Wires

LE40SZ
LE40SZ
LE40XZ
LE40XZ
LE40XZ
LE40XZ
LE8OXZ
LES8OXZ
LE8OXZ
LESOXZ

DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires

DC10-30V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V

f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

15mm,20mm
15mm,20mm
15mm,20mm
15mm,20mm
15mm,20mm
15mm,20mm
40mm,50mm
40mm,50mm
40mm,50mm

40mm,50mm

40*40*66
40*40*66
40*40*120
40*40*120
40*40*120
40*40*120
80*80*40
80*80*40
80*80*40
80*80*40

PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT

M12 Connector
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect

M12 Connector

DC 2 Wires

LE40SZ
LE40SZ
LE40XZ
LE40XZ
LE40XZ
LE40XZ
LE8OXZ
LES8OXZ
LE8OXZ
LESOXZ

DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires

DC10-30V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V

f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

15mm,20mm
15mm,20mm
15mm,20mm
15mm,20mm
15mm,20mm
15mm,20mm
40mm,50mm
40mm,50mm
40mm,50mm

40mm,50mm

40*40*66
40*40*66
40*40*120
40*40*120
40*40*120
40*40*120
80*80*40
80*80*40
80*80*40
80*80*40

PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT

M12 Connector
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect

M12 Connector

AC 2 Wires

LE40SZ
LE40XZ
LE40XZ
LES8OXZ
LE8OXZ

AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires

AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V

f/nf
f/nf
f/nf
f/nf
f/nf

15mm,20mm
15mm,20mm
15mm,20mm
40mm,50mm

40mm,50mm

40*40*66
40*40*120
40*40*120

80*80*40

80*80*40

PBT
PBT
PBT
PBT
PBT

M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector

AC/DC 2 Wires

LE40SZ
LE40XZ
LE40XZ
LE8OXZ
LESOXZ

AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires

AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V

f/nf
f/nf
f/nf
f/nf
f/nf

15mm,20mm
15mm,20mm
15mm,20mm
40mm,50mm

40mm,50mm

40*40*66
40*40*120
40*40*120

80*80*40

80*80*40

PBT
PBT
PBT
PBT
PBT

M12 Connector
Terminal connect
M12 Connector
Terminal connect

M12 Connector
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Inductive sensors

Extended sensing distance / Metal type
main parameters

Supply Sensing ege .. Housing )
Specificat
mm Voltage Distance | P°<" @] Material | COMMection

DC 3/4 Wires

LR04Q DC 3 Wires DC10-30V f 1.5mm ®4*30 Stainless steel Cable
LR0O4Q DC 3 Wires DC10-30V f 1.5mm »4*30 Stainless steel M8 Connector
LROS DC 3 Wires DC10-30V f 1.5mm M5*0.5*30 Stainless steel Cable
LRO5 DC 3 Wires DC10-30V f 1.5mm M5*0.5*30 Stainless steel M8 Connector
LR6.5Q DC 3 Wires DC10-30V f/nf 2mm,4mm ©6.5%40 Stainless steel Cable
LR6.5Q DC 3 Wires DC10-30V f/nf 2mm,4mm »6.5*40 Stainless steel M8 Connector
LRO8 DC 3 Wires DC10-30V f/nf 2mm,4mm M8*1*40 Stainless steel Cable
LRO8 DC 3 Wires DC10-30V f/nf 2mm,4mm M8*1*40 Stainless steel M8 Connector
LRO8 DC 3 Wires DC10-30V f/nf 2mm,4mm M8*1*40 Stainless steel M12 Connector
LR12X DC 3/4 Wires DC10-30V f/nf 4mm,8mm M12*1*43  Nickel-copperAlloy Cable
LR12X DC 3/4 Wires DC10-30V f/nf 4mm,8mm M12*1*46  Nickel-copperAlloy M12 Connector
LR12X DC 3 Wires DC10-30V f/nf 6mm,10mm M12*1*53  Nickel-copperAlloy Cable
LR12X DC 3 Wires DC10-30V f/nf 6mm,10mm M12*1*56  Nickel-copperAlloy M12 Connector
LR18X DC 3/4 Wires DC10-30V f/nf 8mm,12mm M18*1*43  Nickel-copperAlloy Cable
LR18X DC 3/4 Wires DC10-30V f/nf 8mm,12mm M18*1*46 Nickel-copper Alloy  M12 Connector
LR18X DC 3 Wires DC10-30V f/nf 12mm,20mm M18*1*53  Nickel-copperAlloy Cable
LR18X DC 3 Wires DC10-30V f/nf 12mm,20mm M18*1*56  Nickel-copperAlloy M12 Connector
LR30X DC 3/4 Wires DC10-30V f/nf 15mm,22mm M30*1.5*43  Nickel-copper Alloy Cable
LR30X DC 3/4 Wires DC10-30V f/nf 15mm,22mm M30*1.5*46  Nickel-copperAlloy M12 Connector
LR30X DC 3 Wires DC10-30V f/nf 22mm,40mm M30*1.5*53  Nickel-copper Alloy Cable
LR30X DC 3 Wires DC10-30V f/nf 22mm,40mm M30*1.5*56  Nickel-copperAlloy M12 Connector
LR12X DC 2 Wires DC10-30V f/nf 4mm,8mm M12*1*43 Nickel-copper Alloy Cable
LR12X DC 2 Wires DC10-30V f/nf 4mm,8mm M12*1*46  Nickel-copperAlloy M12 Connector
LR18X DC 2 Wires DC10-30V f/nf 8mm,12mm M18*1*43  Nickel-copper Alloy Cable
LR18X DC 2 Wires DC10-30V f/nf 8mm,12mm M18*1*46  Nickel-copperAlloy M12 Connector
LR30X DC 2 Wires DC10-30V f/nf 15mm,22mm M30*1.5*43  Nickel-copper Alloy Cable
LR30X DC 2 Wires DC10-30V f/nf 15mm,22mm M30*1.5*46  Nickel-copperAlloy ~ M12 Connector
LR12X AC 2 Wires AC20-250V f/nf 4mm,8mm M12*1*53 Nickel-copper Alloy Cable
LR12X AC 2 Wires AC20-250V f/nf 4mm,8mm M12*1*56 Nickel-copper Alloy M12 Connector
LR18X AC 2 Wires AC20-250V f/nf 8mm,12mm M18*1*53 Nickel-copper Alloy Cable
LR18X AC 2 Wires AC20-250V f/nf 8mm,12mm M18*1*56  Nidkel-copperAlloy M12 Connector
LR30X AC 2 Wires AC20-250V f/nf 15mm,30mm M30*1.5*53  Nickel-copper Alloy Cable
LR30X AC 2 Wires AC20-250V f/nf 15mm,30mm  M30*1.5*56  Nidel-copperAlloy M12 Connector
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Inductive sensors

Supply Sensing " Housing )
AC/DC 2 Wires

Nickel-copper Alloy Cable
Nickel-copperAlloy -~ M12 Connector
Nickel-copper Alloy Cable
Nickel-copperAlloy  M12 Connector

LR18X
LR18X
LR30X
LR30X

AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires

AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V

f/nf
f/nf
f/nf
f/nf

8mm,12mm
8mm,12mm
15mm,22mm

15mm,22mm

Extended sensing distance / Combined type
main parameters

M18*1*53
M18*1*56
M30*1.5*53
M30*1.5*56

Supply Sensing ... Housing )
f
mm Voltage Distance | PPN piareria) | COnnection
DC 3/4 Wires

LE40SZ
LE40SZ
LE40XZ
LE40XZ
LE40XZ
LE40XZ
LE8OXZ
LE8OXZ
LE8OXZ
LESOXZ

DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires

DC10-30V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V

f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

25mm,40mm
25mm,40mm
25mm,40mm
25mm,40mm
25mm,40mm
25mm,40mm
50mm,70mm
50mm,70mm
50mm,70mm

50mm,70mm

40*40*66
40*40*66
40*40*120
40*40*120
40*40*120
40*40*120
80*80*40
80*80*40
80*80*40
80*80*40

PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT

M12 Connector
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect

M12 Connector

DC 2 Wires

LE40SZ
LE40SZ
LE40XZ
LE40XZ
LE40XZ
LE40XZ
LE8OXZ
LES8OXZ
LE8OXZ
LESOXZ

DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires
DC 2 Wires

DC10-30V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V
DC10-30V
DC10-30V
DC10-60V
DC10-60V

f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

25mm,40mm
25mm,40mm
25mm,40mm
25mm,40mm
25mm,40mm
25mm,40mm
50mm,70mm
50mm,70mm
50mm,70mm

50mm,70mm

40*40*66
40*40*66
40*40*120
40*40*120
40*40*120
40*40*120
80*80*40
80*80*40
80*80*40
80*80*40

PRT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT

M12 Connector
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector
Terminal connect

M12 Connector
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Inductive sensors

Supply Sensing " Housing )
Specificat
mm Voltage Distance [P ?O™|  Material | COMMection

AC 2 Wires

LE40SZ
LE40XZ
LE40XZ
LES8OXZ
LE8OXZ

AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires

AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V

f/nf
f/nf
f/nf
f/nf
f/nf

25mm,40mm
25mm,40mm
25mm,40mm
50mm,70mm

50mm,70mm

40*40*66
40*40*120
40*40*120

80*80*40

80*80*40

PBT
PBT
PBT
PBT
PBT

M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector

AC/DC 2 Wires

LE40SZ
LE40XZ
LE40XZ
LESOXZ
LE8OXZ

AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires
AC/DC 2 Wires

NAMUR

main parameters

Supply Sensing
Voltage Distance

Metal type

LRO5
LRO5
LRO8
LRO8
LRO8
LR12
LR12
LR18
LR18
LR30
LR30

NAMUR
NAMUR
NAMUR
NAMUR
NAMUR
NAMUR
NAMUR
NAMUR
NAMUR
NAMUR
NAMUR

AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V
AC/DC 20-250V

DC8.2V
DC8.2V
DC8.2v
DC8.2V
DC8.2v
DC8.2V
DC8.2v
DC8.2V
DC8.2v
DC8.2v
DC8.2v

f/nf
f/nf
f/nf
f/nf
f/nf

f
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

25mm,40mm
25mm,40mm
25mm,40mm
50mm,70mm

50mm,70mm

0.8mm
0.8mm
1.5mm,2mm
1.5mm,2mm
1.5mm,2mm
2mm,4mm
2mm,4mm
5mm,8mm
5mm,8mm
10mm,15mm

10mm,15mm

40*40*66
40*40*120
40*40*120

80*80*40

80*80*40

PBT
PBT
PBT
PBT
PBT

M12 Connector
Terminal connect
M12 Connector
Terminal connect
M12 Connector

ecifications Housu.19 Connection
Material

M5*22
M5%*30
M8*1*22
M8*1*22
M8*1*40
M12*1*30
M12*1*36
M18*1*30
M18*1*36
M30*1.5*30
M30*1.5*36

Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nidkel-copper Alloy

Cable
M8 Connector
Cable
M8 Connector
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector

Combined type

LE40SZ
LE40XZ
LE40XZ
LESOXZ
LE8OXZ

NAMUR
NAMUR
NAMUR
NAMUR
NAMUR

DC8.2v
DC8.2v
DC8.2V
DC8.2V
DC8.2v

f/nf
f/nf
f/nf
f/nf
f/nf

15mm,20mm
15mm,20mm
15mm,20mm
40mm,50mm

40mm,50mm

40*40*66
40*40*120
40*40*120

80*80*40

80*80*40

PBT
PBT
PBT
PBT

M12 Connector
Cable

M12 Connector
Cable

M12 Connector
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Inductive sensors

Analog output

main parameters

Supply Sensing (] Housing )
Metal type

LR12X
LR12X
LR12X
LR12X
LR12X
LR12X
LR12X
LR12X
LR18X
LR18X
LR18X
LR18X
LR18X
LR18X
LR18X
LR18X
LR30X
LR30X
LR30X
LR30X
LR30X
LR30X
LR30X
LR30X

0..10v
0..20mA
4..20mA

...10V/0..20mA

0..10v
0..20mA
4..20mA

...10V/0..20mA

0..10v
0..20mA
4..20mA

...10V/0...20mA

0..10Vv
0...20mA
4..20mA

...10V/0...20mA

0..10v
0...20mA
4..20mA

...10V/0...20mA

0..10v
0...20mA
4..20mA

...10V/0...20mA

DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V
DC15-30V

f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf
f/nf

2mm,4mm
2mm,4mm
2mm,4mm
2mm,4mm
2mm,4mm
2mm,4mm
2mm,4mm
2mm,4mm
5mm,8mm
5mm,8mm
5mm,8mm
5mm,8mm
5mm,8mm
5mm,8mm
5mm,8mm
5mm,8mm
10mm,15mm
10mm,15mm
10mm,15mm
10mm,15mm
10mm,15mm
10mm,15mm
10mm,15mm

10mm,15mm

M12*1*53
M12*1*53
M12*1*53
M12*1*53
M12*1*56
M12*1*56
M12*1*56
M12*1*56
M18*1*53
M18*1*53
M18*1*53
M18*1*53
M18*1*56
M18*1*56
M18*1*56
M18*1*56
M30*1.5*53
M30*1.5*53
M30*1.5*53
M30*1.5*53
M30*1.5*56
M30*1.5*56
M30*1.5*56
M30*1.5*56

Nickel-copper Alloy
Nidkel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nidkel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickeh-copper Alloy
Nidkel-copper Aloy

Nideehcopper Aloy

Nidel-copper Alloy

Nickeh-aopper Alloy

Nickel-copper Alloy

Nidkeh-copper Aloy
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Cable
Cable
Cable
Cable
M12 Connector
M12 Connector
M12 Connector
M12 Connector
Cable
Cable
Cable
Cable
M12 Connector
M12 Connector
M12 Connector
M12 Connector
Cable
Cable
Cable
Cable
M12 Connector
M12 Connector
M12 Connector
M12 Connector



Inductive sensors

Supply Sensing o Housing )
Combined type

LE40SZ 0..10v DC15-30V f/nf 10mm,15mm 40*40*66 PBT M12 Connector
LE40SZ 0..20mA DC15-30V f/nf 10mm,15mm 40*40*66 PBT M12 Connector
LE40SZ 4..20mA DC15-30V f/nf 10mm,15mm 40*40*66 PBT M12 Connector
LE40SZ 0...10V/0...20mA DC15-30V f/nf 10mm,15mm 40*40*66 PBT M12 Connector
LE40XZ 0..10v DC15-30V f/nf 10mm,15mm 40*40*120 PBT Terminal connect
LE40XZ 0..20mA DC15-30V f/nf 10mm,15mm 40*40*120 PBT Terminal connect
LE40XZ 4..20mA DC15-30V f/nf 10mm,15mm 40*40*120 PBT Terminal connect
LE40XZ 0..10v/0..20mA  DC15-30V f/nf 10mm,15mm 40*40*120 PBT Terminal connect
LE40XZ 0..10v DC15-30V f/nf 10mm,15mm 40*40*120 PBT M12 Connector
LE40XZ 0..20mA DC15-30V f/nf 10mm,15mm 40*40*120 PBT M12 Connector
LE40XZ 4..20mA DC15-30V f/nf 10mm,15mm 40*40*120 PBT M12 Connector
LE40XZ 0...10V/0...20mA DC15-30V f/nf 10mm,15mm 40*40*120 PBT M12 Connector
LE8OXZ 0..10v DC15-30V f/nf 40mm,50mm 80*80*40 PBT Terminal connect
LES8OXZ 0..20mA DC15-30V f/nf 40mm,50mm 80*80*40 PBT Terminal connect
LE8OXZ 4..20mA DC15-30V f/nf 40mm,50mm 80*80*40 PBT Terminal connect
LES8OXZ 0..10v/0..20mA  DC15-30V f/nf 40mm,50mm 80*80*40 PBT Terminal connect
LE8OXZ 0..10v DC15-30V f/nf 40mm,50mm 80*80*40 PBT M12 Connector
LES8OXZ 0..20mA DC15-30V f/nf 40mm,50mm 80*80*40 PBT M12 Connector
LE8OXZ 4..20mA DC15-30V f/nf 40mm,50mm 80*80*40 PBT M12 Connector
LES8OXZ 0...10V/0...20mA DC15-30V f/nf 40mm,50mm 80*80*40 PBT M12 Connector

Extended temperature
main parameters

Supply Sensing age o Housing .
Metal type ( -40°C+70°C)

LR12X DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*43  NickekcopperAloy Cable
LR12X DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*46  NidelcopperAloy M12 Connector
LR18X DC 3 Wires DC10-30V f/nf 5mm,8mm M18+1%43  Nide-copperAlloy Cable
LR18X DC 3 Wires DC10-30V f/nf 5mm,8mm M18*1*46  NidelcopperAloy M12 Connector
LR30X DC 3 Wires DC10-30V f/nf 10mm15mm  M30*1.5%43  Nidel-copperAloy Cable
LR30X DC 3 Wires DC10-30V f/nf 10mm,15mm M30*1.5*46  Nidel-copperAloy M12 Connector
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Inductive sensors

Extended temperature
main parameters

Supply Sensing P Housing )
Combined type ( -40°C+70°C)

LE40SZ DC 3/4 Wires DC10-30V f/nf 15mm,20mm 40*40*66 PBT M12 Connector
LE40SZ DC 3/4 Wires DC10-60V f/nf 15mm,20mm 40*40*66 PBT M12 Connector
LE40XZ DC 3/4 Wires DC10-30V f/nf 15mm,20mm 40*40*120 PBT Cable
LE40XZ DC 3/4 Wires DC10-30V f/nf 15mm,20mm 40*40*120 PBT M12 Connector
LE40XZ DC 3/4 Wires DC10-60V f/nf 15mm,20mm 40*40*120 PBT Cable
LE40XZ DC 3/4 Wires DC10-60V f/nf 15mm,20mm 40*40*120 PBT M12 Connector
LE8OXZ DC 3/4 Wires DC10-30V f/nf 40mm,50mm 80*80*40 PBT Cable
LES8OXZ DC 3/4 Wires DC10-30V f/nf 40mm,50mm 80*80*40 PBT M12 Connector
LES8OXZ DC 3/4 Wires DC10-60V f/nf 40mm,50mm 80*80*40 PBT Cable
LE8OXZ DC 3/4 Wires DC10-60V f/nf 40mm,50mm 80*80*40 PBT M12 Connector
LR12X DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*43 Nickel-copper Alloy Cable
LR12X DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*46  Nickel-copperAlloy M12 Connector
LR18X DC 3 Wires DC10-30V f/nf 5mm,8mm M18*1*43 Nickel-copper Alloy Cable
LR18X DC 3 Wires DC10-30V f/nf 5mm,8mm M18*1*46  Nickel-copperAloy M12 Connector
LR30X DC 3 Wires DC10-30V f/nf 10mm,15mm M30*1.5*43  Nickel-copper Alloy Cable
LR30X DC 3 Wires DC10-30V f/nf 10mm,15mm M30*1.5*46  Nickel-copperAlloy M12 Connector

Combined type ( -25°C+100°C )

LE40SZ DC 3/4 Wires DC10-60V f/nf 15mm,20mm 40*40*66 PBT M12 Connector
LE40XZ DC 3/4 Wires DC10-60V f/nf 15mm,20mm 40*40*120 PBT Cable
LE40XZ DC 3/4 Wires DC10-30V f/nf 15mm,20mm 40*40*120 PBT M12 Connector
LES8OXZ DC 3/4 Wires DC10-30V f/nf 40mm,50mm 80*80*40 PBT Cable
LESOXZ DC 3/4 Wires DC10-60V f/nf 40mm,50mm 80*80*40 PBT M12 Connector

www.lanbaosensor.com



Inductive sensors

Frequency enhanced
main parameters

Supply Sensing ege .. Housing )
Specificat
mm Voltage Distance | P°<" @] Material | COMMection

LR12X
LR12X
LR18X
LR18X

High pressure resistant

DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires

main parameters

DC10-30V
DC10-30V
DC10-30V
DC10-30V

Supply
Voltage

f/nf
f/nf
f/nf
f/nf

2mm,4mm
2mm,4mm
5mm,8mm

5mm,8mm

M12*1*53
M12*1*56
M18*1*53
M18*1*56

Nickel-copper Alloy

Cable

Nickel-copperAlloy M12 Connector

Nickel-copper Alloy

Cable

Nickel-copperAlloy M12 Connector

Sensing i o Housing .
Specifications
m Distance Material | COmnection

LR12X
LR12X
LR18X
LR18X
LR16X
LR16X
LR14X
LR14X

DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires

DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V

Full metal housing

main parameters

— —h —h —h —h —h  —h

1.5mm

1.5mm
2mm
2mm
2mm
2mm
2mm

2mm

M12*1*40
M12*1*40
M18*1*46
M18*1*46
M16*1*44
M16*1*44
9/16-18UNF*8
9/16-18UNF*8

Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel

Stainless steel

Cable

M12 Connector
Cable

M12 Connector
Cable

M12 Connector
Cable

M12 Connector

Supply Sensing Housing
Specificati
mm Voltage Distance | P ?OM|  Material | COMPection

LR12X
LR12X
LR18X
LR18X
LR30X
LR30X

DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires

DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V

- —h —h —h  —h —h

2mm

5mm

5mm
10mm

10mm

M12*1*53
M12*1*53
M18*1*53
M18*1*53
M30*1.5*53
M30*1.5*53

Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel

Stainless steel

Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
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Inductive sensors

Self-diagnosed

main parameters

Supply Sensing Housing
Specificati
mm Voltage Distance | PO Material | COMMection

LR12X DC 3 Wires DC20-30V 3.7mm M12*1*57 Stainless steel Cable
LR12X DC 3 Wires DC20-30V nf 3.7mm M12*1*40 Stainless steel M12 Connector
LR12X DC 3 Wires DC20-30V nf 3.7mm M12*1*60 Stainless steel M12 Connector

Welding-immune
main parameters

Supply Sensing e Housing )
S ficat
mm Voltage Distance pectiications]  waterial Eeageetion

LR12X DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*43 Brass Cable
LR12X DC 3 Wires DC10-30V f/nf 2mm,4mm M12*1*46 Brass M12 Connector
LR18X DC 3 Wires DC10-30V f/nf 5mm,8mm M18*1*43 Brass Cable
LR18X DC 3 Wires DC10-30V f/nf 5mm,8mm M18*1*46 Brass M12 Connector
LR30X DC 3 Wires DC10-30V f/nf 10mm,15mm M30*1.5*%43 Brass Cable
LR30X DC 3 Wires DC10-30V f/nf 10mm,15mm M30*1.5*46 Brass M12 Connector
LE40SZ DC 3 Wires DC10-30V f/nf 15mm,20mm 40*40*66 PBT M12 Connector
LE40XZ DC 3 Wires DC10-30V f/nf 15mm,20mm 40*40*120 PBT Terminal connect

With integrated rotation speed monitor

main parameters

Supply Sensing ege . Housing .
Specificat
mm Voltage Distance |°P°<" ™| Material | COMMection

LR18X DC 3 Wires DC10-30V f/nf 5mm,8mm M18*1*53 Nickel-copper Alloy Cable
LR18X AC 2 Wires AC20-250V f/nf 5mm,8mm M18*1*53 Nickel-copper Alloy Cable
LR30X DC 3 Wires DC10-30V f/nf 10mm,15mm M30*1.5*53  Nickel-copper Alloy Cable
LR30X AC 2 Wires AC20-250V f/nf 10mm,15mm  M30*1.5*53  Nickel-copperAlloy Cable
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Inductive sensors/standard function LRO4Q/LRO5

10-30VDC 3 Wires

Mounting ® Flushed ® Flushed ® Flushed ® Flushed

Sensing distance 0.8 mm 0.8 mm 0.8 mm 0.8 mm

pd V4 rd
NPN NO LRO4QAFO8DNO LRO4QAFO8DNO-E1 LROSAFO8DNO LROSAFO8DNO-E1
Output NPN NC LRO4QAFO8DNC LRO4QAFO8DNC-E1 LROSAFO8DNC LROSAFO8DNC-E1
PNP NO LRO4QAF08DPO LRO4QAF08DPO-E1 LROSAFO8DPO LROSAFO8DPO-E1
Output PNP NC LRO4QAF08DPC LRO4QAF08DPC-E1 LROSAFO8DPC LROSAFO8DPC-E1
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2500Hz 2500Hz 2500Hz 2500Hz
Output indicator Red LED Red LED Red LED Red LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35...95% 35..95% 35...95%
Protection degree IP67 IP67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PUR Cable M8 Connector 2m PUR Cable M8 Connector
Certification CE ® CeE ® ceE ® CE ®
30 2530 LED
* Cable material and length /!ZLA. A —
can be customized -3 —
54 ) Ms0s/ | \AEB 35 thick
30 LED
g ——-

M8x1
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Inductive sensors/standard function

10-30VDC 3 Wires

LR6 5Q LR6 5Q

Mounting

Sensing distance

® Flushed

1.5 mm

D Non-flushed

2mm

@ Flushed

1.5 mm

M Non-flushed

2mm

Y A e

NPN NO LR6.5QBF15DNO LR6.5QBN02DNO LR6.5QBF15DNO-E1 LR6.5QBN02DNO-E1
Output NPN NC LR6.5QBF15DNC LR6.5QBNO2DNC LR6.5QBF15DNC-E1 LR6.5QBNO2DNC-E1
PNP NO LR6.5QBF15DPO LR6.5QBN02DPO LR6.5QBF15DPO-E1 LR6.5QBN02DPO-E1
Output PNP NC LR6.5QBF15DPC LR6.5QBN02DPC LR6.5QBF15DPC-E1 LR6.5QBNO02DPC-E1
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <+£10% Sr <£10% Sr <£10% Sr
Load current <150mA <150mA <150mA <150mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2000Hz 1500Hz 2000Hz 1500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification CE ® CeE ® CE ® CeE ®
49
40 LED 40 LED
* Cable material and length /-@h5 A
can be customized {$|— r
Qﬁ/ M8x1

49

40

!
26.5 “M]JJL
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Inductive sensors/standard function

10-30VDC 3/4 Wires

LROS

LRO8

Mounting @ Flushed @ Non-flushed @® Flushed @ Non-flushed
Sensing distance 1.5 mm 2mm 1.5 mm 2mm
¢ .
g y
M
NPN NO LRO8BF15DNO LRO8BN02DNO LRO8BF15DNO-E1 LRO8BNO2DNO-E1
Output NPN NC LRO8BF15DNC LRO8BNO2DNC LRO8BF15DNC-E1 LRO8BNO2DNC-E1
PNP NO LRO8BF15DPO LRO8BN02DPO LRO8BF15DPO-E1 LRO8BNO2DPO-E1
Output PNP NC LRO8BF15DPC LRO8BNO2DPC LRO8BF15DPC-E1 LRO8BNO2DPC-E1

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <150mA <150mA <150mA <150mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2000Hz 1500Hz 2000Hz 1500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification CE ® CeE ® ceE ® CE ®
40 LED 49

'

M M M M |

* Cable material and length {HNHE.
can be customized 1 1
M8x1 / /
Mﬂﬂ/ = N AF12 4 thick APz ik /) MExt
40 LeD 49
=

3 — 3 —

Vg

J
MM/ = SN AF12 4 thick A;E"%‘ﬁ/tmck - Max1
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Inductive sensors/standard function

10-30VDC 3/4 Wires

s I

Mounting ® Flushed @ Non-flushed

Sensing distance 1.5 mm 2mm

«\f\ “‘i\

NPN NO LRO8BF15DNO-E2 LRO8BNO2DNO-E2
Output NPN NC LRO8BF15DNC-E2 LRO8BNO2DNC-E2
PNP NO LRO8BF15DPO-E2 LRO8BNO2DPO-E2
Output PNP NC LRO8BF15DPC-E2 LRO8BNO2DPC-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr
Load current <150mA <150mA
Voltage drop <25V <2.5V
Consumption current <10mA <10mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 2000Hz 1500Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material Stainless steel Stainless steel
Connection M12 Connector M12 Connector
Certification CE ® CeE ®
65
40
* Cable material and length I &
can be customized U
M8x1
\AF12 4 thick M12x1
65
3 40
N
\P7

= N\t
AF12 4 thick M12x1
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Inductive sensors/standard function

10-30VDC 3/4 Wires

® Flushed  Non-flushed ® Flushed M Non-flushed

2mm 4mm 2mm 4mm

Mounting

Sensing distance

NPN NO LR12BFO2DNO LR12BNO4DNO LR12BFO2DNO-E2 LR12BN04DNO-E2
Output NPN NC LR12BFO2DNC LR12BNO4DNC LR12BFO2DNC-E2 LR12BNO4DNC-E2

NPN NO+NC LR12BFO2DNR LR12BNO4DNR LR12BFO2DNR-E2 LR12BNO4DNR-E2

PNP NO LR12BF02DPO LR12BN04DPO LR12BF02DPO-E2 LR12BN04DPO-E2
Output PNP NC LR12BF02DPC LR12BN04DPC LR12BF02DPC-E2 LR12BNO4DPC-E2

PNP NO+NC LR12BFO2DPR LR12BNO4DPR LR12BFO2DPR-E2 LR12BNO4DPR-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

50 65
40 40

i o
\LED \ ‘—] L‘ \LED ‘
M12x1 \AF17 4thick M12x1 \AF17 4thick M12x1

50 65
4 40 4 40

M M M

* Cable material and length
can be customized

e =0

— \LED
M12x1 \AF17 4thick

\ Y \LED
M12x1 \AF17 4thick M12x1
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Inductive sensors/standard function

10-60VDC 3 Wires

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 2mm 4mm 2mm 4mm

a0
& &

NPN NO LR12BFO2ENO LR12BNO4ENO LR12BFO2ENO-E2 LR12BNO4ENO-E2
Output NPN NC LR12BFO2ENC LR12BNO4ENC LR12BFO2ENC-E2 LR12BNO4ENC-E2

PNP NO LR12BF02EPO LR12BNO4EPO LR12BFO2EPO-E2 LR12BNO4EPO-E2
Output PNP NC LR12BF02EPC LR12BNO4EPC LR12BF02EPC-E2 LR12BNO4EPC-E2
Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®

50 65
40 40

* Cable material and length ] T 71 —J 7 1 B ?_} -
can be customized \LED \LED
M12x1 \AF17 4thick \M12x1 \AF17 4thick ;M12x1

50 65
4 40 4 40

M N M M

e =0

Y \@ \ Y Y \LED
M12x1 \AF17 4thick M12x1 \AF17 4thick M12x1
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Inductive sensors/standard function

10-30VDC 3/4 Wires

LRz LRz

® Flushed  Non-flushed ® Flushed M Non-flushed

Mounting

Sensing distance

5mm

Eo)

&

&

8mm

5mm

8mm

L
&

NPN NO LR18BFOSDNO LR18BNOSDNO LR18BFO5DNO-E2 LR18BNO8DNO-E2
Output NPN NC LR18BFO5DNC LR18BNOS8DNC LR18BFOSDNC-E2 LR18BNOS8DNC-E2
NPN NO+NC LR18BFOSDNR LR18BNOSDNR LR18BFOSDNR-E2 LR18BNOS8DNR-E2
PNP NO LR18BFO5DPO LR18BNOS8DPO LR18BFO5DPO-E2 LR18BNO8SDPO-E2
Output PNP NC LR18BFO5DPC LR18BNOSDPC LR18BFO5DPC-E2 LR18BNO8DPC-E2
PNP NO+NC LR18BFO5DPR LR18BNOSDPR LR18BFO5DPR-E2 LR18BNOSDPR-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
50 ) 65
M12x1
* Cable material'and length H_ M= = B
oo ctomied \ar24 4thi\<;(ﬂ \ar24 4thickLED
8 4050 8 40 -
— = — M12x1
T I mEmiiinn —[H
Migx \aF24 4thi\;(ﬂ Migxt \aF2e 4thickLED

www.lanbaosensor.com



Inductive sensors/standard function

-60VDC 3 Wires

LRis LRz

Mounting

Sensing distance

® Flushed

5mm

&

&

D Non-flushed

8mm

P

@ Flushed

5mm

M Non-flushed

8mm

NPN NO LR18BFO5ENO LR18BNOS8ENO LR18BFO5ENO-E2 LR18BNOSENO-E2
Output NPN NC LR18BFO5ENC LR18BNOSENC LR18BFOSENC-E2 LR18BNOSENC-E2
PNP NO LR18BFO5EPO LR18BNOSEPO LR18BFO5EPO-E2 LR18BNOSEPO-E2
Output PNP NC LR18BFOSEPC LR18BNOSEPC LR18BFO5EPC-E2 LR18BNOSEPC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
50 ) 65 )
M12x1
* Cable material'and length i H_ NI = = 1
e comemees \ar24 4thi\c|;(ﬂ \ar24 athick =
8 050 8 40 -
— — M12x1
- B | G N 1 ) -
Mg \aF24 4thi\chﬂ Migxt \AF24 4thickLED
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Inductive sensors/standard function

LR30

D Non-flushed

Mounting

Sensing distance

® Flushed

10mm

15mm

10-30VDC 3/4 Wires

@® Flushed

10mm

LR30

M Non-flushed

15mm

o

"

* Cable material and length
can be customized

12

52
II

LED

M30x1.5 \AF36 5thick

52

40

LED
M30x1.5 \AF36 5thick

NPN NO LR30BF10DNO LR30BN15DNO LR30BF10DNO-E2 LR30BN15DNO-E2
Output NPN NC LR30BF10DNC LR30BN15DNC LR30BF10DNC-E2 LR30BN15DNC-E2
NPN NO+NC LR30BF10DNR LR30BN15DNR LR30BF10DNR-E2 LR30BN15DNR-E2
PNP NO LR30BF10DPO LR30BN15DPO LR30BF10DPO-E2 LR30BN15DPO-E2
Output PNP NC LR30BF10DPC LR30BN15DPC LR30BF10DPC-E2 LR30BN15DPC-E2
PNP NO+NC LR30BF10DPR LR30BN15DPR LR30BF10DPR-E2 LR30BN15DPR-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

i M12x1

LED

M30x1.5 \AF36 5thick
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Inductive sensors/standard function

10-60VDC 3 Wires
LR30

® Flushed  Non-flushed ® Flushed M Non-flushed

Sensing distance 10 mm 15mm 10 mm 15mm

=g

Mounting

NPN NO LR30BF10ENO LR30BN15ENO LR30BF10ENO-E2 LR30BN15ENO-E2
Output NPN NC LR30BF10ENC LR30BN15ENC LR30BF10ENC-E2 LR30BN15ENC-E2

PNP NO LR30BF10EPO LR30BN15EPO LR30BF10EPO-E2 LR30BN15EPO-E2
Output PNP NC LR30BF10EPC LR30BN15EPC LR30BF10EPC-E2 LR30BN15EPC-E2
Technical Parameter
Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67

Housing material
Connection

Certification

* Cable material and length
can be customized

Nickel-copper Alloy

2m PVC Cable

€ ®

Nickel-copper Alloy

2m PVC Cable

€ ®

LED

M30x1.5 \AF36 5thick

Nickel-copper Alloy

M12 Connector

€ ®

Nickel-copper Alloy
M12 Connector

€ ®

i M12x1

LED

IM30x1.5 \AF36 5thick
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Inductive sensors/standard function

10-30VDC 2 Wires

LR6 5Q LR6 5Q

Mounting @ Flushed @ Non-flushed @® Flushed @ Non-flushed
Sensing distance 1.5 mm 2mm 1.5 mm 2mm
ad
DC 2 Wires NO LR6.5QBF15DLO LR6.5QBN02DLO LR6.5QBF15DLO-E1 LR6.5QBN02DLO-E1
Output DC 2 Wires NC LR6.5QBF15DLC LR6.5QBN02DLC LR6.5QBF15DLC-E1 LR6.5QBNO2DLC-E1

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <8V <8V <8V <8V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C

Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 IP67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification CE ® CeE ® ceE ® CE ®
49
40 LED 40 LED
* Cable material and length /'Z&5 v
can be customized ‘|$|‘ B
a6/ uext/
3 & /@ 3 40 .

raﬂ M8x1
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Inductive sensors/standard function

LROS LROS

D Non-flushed

2mm

Mounting

Sensing distance

® Flushed

1.5 mm

@ Flushed M Non-flushed

1.5 mm 2mm

DC 2 Wires NO LRO8BF15DLO LRO8BN02DLO LRO8BF15DLO-E1 LRO8BN02DLO-E1
Output DC 2 Wires NC LRO8BF15DLC LRO8BNO2DLC LRO8BF15DLC-E1 LRO8BNO2DLC-E1
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <8V <8V <8V <8V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification CE ® CeE ® CE ® CeE ®
LED 49
= = | /"ED
T i
'\M ol AF12 4 thick A%/thick / - ; M
= g
—l
Mﬁx]/ = AF12 4 thick AF12 4 thick - = M
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Inductive sensors/standard function

10-30VDC 2 Wires

IS I

Mounting ® Flushed @ Non-flushed

Sensing distance 1.5 mm 2mm

;O «®

DC 2 Wires NO LRO8BF15DLO-E2 LRO8BNO2DLO-E2
Output DC 2 Wires NC LRO8BF15DLC-E2 LRO8BNO2DLC-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr
Load current <100mA <100mA
Voltage drop <8V <8V
Leakage current <1lmA <1lmA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 1000Hz 800Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes

Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree Ip67 P67
Housing material Stainless steel Stainless steel
Connection M12 Connector M12 Connector
Certification CE ® CeE ®
40 - /.ED
| &
[ ¢
~ \_M8x1
F12 4 thick M12x1
65
40
N
-

X~ N\t
F12 4 thick M12x1
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Inductive sensors/standard function

LRi12 LR12

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 2 mm 4mm 2 mm 4mm

@,ﬁ( @\@«' W?‘@

DC 2 Wires NO LR12BF02DLO LR12BN04DLO LR12BFO2DLO-E2 LR12BN04DLO-E2
Output DC 2 Wires NC LR12BF02DLC LR12BNO4DLC LR12BF02DLC-E2 LR12BNO4DLC-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 800Hz 500Hz 800Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
50 65
40 40

* Cable material and length ] T 71 —J 7 1 B ?_} -
can be customized \LED \LED
M12x1 \AF17 4thick \M12x1 \AF17 4thick ;M12x1

50 65
4 40 4 40

M N M M

e =0

Y \@ \ Y Y \LED
M12x1 \AF17 4thick M12x1 \AF17 4thick M12x1
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Inductive sensors/standard function

LR12 LR12

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed
Sensing distance 2 mm 4mm 2 mm 4mm
4 V4 40 Y
i i
~ - o >

DC 2 Wires NO
Output DC 2 Wires NC

&

LR12BF02ELO
LR12BFO2ELC

o

LR12BNO4ELO
LR12BNO4ELC

LR12BNO4ELO-E2
LR12BNO4ELC-E2

LR12BFO2ELO-E2
LR12BFO2ELC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 800Hz 500Hz 800Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes

Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

* Cable material and length
can be customized

_J_

50

\LED
M12x1 \AF17 4thick

4 40

M M

LIEE:

— \LED
M12x1 \AF17 4thick

65

40

\L = L
M12x1 \AF17 4thick M12x1

65

4 40

M M

L
| T

\ Y \LED
M12x1 \AF17 4thick M12x1
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Inductive sensors/standard function

LRis LRz

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

Output

® Flushed

5 mm

Eo)

LR18BFO5DLO
LR18BFO5DLC

o

D Non-flushed

8mm

LR18BNOSDLO
LR18BNO8DLC

P

@ Flushed

5 mm

c 4

LR18BFO5DLO-E2
LR18BFO5DLC-E2

M Non-flushed

8mm

&

LR18BNO8DLO-E2
LR18BNO8DLC-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

10...30 VDC 10...30 VDC
<£10% Sr <£10% Sr
<100mA <100mA
<6V <6V
<1lmA <1lmA
1---20% 1---20%
<3% <3%
500Hz 300Hz
Yellow LED Yellow LED
yes yes
yes yes
-25..+70°C -25...+70°C
35..95% 35..95%
P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®
50

AF24 4thick
50
8 40
—t—tH-THHEE
Mg \aF24 4mi\chﬂ

10...30 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
500Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
IP67
Nickel-copper Alloy
M12 Connector

€ ®

10...30 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
300Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
IP67

Nickel-copper Alloy

M12 Connector

€ ®

H
\AF24 4thick

65

M12x1

LED

M12x1

M18x1

\AF24 4thick

LED
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Inductive sensors/standard function

-60VDC 2 Wires

LRz LRz

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

Output

o)

® Flushed

5 mm

o

LR18BFOSELO
LR18BFOS5ELC

D Non-flushed

8mm

LR18BNOSELO
LR18BNOSELC

@® Flushed

5 mm

»

LR18BFOSELO-E2

LR18BFOSELC-E2

M Non-flushed

8mm

&

LR18BNOSELO-E2
LR18BNOSELC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
50 ) 65
M12x1
* Cable material'and length H_ Rin= = 1 B
oo ctomied \ar24 4thi\<;(ﬂ \ar24 4thickLED
8 050 8 40 -
— = — M12x1
—t— - | G 1 1 —[H
Migx \aF24 4thi\;(ﬂ Migxt \aF2e 4thickLED
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Inductive sensors/standard function

10-30VDC 2 Wires

LR30

® Flushed  Non-flushed ® Flushed M Non-flushed

Sensing distance 10mm 15mm 10mm 15mm

=g

Mounting

DC 2 Wires NO LR30BF10DLO LR30BN15DLO LR30BF10DLO-E2 LR30BN15DLO-E2
Output DC 2 Wires NC LR30BF10DLC LR30BN15DLC LR30BF10DLC-E2 LR30BN15DLC-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 200Hz 300Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67

Housing material
Connection

Certification

* Cable material and length
can be customized

Nickel-copper Alloy

2m PVC Cable

€ ®

Nickel-copper Alloy

2m PVC Cable

€ ®

LED

M30x1.5 \AF36 5thick

Nickel-copper Alloy
M12 Connector

€ ®

Nickel-copper Alloy
M12 Connector

€ ®

i M12x1

LED

IM30x1.5 \AF36 5thick
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Inductive sensors/standard function

LR30

D Non-flushed

Mounting

Sensing distance

® Flushed

10mm

15mm

10-60VDC 2 Wires

@® Flushed

10mm

M Non-flushed

15mm

=g

DC 2 Wires NO LR30BF10ELO LR30BN15ELO LR30BF10ELO-E2 LR30BN15ELO-E2
Output DC 2 Wires NC LR30BF10ELC LR30BN15ELC LR30BF10ELC-E2 LR30BN15ELC-E2
Technical Parameter
Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 200Hz 300Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

* Cable material and length
can be customized

52
II

LED
M30x1.5 \AF36 5thick
52

12

40

LED
M30x1.5 \AF36 5thick

i M12x1

LED

M30x1.5 \AF36 5thick
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Inductive sensors/standard function

20-250VAC 2 Wires

Mounting @ Flushed @ Non-flushed ® Flushed @ Non-flushed
Sensing distance 2 mm 4mm 2 mm 4mm

AC 2 Wires NO LR12CFO02ATO LR12CNO4ATO LR12CFO2ATO-E2 LR12CNO4ATO-E2
Output AC 2 Wires NC LR12CFO2ATC LR12CNO4ATC LR12CFO2ATC-E2 LR12CNO4ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® e ® ceE ® CE ®
60 75
50 50
* Cable material and length ] _____TI n ] — _?—}_- B
can be customized

60

\ \LED
M12x1 \AF17 4thick

4 50

I | 4 ,_ﬂ__

\ \LED
M12x1 \AF17 4thick

75

\M12x1 \AF17 4thick ;M12x1

50
({1

\M12x1 \AF17 4thick

— U
\Leo

;M12x1
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Inductive sensors/standard function

VAC 2 Wires

LRz LRz

® Flushed  Non-flushed ® Flushed M Non-flushed

8mm 8mm

Mounting

Sensing distance 5mm

5mm

AC 2 Wires NO
AC 2 Wires NC

LR18CFO5ATO
LR18CFO5ATC

LR18CNO8ATO
LR1I8CNOSATC

LR18CFO5ATO-E2
LR18CFO5ATC-E2

LR18CNOSATO-E2

Output LR18CNOSATC-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25...+70°C
35..95%
IP67
Nickel-copper Alloy
2m PVC Cable

€ ®

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25...+70°C
35..95%
IP67
Nickel-copper Alloy
2m PVC Cable

€ ® @

LED
M18x1 \AF24 4thick

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C

35..95%
IP67

Nickel-copper Alloy
M12 Connector

€€ ® @

75

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
P67
Nickel-copper Alloy
M12 Connector

€€ ® @

50

M12x1

LED
\AF24 4thick

75

M12x1

)

\ U LED
M18x1 \AF24 4thick
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Inductive sensors/standard function

LR30

Mounting

Sensing distance

® Flushed

10mm

D Non-flushed

15mm

@ Flushed

10mm

VAC 2 Wires

M Non-flushed

15mm

&

AC 2 Wires NO LR30CF10ATO LR30CN15ATO LR30CF10ATO-E2 LR30CN15ATO-E2
Output AC 2 Wires NC LR30CF10ATC LR30CN15ATC LR30CF10ATC-E2 LR30CN15ATC-E2
Technical Parameter
Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <£10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® e ® ceE ® CE ®
Ir—‘sgi
* Cable material and length ] -
can be customized \@
M30x1.5 \AF36 5thick M30x1.
12 502 12
\eo LED
M30x1.5 \AF36 5thick M30x1.5 \AF36 5thick
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Inductive sensors/standard function

LR18X LR1eX

Mounting

Sensing distance

DC/AC 2 Wires NO
Output DC/AC 2 Wires NC

® Flushed D Non-flushed

5mm 8mm

LR18XCFO5SBO
LR18XCFO5SBC

LR18XCNO8SBO
LR18XCNO8SBC

@® Flushed M Non-flushed

5mm 8mm

&

&

LR18XCNO8SBO-E2
LR18XCNO8SBC-E2

LR18XCFO5SBO-E2
LR18XCFO5SBC-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 500Hz
Yellow LED Yellow LED
yes yes
-25...+70°C -25...+70°C
35...95% 35..95%
P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®
615
53
LED
Yo NAF24 4 thick
61.5
12 53
LED
-

o YNAF24 4 thick

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%

AC: 20Hz, DC: 500Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35...95% 35...95%
P67 IP67

Nickel-copper Alloy
M12 Connector

€€ ® @

Nickel-copper Alloy
M12 Connector

€€ ® @

73
56
A M12x1

misx/ |} RNarF24 4 thick \LED

73
12 56
A M12x1

M18x1/ \J \\AF24 4t hick \LED
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Inductive sensors/standard function

250VAC/DC 2 Wires

® Flushed  Non-flushed ® Flushed M Non-flushed

15mm 15mm

Mounting

Sensing distance 10mm 10mm

LR30XCN15SBO
LR30XCN15SBC

LR30XCF10SBO-E2
LR30XCF10SBC-E2

LR30XCN15SBO-E2
LR30XCN15SBC-E2

DC/AC 2 Wires NO
DC/AC 2 Wires NC

LR30XCF10SBO

Output LR30XCF10SBC

Technical Parameter

20-250VAC/DC 20-250VAC/DC
<+10% Sr <£10% Sr
AC: <300mA, DC: <100mA AC: <300mA, DC: <100mA

Supply voltage
Switch point drift

Load current

Voltage drop AC:<10V, DC:<8V AC:<10V, DC:<8V

Leakage current AC: <3mA, DC: <1mA AC: <3mA, DC: <1mA
Hysteresis 1---20% 1---20%

Repeat accuracy <3% <3%

Frequency AC: 20Hz, DC: 500Hz AC: 20Hz, DC: 500Hz

Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection

Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35...95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® e ® CE ®

* Cable material and length
can be customized

LED

AF36 5 thick

LED

M30x1.5 /

N\_AF36 5 thick

€ ® @

LED

LNAF36 5 thick M12x1
73 ,

6

5
B LED

M30x1.5 /

LN\AF36 5 thick M12x1
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Inductive sensors/ standard function LES1/LE82

10-30VDC 3/4 Wires

Mounting @ Flushed @ Flushed ® Flushed ® Flushed
Sensing distance 1.5mm 1.5mm 1.5mm 1.5mm
vl A . - e -
@ . ®- . -

NPN NO LE81VF15DNO LE81VF15DNO-E1 LE82VF15DNO LE82VF15DNO-E1
Output NPN NC LE81VF15DNC LES1VF15DNC-E1 LE82VF15DNC LE82VF15DNC-E1

PNP NO LE81VF15DPO LE81VF15DPO-E1 LE82VF15DPO LE82VF15DPO-E1
Output PNP NC LES1VF15DPC LE81VF15DPC-E1 LE82VF15DPC LE82VF15DPC-E1
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2000Hz 2000Hz 2000Hz 2000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C

Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy
Connection 2m PVC Cable M8 Connector 2m PVC Cable M8 Connector
Certification CE ® CeE ® ceE ® CE ®
40 40
10 20 )_ED 10 20
* Cable material and length - =l
can be customized °°| N2 SEGE - -}E— °°‘ T "\mo_—siL -g’
59 59
50 50
10 20 LED 10 20 LED
— —
g & ] | [~ & A
@ P 2:M3x0 5 @ PN 2:M3x0.5 |
MSX]; M8x];
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Inductive sensors/standard function LES3/LE84

10-30VDC 3/4 Wires

Mounting ® Flushed ® Flushed @ Flushed @® Flushed
Sensing distance 1.5mm 1.5mm 1.5mm 1.5mm
4 . o
. . o ® -
. ” ' 7] . A

NPN NO LE83VF15DNO LE83VF15DNO-E1 LE84VF15DNO LE84VF15DNO-E1
Output NPN NC LE83VF15DNC LE83VF15DNC-E1 LE84VF15DNC LE84VF15DNC-E1

PNP NO LE83VF15DPO LE83VF15DPO-E1 LE84VF15DPO LE84VF15DPO-E1
Output PNP NC LE83VF15DPC LE83VF15DPC-E1 LE84VF15DPC LE84VF15DPC-E1
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2000Hz 2000Hz 2000Hz 2000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Aluminum alloy Aluminum alloy Aluminum alloy Aluminum alloy
Connection 2m PVC Cable M8 Connector 2m PVC Cable M8 Connector
Certification CE ® CeE ® CE ® CeE ®
25 25
10 10 LED 55 14 LED
* Cable material and length =) = N
can be customized © PaTES 2 @ s
25 9 25 9
10 10 M8x1 55 14 M8x1
o & D ol D ey
Y w3
e “\LEp
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Inductive sensors/standard function LEO8/LEO8X

10-30VDC 3/4 Wires

LE0 LEosx

Mounting @ Non-flushed ® Non-flushed
Sensing distance 2.5mm 2.5mm
NPN NO LEO8SN25DNO LEO8XSN25DNO
Output NPN NC LEO8SN25DNC LEO8XSN25DNC
PNP NO LEO8SN25DPO LEO8XSN25DPO
Output PNP NC LEO8SN25DPC LEO8XSN25DPC

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr
Load current <100mA <100mA
Voltage drop <2.5V <2.5V
Consumption current <10mA <10mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 1000Hz 1000Hz
Output indicator Red LED Red LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree IP67 IP67
Housing material RE PC
Connection M12 PVC Cable 2m PVC Cable
Certification CE€ @ Ce€ @

7.5

can be customized {I:ED " p20
e

== o=
g N '33‘ Ca7s 2|

23

J T [ — H=
* Cable material and length N u‘:‘ nl Dj

@3.1 26

N
L/
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Inductive sensors/standard function

LEO9/LE11

10-30VDC 3/4 Wires

LE0S LE11

Mounting @ Non-flushed @ Non-flushed
Sensing distance 2.5 mm 3 mm

NPN NO LEO9SN25DNO LE11SNO3DNO
Output NPN NC LEO9SN25DNC LE11SNO3DNC

PNP NO LEO9SN25DPO LE11SNO3DPO
Output PNP NC LEO9SN25DPC LE11SNO3DPC
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr
Load current <100mA <100mA
Voltage drop <2.5V <2.5V
Consumption current <10mA <10mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 1000Hz 1000Hz
Output indicator Red LED Red LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection
Ambient temperature -25...+70°C -25..+70°C
Ambient moisture 35..95% 35...95%
Protection degree IP67 P67
Housing material PC PC
Connection 2m PVC Cable 2m PVC Cable
Certification CeE ® CeE ®

LED
* Cable material and length —N 2' " - "—D
can be customized ’ 3. LE—D/L_, "'Ij
27
1&523 B m 215 __lr
| iz =7
e = RN Z m%g,_%:g
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Inductive sensors/standard function LE10/LE16

10-30VDC 3/4 Wires
LE10 LE16

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed
Sensing distance 5mm 8mm 2mm 4mm
NPN NO LE10SFOSDNO LE10OSNOS8DNO LE16SFO2DNO LE16SNO4DNO
Output NPN NC LE10SFOSDNC LEIOSNO8DNC LE16SFO2DNC LEI6SNO4DNC
PNP NO LE10SFO5DPO LEI0SNO8DPO LE16SFO2DPO LE1I6SNO4DPO
Output PNP NC LE10SFO5DPC LEIOSNO8DPC LE16SFO2DPC LE16SN04DPC

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® ceE ® CE ®

28
22

10
O

* Cable material and length «
can be customized 30 o|o| d D_
4 ~| - - -
A
N
© i 4 2-83.3
w S M
- \\i/ —— LED
™ R —— _
= | O—B
LED )s 5x3.4
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Inductive sensors/standard function

LE36/LES0
10-30VDC 3/4 Wires

LE36 LESD

Mounting @ Flushed  Non-flushed ® Flushed  Non-flushed
Sensing distance 5mm 8mm 5mm 8mm
NPN NO LE36SFOSDNO LE36SNO8DNO LES0SFO5DNO LES0SNO8DNO
Output NPN NC LE36SFOSDNC LE36SNO8DNC LE50SFO5SDNC LE50SNO8DNC
PNP NO LE36SFO5SDPO LE36SNO8DPO LES0SFO5DPO LE50SNO8DPO
Output PNP NC LE36SFO5DPC LE36SNO8DPC LES0SFO5DPC LE50SNO8DPC
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 700Hz 500Hz 700Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® CE ® CeE ®
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Inductive sensors/standard function

LE1//LE1S8
10-30VDC 3/4 Wires

Item Code LE17 LE18
Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed
Sensing distance S5mm 8mm Smm 8mm

o ¢ 9 @

3.5

3.2

NPN NO LE17SFOSDNO LE17SNO8DNO LE18SFOSDNO LE18SNOS8DNO
Output NPN NC LE17SFOSDNC LE17SNO8DNC LE18SFO5DNC LE18SNOSDNC
PNP NO LE17SFOSDPO LE17SNO8DPO LE18SFOSDPO LE18SNO8DPO
Output PNP NC LE17SFO5DPC LE17SNO8DPC LE18SFO5DPC LE18SNO8DPC
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <£10% Sr <£10% Sr <£10% Sr <+£10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 700Hz 500Hz 700Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® ceE ® CE ®
. | = e a <
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Inductive sensors/standard function

LE20/LE25
10-30VDC 3/4 Wires

LE20 LE25

® Flushed  Non-flushed ® Flushed M Non-flushed

Mounting

Sensing distance

5mm

8mm

7mm

v oW

10mm

NPN NO LE20SFOSDNO LE20SNO8DNO LE25SFO7DNO LE25SN10DNO
Output NPN NC LE20SFO5SDNC LE20SNO8DNC LE25SFO7DNC LE25SN10DNC

PNP NO LE20SFO5DPO LE20SNO8DPO LE25SFO7DPO LE25SN10DPO
Output PNP NC LE20SFO5DPC LE20SNO8DPC LE25SFO7DPC LE25SN10DPC
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 700Hz 500Hz 700Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® CeE ®

* Cable material and length

can be customized
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Inductive sensors/standard function

LE30/LE40
10-30VDC 3/4 Wires

LE30 LE40

 Non-flushed ® Flushed M Non-flushed

Mounting ® Flushed

Sensing distance

10mm

15mm

15mm

A A

20mm

NPN NO LE30SF10DNO LE30OSN15DNO LE40SF15DNO LE40SN20DNO
Output NPN NC LE30SF10DNC LE30SN15DNC LE40SF15DNC LE40SN20DNC

NPN NO+NC LE30SF10DNR LE30SN15DNR LE40SF15DNR LE40SN20DNR

PNP NO LE30SF10DPO LE30SN15DPO LE40SF15DPO LE40SN20DPO
Output PNP NC LE30SF10DPC LE30SN15DPC LE40SF15DPC LE40SN20DPC

PNP NO+NC LE30SF10DPR LE30SN15DPR LE40SF15DPR LE4A0SN20DPR
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 400Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® ceE ® CE ®

* Cable material and length maﬁ_ _52[ ’ 35_ 9
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Inductive sensors/standard function

10-30VDC 3/4 Wires

LEsS LE6s

® Flushed  Non-flushed ® Flushed M Non-flushed

Mounting

Sensing distance

15mm

25mm

15mm

25mm

OO

NPN NO LE68SF15DNO LE68SN25DNO LE68SF15DNO-E2 LE68SN25DNO-E2
Output NPN NC LE68SF15DNC LE68SN25DNC LE68SF15DNC-E2 LE68SN25DNC-E2
NPN NO+NC LE68SF15DNR LE68SN25DNR LE68SF15DNR-E2 LE68SN25DNR-E2
PNP NO LE68SF15DPO LE68SN25DPO LE68SF15DPO-E2 LE68SN25DPO-E2
Output PNP NC LE68SF15DPC LE68SN25DPC LE68SF15DPC-E2 LE68SN25DPC-E2
PNP NO+NC LE68SF15DPR LE68SN25DPR LE68SF15DPR-E2 LE68SN25DPR-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
L] L]
= o 8 _H_ T 8
* Cable material and length 2.LED 2.95.5 2.1ED 2955 M12x1
can be customized — \. — \ . s
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Inductive sensors/standard function

LE1//LE18

Item Code

Mounting

Sensing distance

LE17

® Flushed

5mm

o ¢ 9 @

D Non-flushed

8mm

10-30VDC 2 Wires

LE18
@® Flushed M Non-flushed

5mm 8mm

DC 2 Wires NO LE17SFO5DLO LE17SNO8DLO LE18SFO5SDLO LE18SNO8DLO
Output DC 2 Wires NC LE17SFO5DLC LE17SNO8DLC LE18SFO5DLC LE18SNO8DLC
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <8V <8V <8V <8V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® ceE ® CE ®
. ] o ® i <
" e e ndenat Fg S
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Inductive sensors/standard function

LE20/LE25
10-30VDC 2 Wires

LE20 LE25

Mounting

Sensing distance

® Flushed

5mm

D Non-flushed

8mm

@ Flushed

7mm

M Non-flushed

10mm

¢ 99

DC 2 Wires NO LE20SFO5DLO LE20SNO8DLO LE25SFO7DLO LE25SN10DLO
Output DC 2 Wires NC LE20SFO5DLC LE20SNO8DLC LE25SFO7DLC LE25SN10DLC
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <8V <8V <8V <8V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® CeE ®

* Cable material and length
can be customized
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Inductive sensors/standard function LE30/LE40

10-30VDC 2 Wires

LE30 LE40

Mounting @ Flushed @ Non-flushed @® Flushed @ Non-flushed
Sensing distance 10mm 15mm 15mm 20mm

DC 2 Wires NO LE30SF10DLO LE30SN15DLO LE40SF15DLO LE40SN20DLO
Output DC 2 Wires NC LE30SF10DLC LE30SN15DLC LE40SF15DLC LE40SN20DLC

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CeE ® ceE ® CE ®
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Inductive sensors/standard function

10-30 2 Wires

LEsS LE6s

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed
Sensing distance 15mm 25mm 15mm 25mm
DC 2 Wires NO LE68SF15DLO LE68SN25DLO LE68SF15DLO-E2 LE68SN25DLO-E2
Output DC 2 Wires NC LE68SF15DLC LE68SN25DLC LE68SF15DLC-E2 LE68SN25DLC-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
L] L]
= o 8 _H_ ¥
* Cable material and length 2.LED 2.95.5 2.1ED 2955 M12x1
can be customized — \. — \ . s
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Inductive sensors/standard function

LE17/LE18
90-250VAC 2 Wires

LE17

Item Code

LE18

Mounting

Sensing distance

AC 2 Wires NO LE17SFO5BTO LE17SNO8BTO LE18SFO5BTO LE18SNO8BTO
Output AC 2 Wires NC LE17SFO5BTC LE17SNO8BTC LE18SFO5BTC LE18SNO8BTC
Technical Parameter
Supply voltage 90...250 VAC 90...250 VAC 90...250 VAC 90...250 VAC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® ce ® ce ® CE @
. ] o ® i <
" e e ndenat Fg S
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_ B*i A o o - T ol
lHHﬂ][ B {% == =)
15 | 3.5 15 3.2

® Flushed

5mm

o ¢ 9 @

D Non-flushed
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Inductive sensors/standard function

LE
-25

20/LE25

VAC 2 Wires

LE20 LE25

Mounting

Sensing distance

® Flushed

5mm

D Non-flushed

8mm

@ Flushed

7mm

M Non-flushed

10mm

¢ 99

AC 2 Wires NO LE20SFO5BTO LE20SNO8BTO LE25SFO7BTO LE25SN10BTO
Output AC 2 Wires NC LE20SFO5BTC LE20SNO8BTC LE25SFO7BTC LE25SN10BTC
Technical Parameter
Supply voltage 90...250 VAC 90...250 VAC 90...250 VAC 90...250 VAC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CE ® CE @

* Cable material and length
can be customized
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Inductive sensors/standard function

LE30/LE40

LE30 LE40

Mounting

Sensing distance

® Flushed

10mm

A A

D Non-flushed

15mm

20-250VAC 2 Wires

@® Flushed

15mm

M Non-flushed

20mm

AC 2 Wires NO LE30SF10ATO LE30SN15ATO LE40SF15ATO LE40SN20ATO
Output AC 2 Wires NC LE30SF10ATC LE30SN15ATC LE40SF15ATC LE4A0SN20ATC
Technical Parameter
Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® ce ® ce ® CE @

* Cable material and length maﬁ_ _52[ ’ 35_ 9
can be customized U
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Inductive sensors/standard function

20-250VAC 2 Wires

LEsS LE6s

Mounting

Sensing distance

® Flushed

15mm

D Non-flushed

25mm

@ Flushed

15mm

M Non-flushed

25mm

OO

AC 2 Wires NO LE68SF15ATO LE68SN25ATO LE68SF15ATO-E2 LE68SN25ATO-E2
Output AC 2 Wires NC LE68SF15ATC LE68SN25ATC LE68SF15ATC-E2 LE68SN25ATC-E2
Technical Parameter
Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1ov <1ov <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® CE ® ce ® CE @
I_EIB_ o I_H‘ °
_ el ] - - Q
* Cable material and length 2ED 2055 2ED 2955 M12x1
can be customized — \. — \ . s
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Inductive sensors/standard function

LE40SZ
C 3/4 Wires

LEd0SZ LE405Z

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flushed

15mm

D Non-flushed

20mm

@® Flushed

15mm

M Non-flushed

20mm

LE40SZSF15DNO-E2
LE40SZSF15DNC-E2
LE40SZSF15DNR-E2

LE40SZSF15DPO-E2
LE40SZSF15DPC-E2
LE40SZSF15DPR-E2

LE40SZSN20DNO-E2
LE40SZSN20DNC-E2
LE40SZSN20DNR-E2

LE40SZSN20DPO-E2
LE40SZSN20DPC-E2
LE40SZSN20DPR-E2

LE40SZSF15ENO-E2
LE40SZSF15ENC-E2
LE40SZSF15ENR-E2

LE40SZSF15EPO-E2
LE40SZSF15EPC-E2
LE40SZSF15EPR-E2

LE40SZSN20ENO-E2
LE40SZSN20ENC-E2
LE40SZSN20ENR-E2

LE40SZSN20EPO-E2
LE40SZSN20EPC-E2
LE40SZSN20EPR-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
500Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

LED,

40
66

6 2955

[

40

M12x1

20

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
500Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

LED,

20
40

7
il

40
66

L

40

— 18] . \2.25.5
20

M12x1
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Inductive sensors/standard function

LE40XZ

10-30VDC 3/4 Wires

LEAOXZ LE40Kz

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Technical Parameter

® Flushed

15mm

LE40XZSF15DNO-D
LE40XZSF15DNC-D
LE40XZSF15DNR-D

LE40XZSF15DPO-D
LE40XZSF15DPC-D
LE40XZSF15DPR-D

D Non-flushed

20mm

LE40XZSN20DNO-D
LE40XZSN20DNC-D
LE40XZSN20DNR-D

LE40XZSN20DPO-D
LE40XZSN20DPC-D
LE40XZSN20DPR-D

@ Flushed

15mm

M Non-flushed

20mm

7.

LE40XZSF15DNO-E2
LE40XZSF15DNC-E2
LE40XZSF15DNR-E2

LE40XZSF15DPO-E2
LE40XZSF15DPC-E2
LE40XZSF15DPR-E2

LE40XZSN20DNO-E2
LE40XZSN20DNC-E2
LE40XZSN20DNR-E2

LE40XZSN20DPO-E2
LE40XZSN20DPC-E2
LE40XZSN20DPR-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
500Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

o

\

e

2-7.5x5.3

T LED,

40

L= I

40

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<10mA <10mA
1---20% 1---20%
<3% <3%
500Hz 300Hz
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-25...470°C -25...+70°C
35...95% 35..95%
IP67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®

[ m-u'L/IU 1%
2-7.5x5.3 2-95.3 21
— / M12x1
2| s, — -8 j
7
40 60 15
129
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Inductive sensors/standard function

LE40XZ

LEAOXZ LE40Kz

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Technical Parameter

® Flushed

15mm

LE40XZSF15ENO-D
LE40XZSF15ENC-D
LE40XZSF15ENR-D

LE40XZSF15EPO-D
LE40XZSF15EPC-D
LE40XZSF15EPR-D

D Non-flushed

20mm

LE40XZSN20ENO-D
LE40XZSN20ENC-D
LE40XZSN20ENR-D

LE40XZSN20EPO-D
LE40XZSN20EPC-D
LE40XZSN20EPR-D

60VDC 3/4 Wires

@® Flushed

15mm

LE40XZSF15ENO-E2
LE40XZSF15ENC-E2
LE40XZSF15ENR-E2

LE40XZSF15EPO-E2
LE40XZSF15EPC-E2
LE40XZSF15EPR-E2

M Non-flushed

20mm

vV

LE40XZSN20ENO-E2
LE40XZSN20ENC-E2
LE40XZSN20ENR-E2

LE40XZSN20EPO-E2
LE40XZSN20EPC-E2
LE40XZSN20EPR-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
500Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

o

\

e

2-7.5x5.3

T LED,

40

- [J#

1

N

40

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<10mA <10mA
1---20% 1---20%
<3% <3%
500Hz 300Hz
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-25...470°C -25...+70°C
35...95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®

= T

40

—

2-7.5x5.3

/21
'_ﬁ% M12x1

ol 14
T 1Y
—

N
=

15
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Inductive sensors/standard function

LESOXZ

10-30VDC 3/4 Wires

LEB0XZ LEROXZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Technical Parameter

® Flushed

40mm

LE8OXZSF40DNO-D
LE8OXZSF40DNC-D
LE8OXZSF40DNR-D

LE8OXZSF40DPO-D
LE8OXZSF40DPC-D
LE8OXZSF40DPR-D

D Non-flushed

50mm

LES8OXZSN50DNO-D
LESOXZSN50DNC-D
LES8OXZSN50DNR-D

LE8OXZSN50DPO-D
LES8OXZSN50DPC-D
LESOXZSN50DPR-D

@ Flushed

40mm

M Non-flushed

50mm

4

LES8OXZSF40DNO-E2
LE8OXZSF40DNC-E2
LE8OXZSF4A0DNR-E2

LE8OXZSF40DPO-E2
LE8OXZSF40DPC-E2
LES8OXZSF40DPR-E2

LES8OXZSN50DNO-E2
LES8OXZSN50DNC-E2
LE8OXZSN50DNR-E2

LE8OXZSN50DPO-E2
LES8OXZSN50DPC-E2
LE8OXZSN50DPR-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

<

il

40

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

104

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

80

65

M12x1 ; m

40
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Inductive sensors/standard function

LESOXZ

LEB0Z LEROXZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Technical Parameter

® Flushed

40mm

LES8OXZSF40ENO-D
LES8OXZSF40ENC-D
LE8OXZSF40ENR-D

LE8OXZSF40EPO-D
LES8OXZSF40EPC-D
LES8OXZSF40EPR-D

D Non-flushed

50mm

LESOXZSN50ENO-D
LES8OXZSN50ENC-D
LE8OXZSN50ENR-D

LE8OXZSN50EPO-D
LES8OXZSN50EPC-D
LES8OXZSN50EPR-D

60VDC 3/4 Wires

@® Flushed

40mm

OOV

LES8OXZSF40ENO-E2
LESOXZSF40ENC-E2
LE8OXZSF40ENR-E2

LE8OXZSF40EPO-E2
LE8OXZSF40EPC-E2
LESOXZSF40EPR-E2

M Non-flushed

50mm

LES8OXZSN50ENO-E2
LESOXZSNS50ENC-E2
LE8OXZSNS50ENR-E2

LE8OXZSNS50EPO-E2
LE8OXZSNS50EPC-E2
LE8OXZSNS50EPR-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

<

+

40

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

40
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Inductive sensors/standard function

LE40SZ

LEd05z LE405Z

Mounting @ Flushed @ Non-flushed ® Flushed @ Non-flushed
Sensing distance 15mm 20mm 15mm 20mm

DC 2 Wires NO LE40SZSF15DLO-E2 LE40SZSN20DLO-E2 LE40SZSF15ELO-E2 LE40SZSN20ELO-E2
Output DC 2 Wires NC LE40SZSF15DLC-E2 LE40SZSN20DLC-E2 LE40SZSF15ELC-E2 LE40SZSN20ELC-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection M12 Connector M12 Connector M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
LED, bE LED, bE
0 :0 6 2-955 0 :;I_.OI%._ 2-955
66 66
[ M12x1 ] M12x1

www.lanbaosensor.com



Inductive sensors/standard function

LE40XZ

2 Wires

10-30V

LEAOXZ LE40Kz

® Flushed  Non-flushed ® Flushed M Non-flushed

15mm 20mm 15mm 20mm

A

LE40XZSF15DLO-D
LE40XZSF15DLC-D

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

LE40XZSN20DLO-D
LE40XZSN20DLC-D

LE40XZSF15DLO-E2
LE40XZSF15DLC-E2

LE40XZSN20DLO-E2

Output LE40XZSN20DLC-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

] Wl/b ul ] WH’/U 1%

27.5x5.3 2.953 27.5x5.3 2953 21
5 T8 — ﬁ% / Mi12x1
?| k= S| frea/ - #te
7 =

40

15

www.lanbaosensor.com



Inductive sensors/standard function

LE40XZ
10-60VDC 2 Wires

LEAOXZ LE40Kz

® Flushed  Non-flushed ® Flushed M Non-flushed

15mm 20mm 15mm 20mm

A

LE40XZSF15ELO-D
LE40XZSF15ELC-D

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

LE40XZSN20ELO-D
LE40XZSN20ELC-D

LE40XZSF15ELO-E2
LE40XZSF15ELC-E2

LE40XZSN20ELO-E2

Output LE40XZSN20ELC-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®

] WL/IU n ] WL/b 1%

27.5x5.3 2.953 2-7.5x5.3 2953 21
125) %) — / M12x1
ol 1 _ - n - o H— — —_——_ &
N LED, i :J = LED i :
7 7
40 60 40 60 15
140 129
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Inductive sensors/standard function

LESOXZ
10-30VDC 2 Wires

LEB0Z LEROXZ

® Flushed  Non-flushed ® Flushed M Non-flushed

Sensing distance 40mm 50mm 40mm 50mm

Mounting

LESOXZSN50DLO-D
LE8OXZSN50DLC-D

LES8OXZSF40DLO-E2
LE8OXZSF40DLC-E2

LES8OXZSN50DLO-E2
LES8OXZSN50DLC-E2

DC 2 Wires NO
Output DC 2 Wires NC

LE8OXZSF40DLO-D
LE8OXZSF40DLC-D

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 80Hz 40Hz 80Hz 40Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE @ CE ® CeE ®

<

+

40

€ ®

40
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Inductive sensors/standard function

LESOXZ
10-60VDC 2 Wires

LEB0XZ LEROXZ

® Flushed  Non-flushed ® Flushed M Non-flushed

40mm 50mm 40mm 50mm

Mounting

Sensing distance

LES8OXZSN50ELO-E2
LESOXZSNS50ELC-E2

LE8OXZSF40ELO-D
LE8OXZSF40ELC-D

LESOXZSN50ELO-D
LES8OXZSN50ELC-D

LES8OXZSF40ELO-E2
LE8OXZSF40ELC-E2

DC 2 Wires NO

Output DC 2 Wires NC

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 80Hz 40Hz 80Hz 40Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® e ® CE ®

<

il

40

€ ®

104

80

M12x1 ; m

65

40
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Inductive sensors/standard function

LE40SZ
20-250VAC 2 Wires

LE405Z I

@ Flushed M Non-flushed

Sensing distance 15mm 20mm

Mounting

AC 2 Wires NO
Output AC 2 Wires NC

LE40SZSF15ATO-E2
LE40SZSF15ATC-E2

LE40SZSN20ATO-E2
LE40SZSN20ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr
Load current <300mA <300mA
Voltage drop <1ov <1ov
Leakage current <3mA <3mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 20Hz 20Hz
Output indicator Yellow LED Yellow LED
Polarity protection
Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree IP67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification CE ® CE @
LED, bE
40 :EZI_.OI%‘_ 2-55
66
L M12x1
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Inductive sensors/standard function

LE40XZ

20-250VAC 2 Wires

LEAOXZ LE40Kz

Mounting

Sensing distance

AC 2 Wires NO
AC 2 Wires NC

Output

Technical Parameter

® Flushed

15mm

LE40XZSF15ATO-D
LE40XZSF15ATC-D

D Non-flushed

20mm

LE40XZSN20ATO-D
LE40XZSN20ATC-D

@® Flushed

15mm

LE40XZSF15ATO-E2
LE40XZSF15ATC-E2

M Non-flushed

20mm

A 4

LE40XZSN20ATO-E2
LE40XZSN20ATC-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
IP67
PBT

Terminal connect

€ ® ®@

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
IP67
PBT

Terminal connect

€€ ® @

Humsl

o

\

B

2-7.5x5.3

T LED,

40

L= 1o

40

20...250 VAC 20...250 VAC
<+10% Sr <+10% Sr
<300mA <300mA
<10V <10V
<3mA <3mA
1---20% 1---20%
<3% <3%
20Hz 20Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25...+70°C
35...95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
€ ® € ®

[ m-u'L/IU 1%
2-7.5x5.3 2-95.3 21
— / M12x1
2| s, — -8 j
7
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Inductive sensors/standard function

LESOXZ
20-250VAC 2 Wires

LEB0Z LEROXZ

Mounting

Sensing distance

AC 2 Wires NO
Output AC 2 Wires NC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <1ov <10V <10V <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 10Hz 10Hz 10Hz 10Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection

Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CE @ CE @™

® Flushed

40mm

LE8OXZSF40ATO-D
LES8OXZSF40ATC-D

D Non-flushed

50mm

LESOXZSNS50ATO-D
LES8OXZSN50ATC-D

@® Flushed

40mm

LE8OXZSF40ATO-E2
LE8OXZSF40ATC-E2

€€ ® @

M Non-flushed

50mm

LESBOXZSN50ATO-E2
LES8OXZSN50ATC-E2

40
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Inductive sensors/standard function

LE40SZ

LEd05z I

Mounting ® Flushed @ Non-flushed

Sensing distance 15mm 20mm

DC/AC 2 Wires NO LE40SZSF15SBO-E2 LE40SZSN20SBO-E2
Output  DC/AC 2 Wires NC LE40SZSF15SBC-E2 LE40SZSN20SBC-E2
DC/AC 2 Wires NO/NC LE40SZSF15SBB-E2 LE40SZSN20SBB-E2

Technical Parameter

Supply voltage 20-250VAC/DC

Switch point drift <+10% Sr

Load current AC: <300mA, DC: <100mA
Voltage drop AC:<10V, DC:<8V
Leakage current AC: <3mA, DC: <1lmA
Hysteresis 1---20%

Repeat accuracy <3%

Frequency AC: 20Hz, DC: 100Hz
Output indicator Yellow LED Yellow LED

Polarity protection
Surge protection yes yes

Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95%
Protection degree IP67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification CeE ® CE ®
— gl of
LED, 9
Ul
2 = 6 2955
66
] M12x1
s
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Inductive sensors/standard function

LE40XZ
20-250VAC/DC 2 Wires

Item Code LE40XZ LE40XZ

Mounting ® Flushed @ Non-flushed @® Flushed @ Non-flushed

Sensing distance 15mm 20mm 15mm 20mm
DC/AC 2 Wires NO LE40XZSF15SBO-D LE40XZSN20SBO-D LE40XZSF15SBO-E2 LE40XZSN20SBO-E2

Output  DC/AC 2 Wires NC LE40XZSF15SBC-D LE40XZSN20SBC-D LE40XZSF15SBC-E2 LE40XZSN20SBC-E2
DC/AC 2 Wires NO/NC LE40XZSF15SBB-D LE40XZSN20SBB-D LE40XZSF15SBB-E2 LE40XZSN20SBB-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 100Hz
Yellow LED Yellow LED
yes yes
-25...470°C -25..+70°C
35..95% 35..95%
P67 P67
PBT PBT
Terminal connect Terminal connect
€ ® €€ ®

I Thn

\

B

2-7.5%5.3 2-95.3
——
53] T8
ol H— — - o> H4—
N LED, o7
-
)
40 60

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%

AC: 20Hz, DC: 100Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35...95% 35...95%
P67 1P67
PBT PBT
M12 Connector M12 Connector
€ ® € ®
oy L/IU n
2-7.5x5.3 2-95.3 21

Ll ——
M12x1
=g/
o H— — —_——_— &
¥ LED a1
D)
40 60 |15 |
129
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Inductive sensors/standard function

LESOXZ

20-250VAC/DC 2 Wires

LEs0XZ LESOXZ

Mounting

Sensing distance

® Flushed D Non-flushed

40mm 50mm

@ Flushed M Non-flushed

40mm 50mm

DC/AC 2 Wires NO LE8OXZSF40SBO-D LE8OXZSN50SBO-D LE8OXZSF40SBO-E2 LESOXZSN50SBO-E2
Output  DC/AC 2 Wires NC LE8OXZSF40SBC-D LE8OXZSN50SBC-D LE8OXZSF40SBC-E2 LE8OXZSN50SBC-E2
DC/AC 2 Wires NO/NC LE8OXZSF40SBB-D LE8OXZSN50SBB-D LE8OXZSF40SBB-E2 LE8OXZSN50SBB-E2

Technical Parameter

Supply voltage
Switch point drift

Load current

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA

20-250VAC/DC
<£10% Sr
AC: <300mA, DC: <100mA

Voltage drop AC:<10V, DC: <8V AC:<10V, DC:<8V
Leakage current AC: <3mA, DC: <1mA AC: <3mA, DC: <1mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency AC: 10Hz, DC: 40Hz AC: 10Hz, DC: 40Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35...95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CeE ® CE ® CE ® CE @
I 104 =
65
{— - —XHas

M12x1 ; m

40
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Inductive sensors/extended sensing distance

LR04Q/LRO5

LR04Q
Mounting ® Flushed ® Flushed ® Flushed ® Flushed
Sensing distance 1.5mm 1.5mm 1.5mm 1.5mm

/7 / . rd rd
NPN NO LRO4QAF15DNOY LRO4QAF15DNOY-E1 LRO5AF15DNOY LRO5AF15DNOY-E1
Output NPN NC LRO4QAF15DNCY LRO4QAF15DNCY-E1 LROSAF15DNCY LROSAF15DNCY-E1
PNP NO LRO4QAF15DPOY LRO4QAF15DPOY-E1 LRO5AF15DPOY LRO5AF15DPOY-E1
Output PNP NC LRO4QAF15DPCY LRO4QAF15DPCY-E1 LRO5AF15DPCY LRO5AF15DPCY-E1
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2000Hz 2000Hz 2000Hz 2000Hz
Output indicator Red LED Red LED Red LED Red LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 IP67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PUR Cable M8 Connector 2m PUR Cable M8 Connector
Certification CE ® CeE ® ceE ® CE ®
30 2530 LED
* Cable material and length /JZLA. A —
can be customized " —
54 ) M5x0.5 T\AF8 3.5 thick
30 LED
g z 7 -

M8x1
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Inductive sensors/extended sensing distance

10-30VDC 3 Wires

LR65Q LR65Q

Mounting

Sensing distance

® Flushed

2mm

D Non-flushed

4mm

@ Flushed

2mm

M Non-flushed

4mm

S S S

NPN NO LR6.5QBF02DNOY LR6.5QBN0O4DNOY LR6.5QBF02DNOY-E1 LR6.5QBNO4DNOY-E1
Output NPN NC LR6.5QBF02DNCY LR6.5QBNO4DNCY LR6.5QBFO2DNCY-E1 LR6.5QBNO4DNCY-E1
PNP NO LR6.5QBF02DPOY LR6.5QBN04DPOY LR6.5QBF02DPOY-E1 LR6.5QBN04DPOY-E1
Output PNP NC LR6.5QBF02DPCY LR6.5QBNO4DPCY LR6.5QBF02DPCY-E1 LR6.5QBNO4DPCY-E1
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <150mA <150mA <150mA <150mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification CE ® CeE ® CE ® CeE ®
49
40 LED 40 LED
* Cable material and length /-@h5 A
can be customized {$|— r
Qﬁ/ M8x1

49

40

!
26.5 “M]JJL
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Inductive sensors/extended sensing distance

10-30VDC 3 Wires

LROS LROS

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed

Sensing distance 2mm 4mm 2mm 4mm

.
NPN NO LRO8BFO2DNOY LROS8BNO4DNOY LRO8BFO2DNOY-E1 LROS8BNO4DNOY-E1
Output NPN NC LRO8BFO2DNCY LROSBNO4DNCY LRO8BFO2DNCY-E1 LRO8BNO4DNCY-E1
PNP NO LRO8BF02DPOY LRO8BN0O4DPOY LRO8BF02DPOY-E1 LRO8BNO4DPOY-E1
Output PNP NC LRO8BFO2DPCY LRO8BNO4DPCY LRO8BF02DPCY-E1 LRO8BNO4DPCY-E1
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <150mA <150mA <150mA <150mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification CE ® CeE ® ceE ® CE ®
LED 49
g o T
ambenomie " Jih
Mﬂﬂ/ LG AF12 4 thick A%/thick U et/
40 LED —_ 5 49
3 o 3 40 | /LED
Mﬁzj/ o AF12 4 thick Ag%di/_mm il M8x1
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Inductive sensors/extended sensing distance

10-30VDC 3 Wires

TGS I

Mounting ® Flushed @ Non-flushed

Sensing distance 2mm 4mm

O O

NPN NO LRO8BFO2DNOY-E2 LRO8BNO4DNOY-E2
Output NPN NC LRO8BFO2DNCY-E2 LRO8BNO4DNCY-E2
PNP NO LRO8BFO2DPOY-E2 LRO8BN04DPOY-E2
Output PNP NC LRO8BFO2DPCY-E2 LRO8BNO4DPCY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop

Consumption current

Hysteresis
Repeat accuracy
Frequency

Output indicator

Polarity protection

Surge protection

Short-circuit protection

Ambient temperature

Ambient moisture
Protection degree
Housing material

Connection

Certification

10...30 VDC
<+10% Sr
<150mA
<2.5V
<10mA
1---20%
<3%
1500Hz
Yellow LED
yes
yes
yes
-25..+70°C
35...95%
P67
Nickel-copper Alloy
M12 Connector

€ ®

65

10...30 VDC
<+10% Sr
<150mA
<2.5V
<10mA
1---20%
<3%
1000Hz
Yellow LED
yes
yes
yes
-25..+70°C
35...95%
IP67
Nickel-copper Alloy
M12 Connector

€ ®

40

&
D

65

~ \_M8x1
F12 4 thick M12x1

3, 40

ave

A

X~ N\t
AF12 4 thick

M12x1
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Inductive sensors/extended sensing distance

10-30VDC 3/4 Wires

Item Code LR12X LR12X

® Flushed

4mm

@® Flushed

4mm

Mounting @ Non-flushed

8mm

M Non-flushed

Sensing distance 8mm

&

NPN NO LR12XBFO4DNOY LR12XBNO8DNOY LR12XBFO4DNOY-E2 LR12XBNO8DNOY-E2
Output NPN NC LR12XBFO4DNCY LR12XBNO8DNCY LR12XBFO4DNCY-E2 LR12XBNO8DNCY-E2

NPN NO+NC LR12XBFO4DNRY LR12XBNO8DNRY LR12XBFO4DNRY-E2 LR12XBNO8DNRY-E2

PNP NO LR12XBF04DPOY LR12XBNO8DPOY LR12XBFO4DPOY-E2 LR12XBNO8DPOY-E2
Output PNP NC LR12XBFO4DPCY LR12XBNO8DPCY LR12XBFO4DPCY-E2 LR12XBNO8DPCY-E2

PNP NO+NC LR12XBFO4DPRY LR12XBNO8DPRY LR12XBFO4DPRY-E2 LR12XBNO8DPRY-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 800Hz 500Hz 800Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

51 63
43 46 Mi2x1

LED ||

* Cable material and length — - F— - |

can be customized M12x1/ = X AF17 4 thick \.LED

AF17 4 thick \M12x1
51

8 43 63 ,
LED 8 26 1
AF17 4 thick  \M12x1 M12x1 = X AF17 4 thick \iD
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Inductive sensors/extended sensing distance

10-30VDC 3 Wires

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 6mm 10mm 6mm 10mm

NPN NO LR12XCFO6DNOY LR12XCN1ODNOY LR12XCFO6DNOY-E2 LR12XCN10DNOY-E2
Output NPN NC LR12XCFO6DNCY LR12XCN1ODNCY LR12XCFO6DNCY-E2 LR12XCN1ODNCY-E2
PNP NO LR12XCFO6DPOY LR12XCN10DPOY LR12XCFO6DPOY-E2 LR12XCN10DPOY-E2
Output PNP NC LR12XCFO6DPCY LR12XCN10ODPCY LR12XCFO6DPCY-E2 LR12XCN10DPCY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
—i 1 1
| LED (L)
- o |
* Cable material and length - — | |
can be customized ’\W o 4 ik M12x1 W aF17 4 thick \.LED
53 - 73
2 /@ g | 56 MI2x]
M1/ a1z 4 ik M1 &/ U X\ _AF17 4 thick \il;
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Inductive sensors/extended sensing distance

10-30VDC 3/4 Wires

Mounting ® Flushed ® Non-flushed ® Flushed @ Non-flushed
Sensing distance 8mm 12mm 8mm 12mm
NPN NO LR18XBFOS8DNOY LR18XBN12DNOY LR18XBFO8DNOY-E2 LR18XBN12DNOY-E2
Output NPN NC LR18XBFO8DNCY LR18XBN12DNCY LR18XBFO8DNCY-E2 LR18XBN12DNCY-E2
NPN NO+NC LR18XBFOSDNRY LR18XBN12DNRY LR18XBFOSDNRY-E2 LR1I8XBN12DNRY-E2
PNP NO LR18XBFO8DPOY LR18XBN12DPOY LR18XBFO8DPOY-E2 LR18XBN12DPOY-E2
Output PNP NC LR18XBFOSDPCY LR18XBN12DPCY LR18XBFO8DPCY-E2 LR18XBN12DPCY-E2
PNP NO+NC LR18XBFO8DPRY LR18XBN12DPRY LR18XBFOSDPRY-E2 LR18XBN12DPRY-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 400Hz 200Hz 400Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
515 63
42 LED 40 M12x1
Ve
* Cable material and length | — = - -1 —
can be customized
o NAF24 4 thick M18xt,/ MNAF24 4 thick \LED
12 e LED 12 o M12x1
Ve
Atsxt NAF24 4 thick migxt/ NAF24 4 thick \LED
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Inductive sensors/extended sensing distance

10-30VDC 3 Wires

Mounting

Sensing distance

® Flushed

12mm

D Non-flushed

20mm

@ Flushed

12mm

M Non-flushed

20mm

NPN NO LR18XCF12DNOQY LR18XCN20DNOY LR18XCF12DNOY-E2 LR18XCN20DNOY-E2
Output NPN NC LR18XCF12DNCY LR18XCN20DNCY LR18XCF12DNCY-E2 LR18XCN20DNCY-E2
NPN NO+NC LR18XCF12DNRY LR18XCN20DNRY LR18XCF12DNRY-E2 LR18XCN20DNRY-E2
PNP NO LR18XCF12DPOY LR18XCN20DPOY LR18XCF12DPOY-E2 LR18XCN20DPOY-E2
Output PNP NC LR18XCF12DPCY LR18XCN20DPCY LR18XCF12DPCY-E2 LR18XCN20DPCY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 150Hz 300Hz 150Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67

Housing material

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
615 -
= LED a M12x1
* Cable material and length | — = —_ - —
can be customized
Misxt NAF24 4 thick misx/ |} RNarF24 4 thick \LED
615 L
2 % LED 12 &l 2 M12x1
/M1sx1 NAF24 4 thick migx,/” [} Rar2a athiok\LED
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Inductive sensors/extended sensing distance

10-30VDC 3/4 Wires
LR30X

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed

Sensing distance 15mm 22mm 15mm 22mm

NPN NO LR30XBF15DNOY LR30XBN22DNOY LR30XBF15DNOY-E2 LR30XBN22DNOY-E2
Output NPN NC LR30XBF15DNCY LR30XBN22DNCY LR30XBF15DNCY-E2 LR30XBN22DNCY-E2
NPN NO+NC LR30XBF15DNRY LR30XBN22DNRY LR30XBF15DNRY-E2 LR30XBN22DNRY-E2
PNP NO LR30XBF15DPOY LR30XBN22DPOY LR30XBF15DPOY-E2 LR30XBN22DPOY-E2
Output PNP NC LR30XBF15DPCY LR30XBN22DPCY LR30XBF15DPCY-E2 LR30XBN22DPCY-E2
PNP NO+NC LR30XBF15DPRY LR30XBN22DPRY LR30XBF15DPRY-E2 LR30XBN22DPRY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 150Hz 300Hz 150Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes

Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

52 63
II .

* Cable material and length
can be customized

M12x1

M30x1.5, \_AF36_5 thick

5 thick

52 63
15 43 LED 15 — 46 Lo
M30x1.5, \_AF36 5 thick M30x1.5; Lzzlj AF36 5 thick \ M12x1

www.lanbaosensor.com



Inductive sensors/extended sensing distance

10-30VDC 3 Wires

LR30X

Mounting

Sensing distance

® Flushed

22mm

D Non-flushed

40mm

@ Flushed

22mm

M Non-flushed

40mm

NPN NO LR30XCF22DNOY LR30XCN40DNOY LR30XCF22DNOY-E2 LR30XCN40DNOY-E2
Output NPN NC LR30XCF22DNCY LR30XCN40DNCY LR30XCF22DNCY-E2 LR30XCN40DNCY-E2
NPN NO+NC LR30XCF22DNRY LR30XCN40DNRY LR30XCF22DNRY-E2 LR30XCN40DNRY-E2
PNP NO LR30XCF22DPOY LR30XCN40DPOY LR30XCF22DPOY-E2 LR30XCN40DPOY-E2
Output PNP NC LR30XCF22DPCY LR30XCN40DPCY LR30XCF22DPCY-E2 LR30XCN40DPCY-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 100Hz 50Hz 100Hz 50Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
LED LED
* Cable material and length
can be customized
AF36 5thick  \Mi2x1
LED e N LED.
i
M30x1.5 / AF36 5 thick M30x1.5/ AF36 5 thick M12x1
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Inductive sensors/extended sensing distance

Item Code LR12X LR12X

® Flushed  Non-flushed ® Flushed M Non-flushed

4mm 8mm 8mm

Mounting

Sensing distance 4mm

A

DC 2 Wires NO
DC 2 Wires NC

LR12XBF04DLOY
LR12XBFO4DLCY

LR12XBNO8DLOY
LR12XBNO8DLCY

LR12XBF04DLOY-E2
LR12XBF04DLCY-E2

LR12XBNO8DLOY-E2

Output LR12XBNO8DLCY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

10...30 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
800Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
IP67

Nickel-copper Alloy

2m PVC Cabl

€ ®

e

51

10...30 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
500Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
P67

Nickel-copper Alloy

2m PVC Cable

€ ®

43

LED

AF17 4 thick \M12x

51

43

LED

AF17 4 thick \M12x1

10...30 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
800Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
IP67

Nickel-copper Alloy
M12 Connector

€ ®

10...30 VDC
<+10% Sr
<100mA
<6V
<1lmA
1---20%
<3%
500Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
P67
Nickel-copper Alloy
M12 Connector

€ ®

M12x1

N AE17 4 thick \Lep

- —H& —

' W AF17 4 thick \ LED
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Inductive sensors/extended sensing distance

10-30VDC 2 Wires

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

Output

® Flushed

8mm

D Non-flushed

12mm

LR18XBFO8DLOY
LR18XBFO8DLCY

LR18XBN12DLOY
LR18XBN12DLCY

@ Flushed

8mm

P

LR18XBFO8DLOY-E2
LR18XBFO8DLCY-E2

M Non-flushed

12mm

&

&

LR18XBN12DLOY-E2
LR18XBN12DLCY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1mA <1lmA <1mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 400Hz 200Hz 400Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE @ CeE ™
51.5 63
43 LED M 46 M12x1
a
* Cable material and length | — = - e —
can be customized
Ansxe NAF24 4 thick miext/ |} \NaF24 4 thick\LED
515 63
2 4 LED 12 A = M12x1
a
L NAF24 4 thick misxt/ ) \NaF24 4 thick\LED
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Inductive sensors/extended sensing distance

LR30X LR30X

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed

Sensing distance 15mm 22mm 15mm 22mm

DC 2 Wires NO LR30XBF15DLOY LR30XBN22DLOY LR30XBF15DLOY-E2 LR30XBN22DLOY-E2
Output DC 2 Wires NC LR30XBF15DLCY LR30XBN22DLCY LR30XBF15DLCY-E2 LR30XBN22DLCY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1mA <1mA <1mA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 150Hz 300Hz 150Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C

Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 P67 IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE @™
52 63
II LeD
-
* Cable material and length
can be customized
M30x1.5, AF36 5 thick 5 thick M12x1
2 15 yr—
15 43
/@ [ LED
H
H%
M30x1.5, N_AF36 5 thick M30x1.5/ \J AF36 5 thick \ M12x1
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Inductive sensors/extended sensing distance

LR12X LR12X

® Flushed  Non-flushed ® Flushed M Non-flushed

8mm 8mm

Mounting

Sensing distance 4mm 4mm

AC 2 Wires NO
AC 2 Wires NC

LR12XCFO4ATOY
LR12XCFO4ATCY

LR12XCNOSATOY
LR1I2XCNOSATCY

LR12XCFO4ATOY-E2
LR12XCFO4ATCY-E2

LR12XCNOSATOY-E2

Output LR12XCNOSATCY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20...250 VAC 20...250 VAC
<+10% Sr <+10% Sr
<200mA <200mA
<10V <10V
<3mA <3mA
1---20% 1---20%
<3% <3%
20Hz 20Hz
Yellow LED Yellow LED
yes yes
-25...+70°C -25..+70°C
35..95% 35...95%
P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®

N 61
| 53
I |
M12x1/ _\AF17 4 thick
61
53
8|
Mi2xt/ _AF17 4 thick

20...250 VAC
<+10% Sr
<200mA
<10V
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C

35..95%
IP67

Nickel-copper Alloy
M12 Connector

€ ® @

73

20...250 VAC
<+10% Sr
<200mA
<10V
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..4+70°C
35...95%
P67
Nickel-copper Alloy
M12 Connector

€ ® @

Mi12x1

M12x1/ ' X AF17 4 thick \LED
73
56 M12x1
8] =
—_— — —_— _e). -
M12x1/ ' X AF17 4 thick \LED
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Inductive sensors/extended sensing distance

LR18X LR1eX

Mounting

Sensing distance

AC 2 Wires NO
AC 2 Wires NC

Output

® Flushed

8mm

D Non-flushed

12mm

LR18XCFO8ATOY
LR18XCFO8ATCY

LR18XCN12ATOY
LRI8XCN12ATCY

@® Flushed

8mm

»

LR18XCFO8ATOY-E2
LR18XCFO8ATCY-E2

M Non-flushed

12mm

LR1I8XCN12ATOY-E2
LR18XCN12ATCY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20...250 VAC 20...250 VAC
<+10% Sr <+10% Sr
<300mA <300mA
<1lov <1ov
<3mA <3mA
1---20% 1---20%
<3% <3%
20Hz 20Hz
Yellow LED Yellow LED
yes yes
-25...+70°C -25...+70°C
35...95% 35...95%
P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®
g

LED
Yo SNAF24 4 thick
12 g;.s
LED
a
Anexi NAF24 4 thick

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
IP67
Nickel-copper Alloy
M12 Connector

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
P67
Nickel-copper Alloy
M12 Connector

€ ® € ®
73
I 56!‘\ M12x1
M18x1,/ \_,=D\AF24 4 thick \LED
73
12 55
N 1) M12x1
M18x1/ \_,=D\AF24 4t hick \LED
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Inductive sensors/extended sensing distance

-250VAC 2 Wires

Mounting @ Flushed @ Non-flushed ® Flushed @ Non-flushed
Sensing distance 15mm 22mm 15mm 22mm

AC 2 Wires NO LR30XCF15ATOY LR30XCN22ATOY LR30XCF15ATOY-E2 LR30XCN22ATOY-E2
Output AC 2 Wires NC LR30XCF15ATCY LR30XCN22ATCY LR30XCF15ATCY-E2 LR30XCN22ATCY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20...250 VAC
<+10% Sr
<300mA
<1lov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C

35..95%
P67

Nickel-copper Alloy

2m PVC Cable

€ ® @

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C

35..95%
IP67

Nickel-copper Alloy

2m PVC Cable

€€ ® @

LED

LED

M30x1.5 /

AF36 5 thick

20...250 VAC
<+10% Sr
<300mA
<10V
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C

35..95%
IP67

Nickel-copper Alloy

M12 Connector

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
IP67
Nickel-copper Alloy
M12 Connector

€ ® € ®
I 73
56
N LED
i
M30x1.5/ U AF36 5 thick M12x1
15 567 2 |
N LED
M30x1.5/ U AF36 5 thick M12x1
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Inductive sensors/extended sensing distance

20-250VAC/DC 2 Wires

LRI8X LR1eX

Mounting

Sensing distance

DC/AC 2 Wires NO
DC/AC 2 Wires NC

Output

® Flushed  Non-flushed

8mm 12mm

LR18XCFO8SBOY
LR18XCFO8SBCY

LR18XCN12SBOY
LR1I8XCN12SBCY

@® Flushed

8mm

P

LR18XCFO8SBOY-E2
LR18XCFO8SBCY-E2

M Non-flushed

12mm

LR1I8XCN12SBOY-E2
LR18XCN12SBCY-E2

Technical Parameter

20-250VAC/DC
<+10% Sr

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 400Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35...95% 35..95%
IP67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®
61.5
53
LED
Lt INAF24 4 thick
61.5
12 53
LED
a

o SNAF24 4 thick

AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%

AC: 20Hz, DC: 400Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35...95% 35...95%
P67 P67

Nickel-copper Alloy
M12 Connector

Nickel-copper Alloy
M12 Connector

€ ® € ®
73
I 56!‘\ M12x1
M18x1,/ \_,=D\AF24 4 thick \LED
73
12 55
N 1) M12x1
M18x1/ \_,=D\AF24 4t hick \LED
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Inductive sensors/extended sensing distance

LR30X

Mounting

Sensing distance

DC/AC 2 Wires NO
Output DC/AC 2 Wires NC

Technical Parameter

® Flushed D Non-flushed

15mm 22mm

LR30XCN22SBOY
LR30XCN22SBCY

LR30XCF15SBOY
LR30XCF15SBCY

LR30XCF15SBOY-E2

@ Flushed M Non-flushed

15mm 22mm

LR30XCN22SBOY-E2

LR30XCF15SBCY-E2 LR30XCN22SBCY-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 300Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35..95% 35..95%
P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®

LED

LED

M30x1.5 / \J AF36 5 thick

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%

AC: 20Hz, DC: 300Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35..95% 35...95%
P67 P67

Nickel-copper Alloy
M12 Connector

Nickel-copper Alloy
M12 Connector

€ ® € ®
I 73
56
N LED
i
M30x1.5/ U AF36 5 thick M12x1
15 567 2 |
N LED
M30x1.5/ U AF36 5 thick M12x1
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Inductive sensors/extended sensing distance

LE40SZ

S sz LR4052

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flushed

25mm

D Non-flushed

40mm

@® Flushed

25mm

M Non-flushed

40mm

LE40SZSF25DNOY-E2
LE40SZSF25DNCY-E2
LE40SZSF25DNRY-E2

LE40SZSF25DPOY-E2
LE40SZSF25DPCY-E2
LE40SZSF25DPRY-E2

LE40SZSN40DNOY-E2
LE40SZSN40DNCY-E2
LE40SZSN40DNRY-E2

LE40SZSN40DPOY-E2
LE40SZSN40DPCY-E2
LE40SZSN40ODPRY-E2

LE40SZSF25ENOY-E2
LE40SZSF25ENCY-E2
LE40SZSF25ENRY-E2

LE40SZSF25EPQY-E2
LE40SZSF25EPCY-E2
LE40SZSF25EPRY-E2

LE40SZSN40ENOY-E2
LE40SZSN40ENCY-E2
LE40SZSN40ENRY-E2

LE40SZSN40OEPOY-E2
LE40SZSN40EPCY-E2
LE40SZSN40EPRY-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
200Hz
Yellow LED
yes
yes
yes
-25...+70°C
35...95%
P67
PBT
M12 Connector

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

LED,

20
40

40
66

[

40

6 2955

M12x1

20

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
200Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

LED,

20
40

7
il

40
66

L

40

— 18] . \2.25.5
20

M12x1
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Inductive sensors/extended sensing distance

LE40XZ

10-30VDC 3/4 Wires

LE40XZ LR40XZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Technical Parameter

® Flushed

25mm

D Non-flushed

40mm

@ Flushed

25mm

M Non-flushed

40mm

oOPP

LE40XZSF25DNOY-D
LE40XZSF25DNCY-D
LE40XZSF25DNRY-D

LE40XZSF25DPOY-D
LE40XZSF25DPCY-D
LE40XZSF25DPRY-D

LE40XZSN40DNOY-D
LE40XZSN40DNCY-D
LE40XZSN40ODNRY-D

LE40XZSN40DPQOY-D
LE40XZSN40DPCY-D
LE40XZSN40DPRY-D

LE40XZSF25DNOY-E2
LE40XZSF25DNCY-E2
LE40XZSF25DNRY-E2

LE40XZSF25DPOY-E2
LE40XZSF25DPCY-E2
LE40XZSF25DPRY-E2

LE40XZSN40DNOY-E2
LE40XZSN40DNCY-E2
LE40XZSN40DNRY-E2

LE40XZSN40DPOY-E2
LE40XZSN40DPCY-E2
LE40XZSN40DPRY-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
200Hz
Yellow LED
yes
yes
yes
-25...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

o

\

e

2-7.5x5.3

T LED,

40

L= I

40

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<10mA <10mA
1---20% 1---20%
<3% <3%
200Hz 100Hz
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-25..+70°C -25...+70°C
35...95% 35...95%
IP67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®

= T

40

—

2-7.5x5.3

21
/ M12x1

3P
| -&
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Inductive sensors/extended sensing distance

LE40XZ
10-60VDC 3/4 Wires

item Code T o LEA0Z

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed

25mm 40mm 25mm 40mm

Tz,

Sensing distance

NPN NO LE40XZSF25ENOY-D LE40XZSN40ENOY-D LE40XZSF25ENOY-E2 LE40XZSN40ENOY-E2
Output NPN NC LE40XZSF25ENCY-D LE40XZSN40ENCY-D LE40XZSF25ENCY-E2 LE40XZSN40OENCY-E2
NPN NO+NC LE40XZSF25ENRY-D LE40XZSN40OENRY-D LE40XZSF25ENRY-E2 LE40XZSN40OENRY-E2
PNP NO LE40XZSF25EPQY-D LE40XZSN40EPOY-D LE40XZSF25EPOY-E2 LE40XZSN40EPOY-E2
Output PNP NC LE40XZSF25EPCY-D LE40XZSN40EPCY-D LE40XZSF25EPCY-E2 LE40XZSN40OEPCY-E2
PNP NO+NC LE40XZSF25EPRY-D LE40XZSN40EPRY-D LE40XZSF25EPRY-E2 LE40XZSN40EPRY-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <25V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
o ul | I

\

B

2-7.5x5.3

T LED,

40

- [$

1

N

40

40

o

2-7.5x5.3

/21
'_ﬁ% M12x1

o
A
—

N
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Inductive sensors/extended sensing distance

LESOXZ

10-30VDC 3/4 Wires

LE0XZ LESOXZ

Mounting

Sensing distance

Output

Output

NPN NO
NPN NC
NPN NO+NC

PNP NO
PNP NC
PNP NO+NC

Technical Parameter

® Flushed

50mm

LES8OXZSF50DNOY-D
LE8OXZSF50DNCY-D
LE8OXZSF50DNRY-D

LE8OXZSF50DPOY-D
LE8OXZSF50DPCY-D
LE8OXZSF50DPRY-D

D Non-flushed

70mm

LES8OXZSN70DNOY-D
LESOXZSN70DNCY-D
LE8OXZSN70DNRY-D

LE8OXZSN70DPQY-D
LE8OXZSN70DPCY-D
LE8OXZSN70DPRY-D

@ Flushed

50mm

LES8OXZSF50DNOY-E2
LESOXZSF50DNCY-E2
LE8OXZSF50DNRY-E2

LE8OXZSF50DPOY-E2
LE8OXZSF50DPCY-E2
LE8OXZSF50DPRY-E2

M Non-flushed

70mm

i 4

LESOXZSN70DNOY-E2
LESOXZSN70DNCY-E2
LE8OXZSN70DNRY-E2

LE8OXZSN70DPOY-E2
LESOXZSN70DPCY-E2
LES8OXZSN70DPRY-E2

Supply voltage
Switch point drift

Load current

Voltage drop

Consumption current

Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection

Surge protection

Short-circuit protection

Ambient temperature

Ambient moisture
Protection degree
Housing material

Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
30Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT

Terminal connect

€ ®

<

il

40

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%

104

<3%
30Hz
Yellow LED
yes
yes
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

80

M12x1 ; m

65

40
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Inductive sensors/extended sensing distance

LESOXZ

10-60VDC 3/4 Wires

S e LR80XZ

Mounting

Sensing distance

Output

Output

NPN NO
NPN NC
NPN NO+NC

PNP NO
PNP NC
PNP NO+NC

Technical Parameter

® Flushed

50mm

LE8OXZSF50ENOY-D
LESOXZSF50ENCY-D
LE8OXZSF50ENRY-D

LE8OXZSF50EPQY-D
LE8OXZSF50EPCY-D
LE8OXZSF50EPRY-D

D Non-flushed

70mm

LESOXZSN70ENOY-D
LES8OXZSN70ENCY-D
LE8OXZSN70ENRY-D

LE8OXZSN70EPQY-D
LEBOXZSN70EPCY-D
LE8OXZSN70EPRY-D

@® Flushed

50mm

LE8OXZSF50ENOY-E2
LE8OXZSF50ENCY-E2
LES8OXZSF50ENRY-E2

LES8OXZSF50EPOY-E2
LE8OXZSF50EPCY-E2
LE8OXZSF50EPRY-E2

M Non-flushed

70mm

o 4

LESOXZSN70ENOY-E2
LES8OXZSN70ENCY-E2
LE8OXZSN70ENRY-E2

LE8BOXZSN70EPOY-E2
LES8OXZSN70EPCY-E2
LES8OXZSN70EPRY-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection

Surge protection

Short-circuit protection

Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
30Hz
Yellow LED
yes
yes
yes
-25..+70°C
35...95%
P67
PBT

Terminal connect

€ ®

—E% =

+

40

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-25...470°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<10mA
1---20%
<3%
30Hz
Yellow LED
yes
yes
yes
-25...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

40
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Inductive sensors/extended sensing distance

LE40SZ

LE4052 LEd05z

® Flushed  Non-flushed ® Flushed M Non-flushed

25mm 40mm 40mm

Mounting

Sensing distance 25mm

DC 2 Wires NO
DC 2 Wires NC

LE40SZSF25DLOY-E2
LE40SZSF25DLCY-E2

LE40SZSN40DLOY-E2
LE40SZSN40DLCY-E2

LE40SZSF25ELOY-E2
LE40SZSF25ELCY-E2

LE40SZSN40ELOY-E2

Output LE40SZSN40ELCY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Consumption current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection M12 Connector M12 Connector M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®

LED) BIE LED/ e

0 :06 2-955 0 :;I_.OI%._ 2-955

66

L

40

M12x1

20

40

M12x1
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Inductive sensors/extended sensing distance

LE40XZ
10-30VDC 2 Wires

item Code T o LEA0Z

® Flushed  Non-flushed ® Flushed M Non-flushed

25mm 40mm 25mm 40mm

LE40XZSF25DLOY-D LE40XZSN40DLOY-D
LE40XZSF25DLCY-D LE40XZSN40DLCY-D

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

LE40XZSF25DLOY-E2
LE40XZSF25DLCY-E2

LE40XZSN40DLOY-E2

Output LE40XZSN40DLCY-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
o Humsl | I |

\

B

2-7.5x5.3

T LED,

40

- [J#

1

N

40

40

—

2-7.5x5.3

40

/21
'_ﬁ% M12x1

ol 14
T 1Y
—

N
=
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Inductive sensors/extended sensing distance

N =200) V4
10-60VDC 2 Wires

LE40XZ LEA0Z

® Flushed  Non-flushed ® Flushed M Non-flushed

25mm 40mm 25mm 40mm

oo PP

LE40XZSF25ELOY-D
LE40XZSF25ELCY-D

Mounting

Sensing distance

DC 2 Wires NO
DC 2 Wires NC

LE40XZSN40ELOY-D
LE40XZSN4QELCY-D

LE40XZSF25ELOY-E2
LE40XZSF25ELCY-E2

LE40XZSN40ELOY-E2

Output LE40XZSN4QOELCY-E2

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 200Hz 100Hz 200Hz 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®

] WL/IU n ] WL/b 1%

27.5x5.3 2.953 2-7.5x5.3 2953 21
125) %) — / M12x1
ol 1 _ - n - o H— — —_——_ &
N LED, i :J = LED i :
7 7
40 60 40 60 15
140 129
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Inductive sensors/extended sensing distance

LESOXZ
10-30VDC 2 Wires

S e LESOZ

® Flushed  Non-flushed ® Flushed M Non-flushed

Sensing distance 50mm 70mm 50mm 70mm

OV

LESOXZSN70DLOY-E2
LESOXZSN70DLCY-E2

Mounting

LE8OXZSF50DLOY-D
LE8OXZSF50DLCY-D

LESOXZSN70DLOY-D
LESOXZSN70DLCY-D

LE8OXZSF50DLOY-E2
LE8OXZSF50DLCY-E2

DC 2 Wires NO

Output DC 2 Wires NC

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 30Hz 50Hz 30Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

9880 \ 104

65
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Inductive sensors/extended sensing distance

LESOXZ
10-60VDC 2 Wires

LE0XZ LESOXZ

® Flushed  Non-flushed ® Flushed M Non-flushed

Sensing distance 50mm 70mm 50mm 70mm

OV

LE8OXZSF50ELOY-E2
LESOXZSF50ELCY-E2

Mounting

LESOXZSN70ELOY-E2
LE8OXZSN70ELCY-E2

LE8OXZSF50ELOY-D
LE8OXZSF50ELCY-D

LE8OXZSN70ELOY-D
LES8OXZSN70ELCY-D

DC 2 Wires NO

Output DC 2 Wires NC

Technical Parameter

Supply voltage 10...60 VDC 10...60 VDC 10...60 VDC 10...60 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <6V <6V <6V <6V
Leakage current <1lmA <1lmA <1lmA <1lmA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 50Hz 30Hz 50Hz 30Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® CeE ®

<

il

40

€ ®

104

80

M12x1 ; m
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40
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Inductive sensors/extended sensing distance

LE40SZ

LEd05z I

Mounting ® Flushed @ Non-flushed

Sensing distance 25mm 40mm

AC 2 Wires NO
Output AC 2 Wires NC

LE40SZSF25ATOY-E2 LE40SZSN40ATOY-E2
LE40SZSF25ATCY-E2 LE40SZSN40ATCY-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr
Load current <300mA <300mA
Voltage drop <1ov <10V
Leakage current <3mA <3mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 20Hz 20Hz
Output indicator Yellow LED Yellow LED
Polarity protection
Surge protection yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification CE ® ce ®
LED, bE
2 :0 6 2-95.5
66
L] M12x1
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Inductive sensors/extended sensing distance

LE40XZ

20-250VAC 2 Wires

LE40XZ LEA0Z

Mounting

Sensing distance

AC 2 Wires NO
AC 2 Wires NC

Output

Technical Parameter

® Flushed

25mm

LE40XZSF25ATCY-D

D Non-flushed

40mm

LE40XZSN40ATOY-D
LE40XZSN40ATCY-D

@ Flushed

25mm

LE40XZSF25ATOY-E2
LE40XZSF25ATCY-E2

M Non-flushed

40mm

oo IP

LE40XZSF25ATOY-D

LE40XZSN40ATOY-E2
LE40XZSN40ATCY-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20...250 VAC
<+10% Sr
<300mA
<1lov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
P67
PBT

Terminal connect

€ ® @

20...250 VAC
<+10% Sr
<300mA
<1ov
<3mA
1---20%
<3%
20Hz
Yellow LED

yes

-25..+70°C
35..95%
IP67
PBT

Terminal connect

€€ ® @

Humsl

o

\

B

2-7.5x5.3

T LED,

40

L= I

40

20...250 VAC 20...250 VAC
<+10% Sr <+10% Sr
<300mA <300mA
<1ov <1ov
<3mA <3mA
1---20% 1---20%
<3% <3%
20Hz 20Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35...95% 35...95%
IP67 IP67
PBT PBT
M12 Connector M12 Connector
€ ® € ®
oy L/IU n
2-7.5x5.3 2-95.3 21

— / M12x1

3P
| -&
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Inductive sensors/extended sensing distance

LESOXZ
20-250VAC 2 Wires

S e LESOZ

® Flushed  Non-flushed ® Flushed M Non-flushed

50mm 70mm 50mm 70mm

o 4

LES8OXZSN70ATOY-E2
LES8OXZSN70ATCY-E2

Mounting

Sensing distance

LE8OXZSF50ATOY-D
LES8OXZSF50ATCY-D

LES8OXZSN70ATOY-D
LES8OXZSN70ATCY-D

LE8OXZSF50ATOY-E2
LES8OXZSF50ATCY-E2

AC 2 Wires NO

Output AC 2 Wires NC

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <300mA <300mA <300mA <300mA
Voltage drop <10V <10V <10V <10V
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 20Hz 20Hz 20Hz 20Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection

Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® ce ® CE @

80

40

€€ ® @

104

40
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Inductive sensors/extended sensing distance L E4OSZ

20-250VAC/DC 2 Wires
—

Mounting ® Flushed @ Non-flushed

Sensing distance 25mm 40mm

DC/AC 2 Wires NO LE40SZSF25SBOY-E2 LE40SZSN40SBOY-E2
Output DC/AC 2 Wires NC LE40SZSF25SBCY-E2 LE40SZSN40SBCY-E2
DC/AC 2 Wires NO/NC LE40SZSF25SBBY-E2 LE40SZSN40SBBY-E2

Technical Parameter

Supply voltage 20-250VAC/DC

Switch point drift <+10% Sr

Load current AC: <300mA, DC: <100mA
Voltage drop AC:<10V, DC:<8V
Leakage current AC: <3mA, DC: <1lmA
Hysteresis 1---20%

Repeat accuracy <3%

Frequency AC: 20Hz, DC: 300Hz
Output indicator Yellow LED Yellow LED

Polarity protection

Surge protection yes yes
Short-circuit protection
Ambient temperature -25...+70°C -25...+70°C

Ambient moisture 35...95% 35..95%
Protection degree P67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification CE ® CE ®
_ gl of
LEDy i
. 6
40 P 2-95.5
66
[ M12x1
s
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Inductive sensors/extended sensing distance

LE40XZ
20-250VAC/DC 2 Wires

Item Code LE40XZ LE40XZ

Mounting @ Flushed @ Non-flushed @® Flushed @ Non-flushed
Sensing distance 25mm 40mm 25mm 40mm
DC/AC 2 Wires NO LE40XZSF25SBOY-D LE40XZSN40SBOY-D LE40XZSF25SBOY-E2 LE40XZSN40SBOY-E2
Output  DC/AC 2 Wires NC LE40XZSF25SBCY-D LE40XZSN40SBCY-D LE40XZSF25SBCY-E2 LE40XZSN40SBCY-E2
DC/AC 2 Wires NO/NC LE40XZSF25SBBY-D LE40XZSN40SBBY-D LE40XZSF25SBBY-E2 LE40XZSN40SBBY-E2

Technical Parameter

Supply voltage
Switch point drift

Load current

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA

20-250VAC/DC
<£10% Sr
AC: <300mA, DC: <100mA

Voltage drop AC:<10V, DC: <8V AC:<10V, DC:<8V
Leakage current AC: <3mA, DC: <1mA AC: <3mA, DC: <1mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency AC: 20Hz, DC: 100Hz AC: 20Hz, DC: 100Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35...95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® ce ® ce ® CE ®
] WL/IU n ] WL/b 1%
27.5x5.3 = z.gsi " 2-7.5x5.3 msi /21M12x1
ol 1 _ - n - ol H— —_——_ &
N LED, i :J = LED i :
7 7
40 ' 60 40 60 15
140 129

www.lanbaosensor.com m



Inductive sensors/extended sensing distance

LESOXZ

VAC/DC 2 Wires

LEs0XZ LE0XZ

Mounting

Sensing distance

DC/AC 2 Wires NO
Output  DC/AC 2 Wires NC
DC/AC 2 Wires NO/NC

Technical Parameter

LE8OXZSF50SBOY-D
LE8OXZSF50SBCY-D
LE8OXZSF50SBBY-D

® Flushed D Non-flushed

50mm 70mm

LE8OXZSN70SBOY-D
LE8OXZSN70SBCY-D
LEBOXZSN70SBBY-D

LE8OXZSF50SBCY-E2
LE8OXZSF50SBBY-E2

@® Flushed  Non-flushed

50mm 70mm

LE8OXZSF50SBOY-E2 LE8OXZSN70SBOY-E2

LE8OXZSN70SBCY-E2
LE8OXZSN70SBBY-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 30Hz
Yellow LED Yellow LED
yes yes
-25..+70°C -25..+70°C
35...95% 35..95%
IP67 IP67
PBT PBT
Terminal connect Terminal connect

€ ® © € ® @

20-250VAC/DC
<+10% Sr
AC: <300mA, DC: <100mA
AC:<10V, DC:<8V
AC: <3mA, DC: <1mA

1---20%
<3%
AC: 20Hz, DC: 30Hz
Yellow LED Yellow LED
yes yes
-25...+70°C -25..+70°C
35..95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
€ ® € ®
i 104
80
65
@ 4-@5.3%
11
LED
{— - —XT198

M12x1 ; m
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Inductive sensors,/namur

LRO5/LRO8

8.2VDC NAMUR

Mounting

Sensing distance

NAMUR
Output

® Flushed

0.8mm

V4

LROSAFO8FLCN

@ flushed

0.8mm

.ﬁ.

&

LROSAFO8FLCN-E1

M Non-flushed

1.5mm 2mm

@® Flushed

&

LROSANO2FLCN

&

LROSAF15FLCN

Technical Parameter

Supply voltage

Switch point drift

Output Attenuation
current Non-attenuation
Load impedance
Hysteresis

Repeat accuracy
Frequency

Output indicator

Polarity protection

Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

8.2VDC 8.2 VDC
<+10% Sr <+10% Sr
<1mA <1mA
>2.2mA >2.2mA
>1KQ >1KQ
1---20% 1---20%
<3% <3%
3000Hz 3000Hz
-25...+70°C -25...+70°C
35...95% 35..95%
P67 P67
Stainless steel Stainless steel
2m PVC Cable M8 Connector
e ® (e ®
22
wi
5 ick
40 ,
30 |
=
M5x! M8x1

8.2VDC 8.2 VvDC
<+10% Sr <+10% Sr
<1mA <1mA
>2.2mA >2.2mA
>1KQ >1KQ
1---20% 1---20%
<3% <3%
2500Hz 2000Hz
-25...+70°C -25...+70°C
35..95% 35..95%
P67 P67

Stainless steel
2m PVC Connector

Stainless steel
2m PVC Connector

e ® € ®
\_41_ RA_E 2 4thick
\_11_ (AE]Z 4thick
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Inductive sensors,/namur

LRos

Mounting

Sensing distance

NAMUR
Output

Technical Parameter

® Flushed

1.5mm

LROBAF15FLCN-E1

D Non-flushed

2mm

LROSANO2FLCN-E1

@ Flushed

1.5mm

LROBAF15FLCN-E2

M Non-flushed

2mm

€
]

LROSBANO2FLCN-E2

Supply voltage
Switch point drift

Output Attenuation

current Non-attenuation

Load impedance
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

8.2 VvDC
<+10% Sr
<1mA
22.2mA
>1KQ
1---20%
<3%
2000Hz

-25..+70°C
35...95%
IP67
Stainless steel

M8 Connector

€ ®

40

8.2 VDC
<+10% Sr
<1mA
>2.2mA
>1KQ
1---20%
<3%
1500Hz

-25..+70°C
35..95%
P67
Stainless steel

M8 Connector

€ ®

M8x1

M8x1

1
+

81 VAF12 4thick

8.2 VDC
<+10% Sr
<1mA
22.2mA
>1KQ
1---20%
<3%
2000Hz

-25..+70°C
35...95%
P67
Stainless steel
M12 Connector

€ ®

55

8.2 VvDC
<+10% Sr
<1mA
>2.2mA
>1KQ
1---20%
<3%
1500Hz

-25..+70°C
35...95%
P67
Stainless steel
M12 Connector

€ ®

M12x1

30
M M
J
AF12 4 thick,
55
3 30
M M

= M8x1
AF12_4 thick

M12x1
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Inductive sensors,/namur

LRi12 LR12

Mounting ® Flushed
Sensing distance 2mm

NAMUR LR12AFO2FLCN
Output

D Non-flushed

4mm

&7

LR12ANO4FLCN

8.2VDC NAMUR

M Non-flushed

2mm 4mm

@® Flushed

p a(ﬂ

LR12AFO2FLCN-E2 LR12ANO4FLCN-E2

Technical Parameter

Supply voltage 8.2VDC
Switch point drift <+10% Sr
Output Attenuation <1mA
current Non-attenuation >2.2mA
Load impedance >1KQ
Hysteresis 1---20%
Repeat accuracy <3%
Frequency 2000Hz
Output indicator

Polarity protection

Surge protection

Short-circuit protection

Ambient temperature -25..+70°C
Ambient moisture 35..95%
Protection degree P67
Housing material Nickel-copper Alloy
Connection 2m PVC Cable
Certification CE ®

* Cable material and length
can be customized

8.2 VDC
<+10% Sr
<1mA
>2.2mA
>1KQ
1---20%
<3%
1500Hz

-25..+70°C
35..95%
P67
Nickel-copper Alloy
2m PVC Cable

€ ®

ick

8.2VDC 8.2 VvDC
<+10% Sr <+10% Sr
<1mA <1mA
>2.2mA >2.2mA
>1KQ >1KQ
1---20% 1---20%
<3% <3%
2000Hz 1500Hz
-25...+70°C -25...+70°C
35..95% 35..95%
P67 P67

Nickel-copper Alloy
M12 Connector

€ ®

Nickel-copper Alloy
M12 Connector

€ ®

www.lanbaosensor.com m



Inductive sensors,/namur

8.2VDC NAMUR

LRz LRis

D Non-flushed

8mm

Mounting

Sensing distance

NAMUR
Output

® Flushed

5mm

LR18AFO5FLCN

LR1I8ANO8FLCN

@ Flushed

5mm

LR18AFO5FLCN-E2

M Non-flushed

8mm

LR1I8ANO8FLCN-E2

Technical Parameter

Supply voltage
Switch point drift

Output Attenuation

current Non-attenuation

Load impedance
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

8.2 VDC
<+10% Sr
<1ImA
>2.2mA
>1KQ
1---20%
<3%
1500Hz

-25..+70°C
35..95%
IP67

Nickel-copper Alloy

2m PVC Cable

€ ®

8.2 VDC
<+10% Sr
<1mA
>2.2mA
>1KQ
1---20%
<3%
1000Hz

-25..+70°C
35..95%
P67
Nickel-copper Alloy
2m PVC Cable

€ ®

315

M18x1

AF24 4thick

8.2 VDC
<+10% Sr
<1mA
22.2mA
>1KQ
1---20%
<3%
1500Hz

-25..+70°C
35..95%
IP67

Nickel-copper Alloy

M12 Connector

€ ®

M18x1

8.2 VvDC
<+10% Sr
<1mA
>2.2mA
>1KQ
1---20%
<3%
1000Hz

-25..+70°C
35..95%
P67
Nickel-copper Alloy
M12 Connector

€ ®

F24 4thick

53
36 M12x1

Tk

M18x1

ﬁ ljEZF24 4thick
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Inductive sensors,/namur

LR30
Mounting ® Flushed @ Non-flushed ® Flushed  Non-flushed
Sensing distance 10mm 15mm 10mm 15mm
% _ @gﬁ
5 o
NAMUR LR30AF10FLCN LR30AN15FLCN LR30AF10FLCN-E2 LR30AN15FLCN-E2
Output
Technical Parameter
Supply voltage 8.2VDC 8.2VDC 8.2VDC 8.2VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Output Attenuation <1mA <1mA <ImA <1mA
clrrent Non-attenuation 222mA 22.2mA 222mA 22.2mA
Load impedance >1KQ >1KQ >1KQ >1KQ
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature -25...+70°C -25..+70°C -25..+70°C -25...+70°C
Ambient moisture 35...95% 35..95% 35..95% 35...95%
Protection degree P67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® e ® ceE ® CE ®
53
’:r
* Cable material and length
can be customized N M12x1
AF36 5thick

AF36 5thick #

M30x1.5

M30x1.5

M12x1

AF36 5thick
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Inductive sensors,/namur LE40SZ

8.2VDC NAMUR
I

Mounting ® Flushed  Non-flushed

Sensing distance 15mm 20mm

NAMUR LE40SZSF15FLCN-E2 LE40SZSN20FLCN-E2
Output

Technical Parameter

Supply voltage 8.2VDC 8.2VDC
Switch point drift <+10% Sr <+10% Sr
Output Attenuation <1mA <1lmA
current Non-attenuation >2.2mA >2.2mA
Load impedance >1KQ >1KQ
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 400Hz 250Hz

Output indicator

Polarity protection

Surge protection

Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C

Ambient moisture 35...95% 35...95%
Protection degree IP67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification CE ® CeE ®
— gl o
|
. 6
40 P 2-95.5
66
L] M12x1
S|
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Inductive sensors,/namur

LE40XZ
8.2VDC NAM

Item Code LE40XZ LE40XZ

® Flushed  Non-flushed ® Flushed M Non-flushed

15mm 20mm

Mounting

Sensing distance

15mm 20mm

NAMUR LE40XZSF15FLCN-D LE40XZSN20FLCN-E2

LE40XZSN20FLCN-D LE40XZSF15FLCN-E2

Output

Technical Parameter

Supply voltage 8.2 VDC 8.2 VDC 8.2 VDC 8.2VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Output Attenuation <1mA <ImA <ImA <ImA
current Non-attenuation >2.2mA >2.2mA >2.2mA >2.2mA
Load impedance >1KQ >1KQ >1KQ 21KQ
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 400Hz 250Hz 400Hz 250Hz
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35...95% 35...95% 35..95% 35...95%
Protection degree IP67 P67 IP67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CeE ® e ® ceE ® CE ®

[ L/IU n ] WL/b 1%

2-7.5x5.3 2-95.3 2-7.5x5.3 2-05.3 21
- % T — / M12x1
gl 4 - — -8 ?J—— gl —-—f-|[— -8
I &) [] &
40 60 40 | 60 15
140 129
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Inductive sensors,/namur

LESOXZ

8.2VDC NAM

LEs0XZ LE0XZ

Mounting

Sensing distance

NAMUR
Output

Technical Parameter

® Flushed

40mm

LE8OXZSF40FLCN-D

D Non-flushed

50mm

LES8OXZSN50FLCN-D

@® Flushed

40mm

 Non-flushed

50mm

OV

LE8OXZSF40FLCN-E2

LE8OXZSN50FLCN-E2

Supply voltage

Switch point drift

Output Attenuation
current Non-attenuation
Load impedance
Hysteresis

Repeat accuracy
Frequency

Output indicator

Polarity protection

Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

8.2 VvDC
<+10% Sr
<1mA
>2.2mA
>1KQ
1---20%
<3%
100Hz

-25..+70°C
35..95%
IP67
PBT

Terminal connect

€ ®

8.2 VDC
<+10% Sr
<1ImA
22.2mA
>1KQ
1---20%
<3%
100Hz

-25..+70°C
35..95%
IP67
PBT

Terminal connect

€ ®

<

il

40

8.2VDC 8.2VDC
<+10% Sr <+10% Sr
<1ImA <1mA
>2.2mA 22.2mA
>1KQ >1KQ
1---20% 1---20%
<3% <3%
100Hz 100Hz
-25..+70°C -25..+70°C
35..95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
€ ® € ®
N 104 =
65
s
{—-—-—1498

M12x1

40
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Inductive sensors,/ analog output

15-30VDC 3/4 Wires

Mounting

Sensing distance

0-10V

0-20mA
4-20mA
0-10V+0-20mA

Output

® Flushed

04..2 mm

LR12XCFO2LUM
LR12XCFO2LIM

LR12XCF02LI4M

LR12XCF02LIUM

 Non-flushed
0.8...4 mm

LR12XCNO4LUM
LR12XCNOALIM

LR12XCNO4LI4AM

LR12XCNO4LIUM

@® Flushed

04..2 mm

LR12XCFO2LUM-E2
LR12XCFO2LIM-E2

LR12XCFO2LI4M-E2

LR12XCFO2LIUM-E2

S R LR12X

M Non-flushed
0.8... 4 mm

A0

LR12XCNO4LUM-E2
LR12XCNO4LIM-E2

LR12XCNO4LI4M-E2

LR12XCNO4LIUM-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Supply indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ , Current output R <470Q

15...30 VDC
<+10% Sr

<20mA <20mA
<+5% <+5%
<+3% <+3%
200Hz 100Hz
Yellow LED Yellow LED
yes yes
yes yes
-25..+70°C -25..+70°C
35...95% 35..95%
IP67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
e ® e ®
: 61
— g
ﬂ, 1
M12x1 N AF17 4 thick
R
LED
M12x1/ NAF17 4 thick

15...30 VDC
<+10% Sr

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ , Current output R <470Q

<20mA
<x5%
<+3%
200Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
P67
Nickel-copper Alloy
M12 Connector

€ ®

<20mA
<£5%
<+3%
100Hz
Yellow LED
yes

yes

-25..+70°C
35...95%
IP67
Nickel-copper Alloy
M12 Connector

€ ®

73

1

M12x1 X AF17 4 thick \J.ED

73

M12x1

M12x1 = X AF17 4 thick \iD
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Inductive sensors,/ analog output

15-30VDC 3/4 Wires

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed
Sensing distance 1.5mm 1.6.. 8 mm 1.5mm 1.6..8 mm

v

0-10V LR1I8XCFO5LUM LRI8XCNOSLUM LR18XCFO5LUM-E2 LRI8XCNO8SLUM-E2
Output 0-20mA LR18XCFO5LIM LR18XCNOSLIM LR18XCFO5LIM-E2 LR18XCNO8LIM-E2
3 4-20mA LR18XCFO5LI4M LR18XCNO8LI4AM LR18XCFO5LI4M-E2 LR18XCNOS8LI4AM-E2
0-10V+0-20mA LR18XCFO5LIUM LR18XCNO8LIUM LR18XCFO5LIUM-E2 LR18XCNO8LIUM-E2
Technical Parameter
Supply voltage 15...30 VDC 15...30 VDC 15...30 VDC 15...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr

Load current

Voltage output R 24.7KQ , Current output R <470Q

Voltage output R 24.7KQ , Current output R <470Q

Voltage drop

Consumption current <20mA <20mA <20mA <20mA
Hysteresis <£5% <£5% <+5% <*5%
Repeat accuracy <+3% <+3% <+3% <+3%
Frequency 200Hz 100Hz 200Hz 100Hz
Supply indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35...95% 35..95%
Protection degree IP67 P67 P67 P67

Housing material

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® CE ® e ® CE ®
615 73 )
LED M12x1
/o
* Cable material and length — 4 I
can be customized 14
U NAF24 4 thick \aF24 4 thick\ LED
615 . 73
8 - kD 56 M12x1
Lnsxl) \ N ar2s 4 thick M18x)/ RaF244thic\LED
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Inductive sensors,/ analog output

15-30VDC 3/4 Wires

LR30X LR30X

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed
Sensing distance 2..10 mm 3..15 mm 2..10 mm 3..15 mm

0-10V LR30XCF10LUM LR30XCN15LUM LR30XCF10LUM-E2 LR30XCN15LUM-E2
Output 0-20mA LR30XCF10LIM LR30XCN15LIM LR30XCF10LIM-E2 LR30XCN15LIM-E2
4-20mA LR30XCF10LI4M LR30XCN15L14M LR30XCF10LI4M-E2 LR30XCN15LI4M-E2
0-10V+0-20mA LR30XCF10LIUM LR30XCN15LIUM LR30XCF10LIUM-E2 LR30XCN15LIUM-E2

Technical Parameter

Supply voltage 15...30 VDC 15..30 VDC 15...30 VDC 15...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current Voltage output R 24.7KQ , Current output R <470Q Voltage output R 24.7KQ , Current output R <470Q
Voltage drop
Consumption current <20mA <20mA <20mA <20mA
Hysteresis <£5% <*5% <£5% <£5%
Repeat accuracy <+3% <+3% <+3% <+3%
Frequency 200Hz 100Hz 200Hz 100Hz
Supply indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35...95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE ® e ® ceE ® CE ®
% LED i LED
_H-H e
* Cable material and length | — i | E— -
can be customized “ 1 ‘»5
M30xT. \NAF36 5 thick M30x1. NAE36 5thick\M12x1
- = /Lﬂj 12 s LED
L
H e
M30x1. U\ AF36 5 thick M30xT5 NAE36 5 thick M12x1
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Inductive sensors/analog output LE40SZ

15-30VDC 3/4 Wires

LEd05z I

Mounting ® Flushed @ Non-flushed

Sensing distance 2..10 mm 3..15mm

0-10V LE40SZSF10LUM-E2 LE40SZSN15LUM-E2
Output 0-20mA LE40SZSF10LIM-E2 LE40SZSN15LIM-E2
4-20mA LE40SZSF10LI4M-E2 LE40SZSN15LI4M-E2
0-10V+0-20mA LE40SZSF10LIUM-E2 LE40SZSN15LIUM-E2

Technical Parameter

Supply voltage 15...30 VDC 15...30 VDC
Switch point drift <+10% Sr <+10% Sr
Load current Voltage output R 24.7KQ , Current output R <470Q
Voltage drop

Consumption current <20mA <20mA
Hysteresis <£5% <£5%
Repeat accuracy <+3% <+3%
Frequency 100Hz 50Hz
Supply indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes

Short-circuit protection
Ambient temperature -25..+70°C -25..+70°C

Ambient moisture 35...95% 35..95%
Protection degree IP67 P67
Housing material PBT PBT
Connection M12 Connector M12 Connector
Certification CeE ® e ®
LED, B
U
20 = 6 2-95.5
66
[ M12x1
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Inductive sensors,/ analog output

LE40XZ

LE40Z LEA0Z

 Non-flushed

Mounting

Sensing distance

0-10V
0-20mA

Output
4-20mA

0-10V+0-20mA

Technical Parameter

LE40XZSF10LUM-D
LE40XZSF10LIM-D

LE40XZSF10LI4M-D

LE40XZSF10LIUM-D

® Flushed

2...10 mm 3...15 mm

LE40XZSN15LUM-D
LE40XZSN15LIM-D
LE40XZSN15L14M-D
LE40XZSN15LIUM-D

15-30VDC 3/4 Wires

@® Flushed
2...10 mm

M Non-flushed
3..15 mm

LE40XZSF10LUM-E2
LE40XZSF10LIM-E2
LE40XZSF10LI4M-E2
LE40XZSF10LIUM-E2

LE40XZSN151LUM-E2
LE40XZSN15LIM-E2
LE40XZSN15L14M-E2
LE40XZSN15LIUM-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Supply indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

15...30 VDC
<+10% Sr

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ , Current output R <470Q

<20mA <20mA
<+5% <+5%
<+3% <+3%
100Hz 50Hz
Yellow LED Yellow LED
yes yes
yes yes
-25...4+70°C -25..+70°C
35...95% 35..95%
IP67 P67
PBT PBT
Terminal connect Terminal connect
e ® e ®

e Thn

\

B

2-7.5x5.3 2-95.3
——

5] R
oAl _ L=
N LED, hd "’J

-
)
40 60

15...30 vDC
<+10% Sr

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ , Current output R <470Q

<20mA <20mA
<+5% <£5%
<+3% <+3%
100Hz 50Hz
Yellow LED Yellow LED
yes yes
yes yes
-25...+70°C -25...+70°C
35..95% 35...95%
P67 IP67
PBT PBT
M12 Connector M12 Connector
e ® e ®
= T

40

— e

2-7.5x5.3

21
/ M12x1

3p
| -&
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Inductive sensors,/ analog output

LESOXZ

15-30VDC 3/4 Wires

LEB0XZ L LEsoxz

Mounting

Sensing distance

0-10V
0-20mA

Output
4-20mA

0-10V+0-20mA

Technical Parameter

@ Flushed
8...40 mm

LE8OXZSF40LUM-D
LE8OXZSF40LIM-D
LE8OXZSF40LI4M-D
LE8OXZSF40LIUM-D

D Non-flushed
10... 50 mm

LE8OXZSN50LUM-D
LE8OXZSN50LIM-D
LE8OXZSN50LI4M-D
LES8OXZSN50LIUM-D

® Flushed
8...40 mm

LE8OXZSF40LUM-E2
LESOXZSF40LIM-E2
LE8OXZSF40LI4M-E2
LE8OXZSF40LIUM-E2

 Non-flushed
10... 50 mm

LES8OXZSN50LUM-E2
LE8OXZSN50LIM-E2
LE8OXZSN50LI4M-E2
LEBOXZSN50LIUM-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Supply indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ , Current output R <470Q

<20mA
<£5%
<£3%
80Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
IP67
PBT

Terminal connect

€ ®

15...30 VDC
<+10% Sr

<20mA
<+5%
<£3%
40Hz
Yellow LED
yes

yes

-25..+70°C
35..95%
P67
PBT

Terminal connect

€ ®

<

il

40

15...30 VDC
<+10% Sr

15...30 VDC
<+10% Sr

Voltage output R 24.7KQ , Current output R <470Q

<20mA <20mA
<£5% <£5%
<+3% <+3%
80Hz 40Hz
Yellow LED Yellow LED
yes yes
yes yes
-25...+70°C -25...+70°C
35..95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
€ ®

€ ®

104

M12x1

80

65

40
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Inductive sensors,/extended temperature

Down to -40°C

LR12X

Mounting

Sensing distance

® Flushed

2mm

D Non-flushed

4mm

@® Flushed

2mm

3

M Non-flushed

4mm

.;ﬁ\

9

NPN NO LR12XBFO2DNOW1 LR12XBNO4DNOW1 LR12XBFO2DNOW1-E2  LR12XBNO4DNOW1-E2
Output NPN NC LR12XBFO2DNCW1 LR12XBNO4DNCW1 LR12XBFO2DNCW1-E2 ~ LR12XBNO4DNCW1-E2
PNP NO LR12XBFO2DPOW1 LR12XBN04DPOW1 LR12XBFO2DPOW1-E2  LR12XBNO4DPOW1-E2
Output PNP NC LR12XBF02DPCW1 LR12XBNO4DPCW1 LR12XBFO2DPCW1-E2 LR12XBNO4DPCW1-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -40...+70°C -40...+70°C -40..+70°C -40...+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PUR Cable 2m PUR Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
51 63
43 - 46 MX
e =
\\ \Leo
AF17 4 thick \M12x1 M12x1 \AF17 4thick
51 63
4 43 Lo 4 46 MA
R | o _ H—tHt-— 11
LED

AF17 4 thick \M12x1

\M12x1 \AF17 4thick

www.lanbaosensor.com



Inductive sensors,/extended temperature

Down to -40°C

Mounting ® Flushed @ Non-flushed ® Flushed ® Non-flushed
Sensing distance S5mm 8mm Smm 8mm
@fp » &

&7

NPN NO LR18XBFOSDNOW1 LR18XBNOSDNOW1 LR18XBFOSDNOW1-E2  LR18XBNOSDNOW1-E2
Output NPN NC LR18XBFOSDNCW1 LR18XBNOSDNCW1 LR18XBFOSDNCW1-E2  LR18XBNOSDNCW1-E2
PNP NO LR18XBFOSDPOW1 LR18XBNOSDPOW1 LR18XBFOSDPOW1-E2 ~ LR18XBNOSDPOW1-E2
Output PNP NC LR18XBFOSDPCW1 LR18XBNO8DPCW1 LR18XBFOSDPCW1-E2 LR18XBNO8DPCW1-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -40...+70°C -40...+70°C -40..+70°C -40..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PUR Cable 2m PUR Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

I 515 | 76 £3 |

43 LD — M12x1
Lnsa INAF24 4 thick MiBd \AF24 dihick =
8. % 8 46 - '
LED — M12x1
e 1=
1 I ._lj ____H B I
Ane TNAE24 4 thick \La; \aF24 athick L
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Inductive sensors,/extended temperature

Down to -40°C

LR30X LR30X

Mounting

Sensing distance

® Flushed

10mm

D Non-flushed

15mm

3

@® Flushed

10mm

M Non-flushed

15mm

NPN NO LR30XBFIODNOW1 LR30XBN15DNOW1 LR30XBFIODNOW1-E2  LR30XBN15DNOWI1-E2
Output NPN NC LR30XBF1IODNCW1 LR30XBN15DNCW1 LR30XBFIODNCWI1-E2  LR30XBN15DNCW1-E2
PNP NO LR30XBF10DPOW1 LR30XBN15DPOW1 LR30XBFLODPOW1-E2 ~ LR30XBN15DPOW1-E2
Output PNP NC LR30XBF10DPCW1 LR30XBN15DPCW1 LR30XBF1O0DPCW1-E2 LR30XBN15DPCW1-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -40...+70°C -40..+70°C -40..+70°C -40..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PUR Cable 2m PUR Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®

51.5

43 LED

M30x1.57H E AF36 5 thick
M30x1.5
51
;Fﬁ LED

M30x1.5 AF36 5 thick M12x
M30x1.5 \AF36 5thick
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Inductive sensors,/extended temperature

LE40SZ

LEd05z LEd05z

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flushed

15mm

D Non-flushed

20mm

@® Flushed

15mm

M Non-flushed

20mm

LE40SZSF15DNOW1-E2
LE40SZSF15DNCW1-E2
LE40SZSF15DNRW1-E2

LE40SZSF15DPOW1-E2
LE40SZSF15DPCW1-E2
LE40SZSF15DPRW1-E2

LE40SZSN20DNOW1-E2
LE40SZSN20DNCW1-E2
LE40SZSN20DNRW1-E2

LE40SZSN20DPOW1-E2
LE40SZSN20DPCW1-E2
LE40SZSN20DPRW1-E2

LE40SZSF15ENOW1-E2
LE40SZSF15ENCW1-E2
LE40SZSF15ENRW1-E2

LE40SZSF15EPOW1-E2
LE40SZSF15EPCW1-E2
LE40SZSF15EPRW1-E2

LE40SZSN20ENOW1-E2
LE40SZSN20ENCW1-E2
LE40SZSN20ENRW1-E2

LE40SZSN20EPOW1-E2
LE40SZSN20EPCW1-E2
LE40SZSN20EPRW1-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT
M12 Connector

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
200Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT
M12 Connector

€ ®

LED,

40
66

6 2955

[

40

M12x1

20

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
200Hz
Yellow LED
yes
yes
yes
-40...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

LED,

20
40

7
il

40
66

L

40

— 18] . \2.25.5
20

M12x1
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Inductive sensors,/extended temperature

LE40XZ

Down to -40°C

Item Code (I 7:11) ¥4 LE40XZ

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Technical Parameter

® Flushed

15mm

D Non-flushed

20mm

@ Flushed

15mm

M Non-flushed

20mm

A

LE40XZSF15DNOW1-D
LE40XZSF15DNCW1-D
LE40XZSF15DNRW1-D

LE40XZSF15DPOW1-D
LE40XZSF15DPCW1-D
LE40XZSF15DPRW1-D

LE40XZSN20DNOW1-D
LE40XZSN20DNCW1-D
LE40XZSN20DNRW1-D

LE40XZSN20DPOW1-D
LE40XZSN20DPCW1-D
LE40XZSN20DPRW1-D

LE40XZSF15DNOW1-E2
LE40XZSF15DNCW1-E2
LE40XZSF15DNRW1-E2

LE40XZSF15DPOW1-E2
LE40XZSF15DPCW1-E2
LE40XZSF15DPRW1-E2

LE40XZSN20DNOW1-E2
LE40XZSN20DNCW1-E2
LE40XZSN20DNRW1-E2

LE40XZSN20DPOW1-E2
LE40XZSN20DPCW1-E2
LE40XZSN20DPRW1-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-40...+70°C
35..95%
P67
PBT

Terminal connect

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5vV
<15mA
1---20%
<3%
200Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

o

\

e

2-7.5x5.3

T LED,

40

L= I

40

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<3% <3%
300Hz 200Hz
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-40...+70°C -40...+70°C
35...95% 35...95%
P67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®

[ m-u'L/IU 1%
2-7.5x5.3 2-95.3 21
— / M12x1
2| s, — -8 j
7
40 60 15
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Inductive sensors,/extended temperature

LE40XZ

Item Code LE40XZ LE40XZ

Mounting

Sensing distance

Output

Output

NPN NO
NPN NC
NPN NO+NC

PNP NO
PNP NC
PNP NO+NC

Technical Parameter

® Flushed

15mm

D Non-flushed

20mm

Down to -40°C

@® Flushed

15mm

M Non-flushed

20mm

Tz,

LE40XZSF15ENOW1-D
LE40XZSF15ENCW1-D
LE40XZSF15ENRW1-D

LE40XZSF15EPOW1-D
LE40XZSF15EPCW1-D
LE40XZSF15EPRW1-D

LE40XZSN20ENOW1-D
LE40XZSN20ENCW1-D
LE40XZSN20ENRW1-D

LE40XZSN20EPOW1-D
LE40XZSN20EPCW1-D
LE40XZSN20EPRW1-D

LE40XZSF15ENOW1-E2
LE40XZSF15ENCW1-E2
LE40XZSF15ENRW1-E2

LE40XZSF15EPOW1-E2
LE40XZSF15EPCW1-E2
LE40XZSF15EPRW1-E2

LE40XZSN20ENOW1-E2
LE40XZSN20ENCW1-E2
LE40XZSN20ENRW1-E2

LE40XZSN20EPOW1-E2
LE40XZSN20EPCW1-E2
LE40XZSN20EPRW1-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
300Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
IP67
PBT

Terminal connect

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
200Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

o

\

e

2-7.5x5.3

T LED,

40

- [J#

1

N

40

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<3% <3%
300Hz 200Hz
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-40...+70°C -40...+70°C
35...95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®

= T

40

—

2-7.5x5.3

/21
'_ﬁ% M12x1

ol 14
T 1Y
—

N
=

60 15 |
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Inductive sensors,/extended temperature

LESOXZ

Down to -40°C

LEs0XZ LESOXZ

Mounting

Sensing distance

® Flushed

40mm

D Non-flushed

50mm

@ Flushed

40mm

M Non-flushed

50mm

OV

NPN NO LES8OXZSFAODNOW1-D  LEBOXZSN50DNOW1-D LESOXZSF4AODNOW1-E2 LES8OXZSN50DNOW1-E2
Output NPN NC LESOXZSFA0ODNCW1-D  LE8OXZSN50DNCW1-D LES8OXZSFAODNCW1-E2  LES8OXZSNS50DNCW1-E2
NPN NO+NC LES8OXZSF4AODNRW1-D  LE8OXZSN50DNRW1-D LE8OXZSFAODNRW1-E2  LES8OXZSN50DNRW1-E2
PNP NO LES8OXZSF40DPOW1-D  LES8OXZSN50DPOW1-D LE8OXZSF40DPOW1-E2  LE8OXZSN50DPOW1-E2
Output PNP NC LES8OXZSF40DPCW1-D  LE8OXZSN50DPCW1-D LES8OXZSF4A0DPCW1-E2  LEBOXZSNS50DPCW1-E2
PNP NO+NC LES8OXZSF40DPRW1-D  LES8OXZSN50DPRW1-D LES8OXZSF4A0DPRW1-E2  LE8OXZSN50DPRW1-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

-t

il

40

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT
M12 Connector
€ ®

104

10...30 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-40...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

80

65

M12x1 ; m

40
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Inductive sensors,/extended temperature

LESOXZ

LESOXZ LESOXZ

Mounting

Sensing distance

Output

Output

NPN NO
NPN NC
NPN NO+NC

PNP NO
PNP NC
PNP NO+NC

Technical Parameter

® Flushed

40mm

D Non-flushed

50mm

Down to -40°C

@® Flushed

40mm

M Non-flushed

50mm

OV

LES8OXZSF4A0ENOW1-D
LE8OXZSF40ENCW1-D
LE8OXZSF40ENRW1-D

LE8OXZSF40EPOW1-D
LE8OXZSF40EPCW1-D
LE8OXZSF40EPRW1-D

LES8OXZSN50ENOW1-D
LES8OXZSN50ENCW1-D
LE8OXZSN50ENRW1-D

LES8OXZSN50EPOW1-D
LE8OXZSN50EPCW1-D
LE8OXZSN50EPRW1-D

LES8OXZSFA0ENOW1-E2
LESOXZSF40ENCW1-E2
LE8OXZSFA0ENRW1-E2

LE8OXZSFA0EPOW1-E2
LE8OXZSF40EPCW1-E2
LE8OXZSF40EPRW1-E2

LES8OXZSN50ENOW1-E2
LESOXZSN50ENCW1-E2
LE8OXZSN50ENRW1-E2

LE8OXZSN50EPOW1-E2
LESOXZSN50EPCW1-E2
LESOXZSN50EPRW1-E2

Supply voltage
Switch point drift

Load current

Voltage drop

Consumption current

Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection

Surge protection

Short-circuit protection

Ambient temperature

Ambient moisture
Protection degree
Housing material

Connection

Certification

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
IP67
PBT

Terminal connect

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT

Terminal connect

€ ®

—E% =

+

40

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
100Hz
Yellow LED
yes
yes
yes
-40...+70°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<200mA
<2.5V
<15mA
1---20%
<3%
50Hz
Yellow LED
yes
yes
yes
-40...+70°C
35..95%
P67
PBT
M12 Connector

€ ®

40
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Inductive sensors,/extended temperature

Up to 120°C

Item Code LR12X LR12X

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 2mm 4mm 2mm 4mm

NPN NO LR12XBFO2DNOW LR12XBNO4DNOW LR12XBFO2DNOW-E2 LR12XBNO4DNOW-E2
Output NPN NC LR12XBFO2DNCW LR12XBNO4DNCW LR12XBFO2DNCW-E2 LR12XBNO4DNCW-E2
PNP NO LR12XBFO2DPOW LR12XBN04DPOW LR12XBFO2DPOW-E2 LR12XBNO4DPOW-E2
Output PNP NC LR12XBFO2DPCW LR12XBN0O4DPCW LR12XBFO2DPCW-E2 LR12XBNO4DPCW-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator

Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection
Ambient temperature -25..+120°C -25...+120°C -25..+120°C -25...4120°C

Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection Silica Gel Silica Gel M12 Connector M12 Connector
Certification CE ® CE ® CE ® CE ®

51 46 - M12x1

43

AF17 4 thick \M12x1 \M12x1 \AF17 4thick

51 63
4 43 4 46 M12x1

AF17 4 thick \M12x1
M12x1 \AF17 4thick
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Inductive sensors,/extended temperature

LRI8X LR18X

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 5mm 8mm Smm 8mm

NPN NO LR18XBFOSDNOW LR18XBNOSDNOW LR18XBFOSDNOW-E2 LR18XBNO8DNOW-E2
Output NPN NC LR18XBFOSDNCW LR18XBNOSDNCW LR18XBFOSDNCW-E2 LR18XBNOSDNCW-E2

PNP NO LR18XBFO5DPOW LR18XBNOSDPOW LR18XBFOSDPOW-E2 LR18XBNO8DPOW-E2
Output PNP NC LR18XBFOSDPCW LR18XBNO8S8DPCW LR18XBFOSDPCW-E2 LR18XBNO8DPCW-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 1000Hz 800Hz 1000Hz 800Hz
Output indicator
Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection

Ambient temperature -25..+120°C -25..+120°C -25..+120°C -25..+120°C
Ambient moisture 35..95% 35..95% 35...95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection Silica Gel Silica Gel M12 Connector M12 Connector
Certification CE ® CE ® CE ® CE ®
| 63 )
51.5
43 M12x1
Migx/ AF24 4 thick Migi \AF24 dinick
51.5 63 )
8 3 8 46
R — M12x1
N B T
= -
M18x1/ AF24 4 thick \M18;1 Varoa atick
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Inductive sensors,/extended temperature

Up to 120°C

LR30X LR30X

Mounting

Sensing distance

® Flushed

10mm

 Non-flushed

15mm

® Flushed

10mm

D Non-flushed

15mm

NPN NO LR30XBF1IODNOW LR30XBN15DNOW LR30XBF1I0DNOW-E2 LR30XBN15DNOW-E2
Output NPN NC LR30XBFLODNCW LR30XBN15DNCW LR30XBFLODNCW-E2 LR30XBN15DNCW-E2
PNP NO LR30XBF10DPOW LR30XBN15DPOW LR30XBF10DPOW-E2 LR30XBN15DPOW-E2
Output PNP NC LR30XBF10DPCW LR30XBN15DPCW LR30XBF10DPCW-E2 LR30XBN15DPCW-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 500Hz 300Hz 500Hz 300Hz
Output indicator
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25..+120°C -25..+120°C -25..+120°C -25..+120°C
Ambient moisture 35..95% 35..95% 35...95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection Silica Gel Silica Gel M12 Connector M12 Connector
Certification CE ® CE ® CE ® CE ®
4531'5
-t H-
M30x1.5 _AF36 5 thick
" 515
Y G e 1
M30x1.5/ AF36 5 thick

M30x1.5 \AF36 5thick
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Inductive sensors,/extended temperature

LE40SZ

Up to 100°C

LEd0Sz LEd05z

Mounting

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

® Flushed

15mm

D Non-flushed

20mm

@ Flushed

15mm

M Non-flushed

20mm

LE40SZSF15DNOW?2-E2
LE40SZSF15DNCW2-E2
LE40SZSF15DNRW2-E2

LE40SZSF15DPOW?2-E2
LE40SZSF15DPCW2-E2
LE40SZSF15DPRW2-E2

LE40SZSN20DNOW?2-E2
LE40SZSN20DNCW2-E2
LE40SZSN20DNRW?2-E2

LE40SZSN20DPOW?2-E2
LE40SZSN20DPCW2-E2
LE40SZSN20DPRW2-E2

LE40SZSF15ENOW?2-E2
LE40SZSF15ENCW2-E2
LE40SZSF15ENRW2-E2

LE40SZSF15EPOW2-E2
LE40SZSF15EPCW2-E2
LE40SZSF15EPRW2-E2

LE40SZSN20ENOW2-E2
LE40SZSN20ENCW2-E2
LE40SZSN20ENRW2-E2

LE40SZSN20EPOW2-E2
LE40SZSN20EPCW2-E2
LE40SZSN20EPRW2-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
300Hz

yes

yes

-25...+100°C
35...95%
IP67
PBT
M12 Connector

€ ®

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes

yes

-25...+100°C
35...95%
IP67
PBT
M12 Connector

€ ®

20
40

40
66

L

40

6 2-955
20

M12x1

20

10...60 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
300Hz

yes

yes

-25...+100°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
200Hz

yes

yes

-25...+100°C
35..95%
P67
PBT
M12 Connector

€ ®

20
40

)

40
66

L

40

6 2-95.5
20

M12x1

20
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Inductive sensors,/extended temperature

LE40XZ
Up to 100°C

Item Code LE40XZ LE40XZ

Mounting

Sensing distance

® Flushed

15mm

D Non-flushed

20mm

@® Flushed

15mm

M Non-flushed

20mm

POIO?

NPN NO LE40XZSF15DNOW2-D  LE40XZSN20DNOW2-D LE40XZSF15DNOW2-E2 LEA0XZSN20DNOW2-E2
Output NPN NC LE40XZSF15DNCW2-D  LE40XZSN20DNCW2-D LE4A0XZSF15DNCW2-E2  LE4A0XZSN20DNCW?2-E2
NPN NO+NC LE40XZSF15DNRW2-D  LE40XZSN20DNRW2-D LE40XZSF15DNW2R-E2  LE40OXZSN20DNRW2-E2
PNP NO LE40XZSF15DPOW2-D | E40XZSN20DPOW2-D LE40XZSF15DPOW2-E2  LEA0OXZSN20DPOW2-E2
Output PNP NC LE40XZSF15DPCW2-D | E40XZSN20DPCW2-D LE40XZSF15DPCW2-E2  LEAOXZSN20DPCW2-E2
PNP NO+NC LE40XZSF15DPRW2-D | E40XZSN20DPRW2-D LE40XZSF15DPRW2-E2  LE40OXZSN20DPRW2-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <150mA <150mA <150mA <150mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 300Hz 200Hz 300Hz 200Hz
Output indicator
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -25...+100°C -25...+100°C -25...+100°C -25...+100°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection Terminal connect Terminal connect M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
o= [lamsl o= Rumsl
: = : T
I
27.5x5.3 2353 2-7.5x5.3 2953 /21
M12x1
- e RIS < AT -
[ @ |— &
40 [ 60 40 [ 60
140 129
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Inductive sensors,/extended temperature

LE40XZ

Up to 100°C

Item Code (I 7:11) ¥4 LE40XZ

Mounting

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

Technical Parameter

® Flushed

15mm

D Non-flushed

20mm

@ Flushed

15mm

M Non-flushed

20mm

VOO

LE40XZSF15ENOW2-D
LE40XZSF15ENCW2-D
LE40XZSF15ENRW2-D

LE40XZSF15EPOW2-D
LE40XZSF15EPCW2-D
LE40XZSF15EPRW2-D

LE40XZSN20ENOW?2-D
LE40XZSN20ENCW2-D
LE40XZSN20ENRW2-D

LE40XZSN20EPOW2-D
LE40XZSN20EPCW2-D
LE40XZSN20EPRW2-D

LE40XZSF15ENOW2-E2
LE40XZSF15ENCW2-E2
LE40XZSF15ENRW2-E2

LE40XZSF15EPOW2-E2
LE40XZSF15EPCW2-E2
LE40XZSF15EPRW2-E2

LE40XZSN20ENOW?2-E2
LE40XZSN20ENCW2-E2
LE40XZSN20ENRW2-E2

LE40XZSN20EPOW2-E2
LE40XZSN20EPCW2-E2
LE40XZSN20EPRW2-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<150mA <150mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<5% <5%
300Hz 200Hz
yes yes
yes yes
-25..+100°C -25..+100°C
35...95% 35..95%
P67 IP67
PBT PBT
Terminal connect Terminal connect
e ® e ®

Il T =T

S | }3
I

2-7.5%5.3 2-25.3
- e
] (&
40 [ 60
140

10...60 VDC 10...60 VDC
<+10% Sr <+10% Sr
<150mA <150mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<5% <5%
300Hz 200Hz
yes yes
yes yes
-25..+100°C -25...+100°C
35...95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®

[ ﬂ""”[/lu 1%
2-7.5x5.3 2-95.3 21
- — / M12x1
g H—-—|— -8 1¢
[ [
40 | 60
129
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Inductive sensors,/extended temperature

LESOXZ

LESOXZ LESOXZ

Mounting

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

Technical Parameter

® Flushed

40mm

D Non-flushed

50mm

@® Flushed

40mm

Up to 100°C

M Non-flushed

50mm

o 4

LES8OXZSF4A0DNOW2-D
LES8OXZSF40DNCW?2-D
LE8OXZSF40DNRW2-D

LE8OXZSF40DPOW2-D
LE8OXZSF40DPCW2-D
LE8OXZSF40DPRW2-D

LES8OXZSN50DNOW?2-D
LESOXZSN50DNCW2-D
LES8OXZSN50DNRW2-D

LES8OXZSN50DPOW2-D
LE8OXZSN50DPCW2-D
LE8OXZSN50DPRW2-D

LES8OXZSFA0DNOW2-E2
LES8OXZSFA0DNCW?2-E2
LE8OXZSFA0DNRW2-E2

LE8OXZSF4A0DPOW2-E2
LE8OXZSF40DPCW2-E2
LES8OXZSF40DPRW2-E2

LES8OXZSN50DNOW?2-E2
LES8OXZSN50DNCW2-E2
LE8OXZSN50DNRW2-E2

LE8OXZSN50DPOW?2-E2
LES8OXZSN50DPCW2-E2
LESOXZSN50DPRW2-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
100Hz

yes

yes

-25..+100°C
35..95%
IP67
PBT

Terminal connect

€ ®

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
50Hz

yes

yes

-25...+100°C
35..95%
IP67
PBT

Terminal connect

€ ®

-t

il

40

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
100Hz

yes

yes

-25..+100°C
35...95%
P67
PBT
M12 Connector

€ ®

104

10...30 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
50Hz

yes

yes

-25...+100°C
35..95%
P67
PBT
M12 Connector

€ ®

65

M12x1 5
M

|

|
65
80

40

www.lanbaosensor.com



Inductive sensors,/extended temperature

LESOXZ

Up to 100°C

LEs0XZ LESOXZ

Mounting

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

Technical Parameter

® Flushed

40mm

D Non-flushed

50mm

@ Flushed

40mm

M Non-flushed

50mm

OOV

LES8OXZSF40ENOW2-D
LESOXZSF40ENCW2-D
LE8OXZSF40ENRW2-D

LE8OXZSF40EPOW2-D
LE8OXZSF40EPCW2-D
LE8OXZSF40EPRW2-D

LES8OXZSN50ENOW?2-D
LES8OXZSN50ENCW2-D
LE8OXZSN50ENRW2-D

LE8OXZSN50EPOW2-D
LE8OXZSN50EPCW2-D
LES8OXZSN50EPRW2-D

LES8OXZSFA0ENOW2-E2
LESOXZSF40ENCW2-E2
LE8OXZSFA0ENRW2-E2

LE8OXZSFA0EPOW2-E2
LE8OXZSF40EPCW2-E2
LES8OXZSF40EPRW2-E2

LES8OXZSN50ENOW?2-E2
LESOXZSN50ENCW2-E2
LE8OXZSN50ENRW2-E2

LE8OXZSN50EPOW2-E2
LESOXZSN50EPCW2-E2
LESOXZSN50EPRW2-E2

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...60 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
100Hz

yes

yes

-25..+100°C
35..95%
IP67
PBT

Terminal connect

€ ®

10...60 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
50Hz

yes

yes

-25...+100°C
35..95%
IP67
PBT

Terminal connect

€ ®

<

10...60 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
100Hz

yes

yes

-25...+100°C
35...95%
P67
PBT
M12 Connector

€ ®

10...60 VDC
<+10% Sr
<150mA
<2.5V
<15mA
1---20%
<5%
50Hz

yes
yes

-25...+100°C
35...95%
P67
PBT
M12 Connector

€ ®

M12x1 Ry

40
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Inductive SeNSOrsS/Frequency enhanced

10-30VDC 3 Wires

Mounting

Sensing distance

® Flushed

2mm

D Non-flushed

4mm

@® Flushed

2mm

M Non-flushed

4mm

NPN NO LR12XCF02DNOG LR12XCNO4DNOG LR12XCFO2DNOG-E2 LR12XCNO4DNOG-E2
Output NPN NC LR12XCF02DNCG LR12XCNO4DNCG LR12XCFO2DNCG-E2 LR12XCNO4DNCG-E2
PNP NO LR12XCF02DPOG LR12XCN04DPOG LR12XCF02DPOG-E2 LR12XCN04DPOG-E2
Output PNP NC LR12XCF02DPCG LR12XCN04DPCG LR12XCFO02DPCG-E2 LR12XCNO4DPCG-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 4000Hz 3000Hz 4000Hz 3000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® ceE ® CE ®
e 73
56 M12x1
* Cable material'and length ‘I___ T T - -
can be customized '\M/ 17 ik LEDA M1M/ a1 — \iD
A o 4 56 - MI2x]
M/ M1ﬂ/ “_* AF17 4 thick \EE
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Inductive SeNSOrsS/Frequency enhanced

10-30VDC 3 Wires

LR18X LR1eX

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance S5mm 8mm Smm 8mm

<§\
‘-"_."‘\

NPN NO LR18XCFO5DNOG LR18XCNO8DNOG LR18XCFO5DNOG-E2 LR1I8XCNOSDNOG-E2
Output NPN NC LR18XCFO5DNCG LR1I8XCNO8DNCG LR18XCFO5DNCG-E2 LR18XCNO8DNCG-E2
PNP NO LR18XCFO5DPOG LR18XCNO8DPOG LR18XCFO5DPOG-E2 LR18XCNO8DPOG-E2
Output PNP NC LR18XCFO5DPCG LR18XCNO8DPCG LR18XCFO5DPCG-E2 LR18XCNO8DPCG-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <10mA <10mA <10mA <10mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 2000Hz 1500Hz 2000Hz 1500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
| 61.5 2
i = i¢ M12x1
* Cable material and length ‘mﬁ - - ~H]— - — - — —
can be customized
M/ “\_AF24 4thick LED M18x “NAF24 4 thick\ LED
61.5 73
8 53 5 = M12x1
I 5 I ISR | - — -
M/ “\_AF24 4thick LED uiay/ TNAE24 4ihic\LED
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Inductive SeNSOIS/High pressure resistant

LR12X/LR18X

Mounting

Sensing distance

® Flushed

1. 5mm

@® Flushed

1. 5mm

4

. d

~0

LR12X LR1eX

® Flushed

2mm

® Flushed

2mm

NPN NO LR12XBF15DNOB LR12XBF15DNOB-E2 LR18XBFO2DNOB LR18XBFO2DNOB-E2
Output NPN NC LR12XBF15DNCB LR12XBF15DNCB-E2 LR18XBFO2DNCB LR18XBFO2DNCB-E2
PNP NO LR12XBF15DPOB LR12XBF15DPOB-E2 LR18XBF02DPOB LR18XBF02DPOB-E2
Output PNP NC LR12XBF15DPCB LR12XBF15DPCB-E2 LR18XBF02DPCB LR18XBFO2DPCB-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+15% Sr <+15% Sr <+15% Sr <+15% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <5% <5% <5% <5%
Frequency 600Hz 600Hz 200Hz 200Hz
Output indicator
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Withstand 500bar 500bar 500bar 500bar
Ambient temperature -25...+80°C -25...+80°C -25...+80°C -25...+80°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree 1P68 1P68 IP68 IP68
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PUR Cable M12 Connector 2m PUR Cable M12 Connector
Certification CeE ® e ® e ® CeE ®
62 58
bl land | h N :O N -
* Cable material and lengt| ~ ~
can be customized %I‘ - l— - :— &‘3‘ gI =
315'01)%352.'9‘;1 \& \% X: 2:14 thick
77 74
17.9 40_‘ | swio 12, 46 ,SWA
T i gaes
\ osmons "’”N—KM 211x21.5 MWM
210x@5.9x1 \AF 17 4 thick @14x@11.6x1.5 \ AF 24 4 thick
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Inductive SeNSOIS/High pressure resistant I_ R 1 6X/ I_ R14X

10-30VDC 3 Wires

Item Code LR16X LR14X

Mounting ® Flushed ® Flushed ® Flushed ® Flushed

Sensing distance 2mm 2mm 1.5mm 1.5mm

-

NPN NO LR16XBFO2DNOB LR16XBFO2DNOB-E2 LR14XBF15DNOB LR14XBF15DNOB-E2
Output NPN NC LR16XBFO2DNCB LR16XBFO2DNCB-E2 LR14XBF15DNCB LR14XBF15DNCB-E2
PNP NO LR16XBFO2DPOB LR16XBFO2DPOB-E2 LR14XBF15DPOB LR14XBF15DPOB-E2
Output PNP NC LR16XBF02DPCB LR16XBFO2DPCB-E2 LR14XBF15DPCB LR14XBF15DPCB-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+15% Sr <+15% Sr <+15% Sr <+15% Sr
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1--20% 1--20% 1---20% 1--20%
Repeat accuracy <5% <5% <5% <5%
Frequency 600Hz 600Hz 600Hz 600Hz
Output indicator
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Withstand 500bar 500bar 500bar 500bar
Ambient temperature -25...+80°C -25..+80°C -25...+80°C -25...+80°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree 1P68 1P68 IP68 IP68
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PUR Cable M12 Connector 2m PUR Cable M12 Connector
Certification CeE ® e ® ce ™ e ™
12 gi %
SW14 10.2
* Cable material and length N | |
can be customized gI -] = S } _I=
Giindiext.s X: 2214 thick 9/16-MSW19
12 413 S E——
SW14 10.2 O
- N
BT T
S}J;S}a?ejmﬂ J16:180NF 1o/ wrzx
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Inductive sensors/rul metal housing LR12X/LR18X

10-30VDC 3 Wires

Mounting ® Flushed ® Flushed ® Flushed ® Flushed

Sensing distance 2mm 2mm S5mm 5mm

NPN NO LR12XCFO02DNOQ LR12XCFO2DNOQ-E2 LR18XCFOSDNOQ LR18XCFOSDNOQ-E2
Output NPN NC LR12XCFO2DNCQ LR12XCFO2DNCQ-E2 LR18XCFO5DNCQ LR18XCFO5DNCQ-E2

PNP NO LR12XCF02DPOQ LR12XCF02DPOQ-E2 LR18XCFO5DPOQ LR18XCFO5DPOQ-E2
Output PNP NC LR12XCF02DPCQ LR12XCF02DPCQ-E2 LR18XCFO5DPCQ LR18XCFO5DPCQ-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 300Hz 200Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Withstand 80bar 80bar 60bar 60bar
Ambient temperature -25...+70°C -25...+70°C -25...+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 IP67
Housing material Stainless steel Stainless steel Stainless steel Stainless steel
Connection 2m PVC Cable M12 Connector 2m PVC Cable M12 Connector
Certification CeE ® e ® e ® e ®

5361 521.5 o

LED

* Cable material and length
can be customized

M12x1/ AF17 4 thick M18x]/ AF24 4 thick
75 75
50
50 Mi2x1 ——I M12x1

i \LED \
M2t AF17 4 thick M18x1 AF24 4 thick \LED
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Inductive sensors,/rui metal housing

10-30VDC 3 Wires
]

Mounting ® Flushed ® Flushed

Sensing distance 10mm 10mm

NPN NO LR30XCF10DNOQ LR30XCF10DNOQ-E2
Output NPN NC LR30XCF10DNCQ LR30XCF10DNCQ-E2

PNP NO LR30XCF10DPOQ LR30XCF10DPOQ-E2
Output PNP NC LR30XCF10DPCQ LR30XCF10DPCQ-E2
Supply voltage 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <15mA <15mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency 100Hz 100Hz
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Withstand 40bar 40bar
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree 1P67 1P67
Housing material Stainless steel Stainless steel
Connection 2m PVC Cable M12 Connector
Certification e ® e ®

62
II .
* Cable material and length /_
can be customized g - - —
M30x1.5, NAF36 5 thick

75

50

ﬂ 1:; M12x1
_k LED
M30x1.5 AF36 5 thick
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Inductive sensors/ seif-diagnosed

10-30VDC 3 Wires

Mounting

Sensing distance

PNP NO

Output PNP NC

@ Non-flushed

3. 7mm

 Non-flushed

3. 7mm

LR12XCN37HPOZ
LR12XCN37HPCZ

LR12XBN37HPOZ-E2
LR12XBN37HPCZ-E2

D Non-flushed

3. 7mm

LR12XDN37HPOZ-E2
LR12XDN37HPCZ-E2

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

20...30 VDC 20...30 VDC
<£10% Sr <£10% Sr
<130mA <130mA
<5V <5V
<25mA <25mA
1---20% 1---20%
<5% <5%
300Hz 300Hz
yes yes
yes yes
yes yes
-25..+70°C -25..+70°C
35..95% 35..95%
P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable M12 Connector
€ ® € ®

70
4 57
AF17 4 thick  \ M12x1
70 |
4 40 ‘

/AF17 4 thick M12x1 M12x1

20...30 VDC
<+10% Sr
<130mA
<5V
<25mA
1---20%
<5%
300Hz

yes
yes
yes
-25..+70°C
35..95%
IP67
Nickel-copper Alloy
M12 Connector

€ ®

89 |

AF17 4 thick \M12x1 M12x1
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Inductive sensors/welding-immune

10-30VDC 3 Wires (>100mT)

Item Code LR12X LR12X

Mounting ® Flushed @ Non-flushed ® Flushed @ Non-flushed

Sensing distance 2mm 4mm 2mm 4mm

&

NPN NO LR12XBFO2DNOA LR12XBNO4DNOA LR12XBFO2DNOA-E2 LR12XBNO4DNOA-E2
Output NPN NC LR12XBFO2DNCA LR12XBNO4DNCA LR12XBFO2DNCA-E2 LR12XBNO4DNCA-E2
PNP NO LR12XBFO2DPOA LR12XBNO4DPOA LR12XBF02DPOA-E2 LR12XBNO4DPOA-E2
Output PNP NC LR12XBFO2DPCA LR12XBNO4DPCA LR12XBFO2DPCA-E2 LR12XBNO4DPCA-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 3000Hz 2000Hz 3000Hz 2000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material Brass+PTFE Coating Brass+PTFE Coating Brass+PTFE Coating Brass+PTFE Coating
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®
| 51 63
I 43 46 M12x1
| LED
* Cable material and length - B - ] ] ﬁ_ R
can be customized LED
AF17 4 thick \M12x1 \M12x1 \AF17 4thick
51 63
4 43 4 46 M12x1
LED _l
I | L _ _ _ o — =11
LED

AF17 4 thick \M12x1 \M12x1  \AF17 4thick
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Inductive sensors/welding-immune

10-30VDC 3 Wires (>100mT)

Mounting

Sensing distance

@ Flushed

5mm

D Non-flushed

8mm

@® Flushed

5mm

 Non-flushed

8mm

o

NPN NO LR18XBFOSDNOA LR18XBNOSDNOA LR18XBFOSDNOA-E2 LR18XBNOS8DNOA-E2
Output NPN NC LR18XBFOSDNCA LR18XBNOS8DNCA LR18XBFOSDNCA-E2 LR18XBNO8DNCA-E2
PNP NO LR18XBFO5DPOA LR18XBNO8DPOA LR18XBFO5DPOA-E2 LR18XBNO8DPOA-E2
Output PNP NC LR18XBFOSDPCA LR18XBNO88DPCA LR18XBFO5DPCA-E2 LR18XBNO8DPCA-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 1500Hz 1000Hz 1500Hz 1000Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes

Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Brass+PTFE Coating Brass+PTFE Coating Brass+PTFE Coating Brass+PTFE Coating
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® e ® CE ®

* Cable material and length
can be customized

€ ®

M12x1

M18x1 \AF24 4thick
63

LED

8 8 46 .
R M12x1
H H
- H H
U LED \ U LED
M18x1  \AF24 4thick M18x1 \AF24 4thick
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Inductive sensors/welding-immune

10-30VDC 3 Wires (>100mT)
LR30X

® Flushed  Non-flushed ® Flushed M Non-flushed

Sensing distance 10mm 15mm 10mm 15mm

Mounting

NPN NO LR30XBF10DNOA LR30XBN15DNOA LR30XBF10DNOA-E2 LR30XBN15DNOA-E2
Output NPN NC LR30XBF10DNCA LR30XBN15DNCA LR30XBF10DNCA-E2 LR30XBN15DNCA-E2

PNP NO LR30XBF10DPOA LR30XBN15DPOA LR30XBF10DPOA-E2 LR30XBN15DPOA-E2
Output PNP NC LR30XBF10DPCA LR30XBN15DPCA LR30XBF10DPCA-E2 LR30XBN15DPCA-E2
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---20% 1---20% 1---20% 1---20%
Repeat accuracy <3% <3% <3% <3%
Frequency 800Hz 500Hz 800Hz 500Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25..+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Brass+PTFE Coating Brass+PTFE Coating Brass+PTFE Coating Brass+PTFE Coating
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CE ® CeE ®

63
46

LED

* Cable material and length
can be customized

12 46
LED
Y M12x1

M30x1.5 \AF36 5thick M30x1.5 \AF36 5thick
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Inductive SensorS/Welding-immune

LR40SZ/LE40XZ
10-30VDC 3 Wires (>100mT)

item Code S sz LEA0Z

@ Flushed  Non-flushed ® Flushed  Non-flushed

15mm

Mounting

Sensing distance 20mm

T

15mm 20mm

NPN NO LE40SZSF15DNOA-E2 LE40SZSN20DNOA-E2 LE40XZSF15DNOA-D LE40XZSN20DNOA-D
Output NPN NC LE40SZSF15DNCA-E2 LE40SZSN20DNCA-E2 LE40XZSF15DNCA-D LE40XZSN20DNCA-D
PNP NO LE40SZSF15DPOA-E2 LE40SZSN20DPOA-E2 LE40XZSF15DPOA-D LE40XZSN20DPOA-D
Output PNP NC LE40SZSF15DPCA-E2 LE40SZSN20DPCA-E2 LE40XZSF15DPCA-D LE40XZSN20DPCA-D

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Switch point drift <+10% Sr <+10% Sr <+10% Sr <+10% Sr
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <15mA <15mA <15mA <15mA
Hysteresis 1---15% 1---15% 1---15% 1---15%
Repeat accuracy <3% <3% <3% <3%
Frequency 300Hz 200Hz 300Hz 200Hz
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -25..+70°C -25...+70°C -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 IP67
Housing material PBT+PTFE Coating PBT+PTFE Coating PBT+PTFE Coating PBT+PTFE Coating
Connection M12 Connector M12 Connector Terminal connect Terminal connect
Certification CE ® e ® CE @ CE ®
o T
< 7 I,/U I
_ <l o N II }3
LED, N II
il = '"
o || @ 27863 25
e
] M12x1 g T, - 81—
g 5
& 40 60
) 140
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Inductive sensors/witn integrated rotation speed monitor L R 1 8 X/ L R3 O X

10-30VDC 3 Wires

LR18X LR30X

Mounting

Sensing distance

NPN NC
Output

PNP NC
Output

® Flushed D Non-flushed

5mm 8mm

@® Flushed M Non-flushed

10mm 15mm

LR18XCFO5DNC)

LR1I8XCNOSDNCJ

LR18XCFO5DPCJ LR18XCNOSDPC)J

LR30XCF10DNCJ LR30XCN15DNCJ

LR30XCF10DPCJ LR30XCN15DPCJ

Technical Parameter

Supply voltage
Switch point drift
Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Frequency

Output indicator
Polarity protection
Surge protection
Speed

Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

* Cable material and length
can be customized

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<3% <3%
Yellow LED Yellow LED
yes yes
yes yes

3...3000 transgenic/minutes  3...3000 transgenic/minutes

-25..+70°C -25...+70°C
35..95% 35..95%

P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable

€ ®

€ ®

61.5

VR

H
U LED
AF24 4thick

10...30 VDC 10...30 VDC
<+10% Sr <+10% Sr
<200mA <200mA
<2.5V <2.5V
<15mA <15mA
1---20% 1---20%
<3% <3%
Yellow LED Yellow LED
yes yes
yes yes

3...3000 transgenic/minutes  3...3000 transgenic/minutes

-25..+70°C -25..+70°C
35..95% 35..95%

P67 P67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®

VR

M30x1.5 \AF36 5thick

www.lanbaosensor.com JEAR!



Inductive SensorS/With integrated rotation speed monitor

20-250VAC 2 Wires
—

Mounting ® Flushed @ Non-flushed

Sensing distance 5mm 8mm

AC 2 Wires NC LR18XCFO5ATC) LR18XCNOS8ATC)
Output

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr
Load current <300mA <300mA
Voltage drop <10V <10V
Leakage current <3mA <3mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency

Output indicator Yellow LED Yellow LED
Polarity protection yes yes

Surge protection yes yes

Speed 3...1200 transgenic/minutes  3...1200 transgenic/minutes
Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable

Certification CE ® e ®

VR

* Cable material and length
can be customized

LED
AF24 4thick

www.lanbaosensor.com B



Inductive SensorS/With integrated rotation speed monitor

20-250VAC 2 Wires

LR30X I

Mounting ® Flushed @ Non-flushed

Sensing distance 10mm 15mm

AC 2 Wires NC LR30XCF10ATC) LR30XCN15ATC)
Output

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Switch point drift <+10% Sr <+10% Sr
Load current <300mA <300mA
Voltage drop <10V <10V
Leakage current <3mA <3mA
Hysteresis 1---20% 1---20%
Repeat accuracy <3% <3%
Frequency

Output indicator Yellow LED Yellow LED
Polarity protection yes yes

Surge protection

Speed 3...1200 transgenic/minutes  3...1200 transgenic/minutes

Ambient temperature -25..+70°C -25..+70°C
Ambient moisture 35..95% 35..95%
Protection degree IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable
Certification CE ® ce ®

62
III LED
* Cable material and length

can be customized VR

M30x1.5 \AF36 5thick
62
12 53 LED

VR
M30x1.5 \AF36 5thick
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Inductive sensors

Wiring diagram

DC 2 Wires Lead wire M8 Connector M12 Connector Terminal connect
BN 1 112 112
- oBN— & 1 . 31—+ —— +
No ® ® [0 _ O
| oBUr-r - 4y -2 st M i o
BN 1 1 1
—o—r—1——+ DT+ —=D—T— —=D—T—
NC <U> s <U> s <ﬂ> s <ﬂ> s
—oBUr-r - iy o e — - e — -
DC 3 Wires Lead wire M8 Connector M12 Connector Terminal connect
BN + —1- + —1- + —1- +
NPN NO <U> _/_E <U> 4 <U> 4 <U> A
BN 112 ¥ L1 + L1 +
NPN NC <U>_&::_‘BK <H>_/L_4- <U>_/L_2- <U>_/L_2-
| oBU Sy . 13y 13y
BN 1 1 1
—o=—+ L S — L L
PNP NO @ A BK @ 4o @ 4 @ 4
(o 1. B B B
BN 1 1 1
o= 4 ——)—————————+ ———+ -+
PNP NC <H>-/L BK <U>_/L_4- <ﬂ>_/r._2- <ﬂ>_/r._2-
[om— | B _ B _ B
DC 4 Wires Lead wire M12 Connector Terminal connect
BN + 1 + 1 +
- BK A |4
NPN NO+NC <U> _A EWHE <U> _A__2_§ é @ _/L_Z_EE
| oBU I — N
BN 1 1
o= ———+ - -
<H> - BK <ﬂ> i " <ﬂ> A :
PNP NO+NC A WH A2 A2
BU B 13 _ 3
AC 2 Wires Lead wire M12 Connector Terminal connect
O_~r= o o |[o
SCR NO - - -
—oBUror . o o
BN 1 1
ot ——~ M- H=>——-
SCR NC @ _A @ A @ A
—oBUro: . o 2o

www.lanbaosensor.com



Inductive sensors

AC/DC 2 Wires Lead wire M12 Connector Terminal connect
@ - oBN— =~ <U> 13—~ <U> By — =~
NO —- - -
—oBUr-r ~ _4_)_1_-::_: _4_)_1_'::_:
¢ _[r= o e | [o e
NC A A A
—oBUr-a ~ I i =
O_[r= o o=
NO/NC - = =
—oBUr-r =~ 142y o~ 4oy o~
NAMUR Lead wire M8 Connector M12 Connector Terminal connect
@ = _OBN—+ @ = _1.)—+ @ = _1_)—+ @ = _1_)—+
L.l oBU [ 5 — [ e —— S I I
Analog output Lead wire M12 Connector Terminal connect
BN 1 1
FO——+ P+ F=——+
3 Wires Q Do O ENEE ¢ I
Voltage output = |j Ua = yua = yua
oBY } [ s, [ s,
BN 1 1
o>+ ) H———————+
3 Wires 0 o | s | <ﬂ> o | | @ o | |
Current output = | o BK, 12 — 12_. a — 2., a
[ o8 ﬁ [ s E] [ s E]
BN 1 1
lo——n—— Hoy— Hoy—
4 Wires 0 BK e 14 e 14 *
Voltage/current output | [ — WH_la [fUa = ié. la |yUa = ié. la |§Ua
BU ) [ s E] [ 3 E]
Remarks
Connector M8 Connector M12 Connector
@ IO
® Q ®
Q Q
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Inductive sensors

Naming rules

1. Type Code 7. Mounting 10. Output Way 12. By Sensor Function
L:Inductive N:Non-flushed(nf) B:AC/DC 2 wires N/A:Standard function
F:Flushed(f) L:DC 2 wires M:Analogue
2. Shape Code T:AC 2 wires N:NAMUR
R:Cylindrical 8. Sensing Distance P:PNP W:High Temperature Resistant(-25°C...120°C)
E:Rectangular 02:2mm N:NPN W1:Low Temperature Resistant(-40°C...70°C)
04:4mm E:NPN/PNP W2:High Temperature Resistant(-25°C...100°C)
3. Size Code 10:10mm F:NPN+PNP B:High Pressure Resistant
Number:Housing diameter K:Relay T:Speed )
e.g: 08:M8 9. Supply Voltage ZSelf-Diagnosis
A:20...250VAC 11. Output Status Y:Extended Sensing Distance
4. Shape Code B:90...250VAC A:NO/NC Reversible G:High Frequ'ency
Q:Smooth Cylindrical C:380VAC B:NO/NC Optional Q:Metal Sensing Face
' Cable Optional;Potentiometer optional A:Welding-immune
V:Angle Column D:10...30VDC ONO
- X - K:EMI
Z:Combination E:10..60VDC CNC )
Rimm_ F:8.2VDC g F:Detect Iron Object
H:Ring-shaped R:INO+NC .
e G'5...60VDC - NF:Detect Non-Iron Object
U:U-shaped k .
IU:Voltage+Current J:Rotation Speed
L:15...30VDC
. A H:20...30VDC (0...10V,0...20mA)
5. Housing Material IV1~0 ':10VDC U:Voltage(0...10V) 13. Cable Length
N/A:Copper F5vDC LCurrent(0...20mA) N/A2m
S:Plastic 520, 250VAC/DC I4:Current(4...20mA) IM3m
G:Stainless Steel T‘12”424VDC / :
V:Aluminium e X
14. Connection
N/A:2M cable

6. Housing Length

E1:M8 connector (3 pins)

A:short E2:M12 connector (4 pins)
B:Standard :
C-Lon E3:M8 connector (4 pins)
--ong E4:M12 trapezoid connector (4 pins)
E5:M12 connector (5 pins)
D:Terminal

15.

Special Requirement
In 4 Digits

www.lanbaosensor.com
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Focus on global market, high-tech products

Try to build Lanbao to be a leading sensor and industrial automation group.

Lanbao seeks survival with quality,
development with technology and deems its duty to create value for customers.




Sensing the dream

Photoelectric sensors

Metal type
Plastic type
Rectangular type
U-type

(8 LANSNO

Shanghai Lanbao Sensing Technology Co., Ltd.




Lanbao Sensor

complete solution for the sensors

Established in 1998, Shanghai Lanbao Sensing Technology Co., Ltd is a leading supplier of
electronic products in China. The company has been always dedicated in providing customers
with individualized sensor products which are widely applied in industry and life area,

engineering system, technical services and solutions.

Lanbao has successfully developed and produced over 3000 types of sensors: inductive
sensors, capacitive sensors, photoelectric sensors, light curtains, magnetic sensors and solid
state relays etc. All products have been certified according to CE, UL, CCC standards and
meet the requirement of EU RoHS.

Focus on innovation, quality, service and global market, Lanbao insists on creating maximal
value for customers.
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Photoelectric sensors

In the long list you may find cylinder shape with size from M12 to M30 and
two housing materials (plastic and metal) optional. Also, we provide various
multifunctional square switches.

Detection mode: diffuse reflection, through beam reflection and retro-reflection.

www.lanbaosensor.com



Photoelectric sensors

Metal cylinder photoelectric sensors

- Distance adjustable, easy to set
-+ Cable and connector connection optional

%
Plastic cylinder photoelectric sensors

- Easy to mounting, economical and endurable

Plastic rectangular photoelectric sensors

- Built-in power, AC, DC or AC/DC optional
- Logical output and relay output optional
- Various time delay modes optional

U-Type photoelectric sensors

- Positioning accuracy fast response frequency
- Built in Surge protection / Polarity protection

/ Short-circuit protection

www.lanbaosensor.com



Photoelectric sensors

Metal type

main parameters

Supply : Sensing (] Housing )
DC 3/4 Wires

PR12
PR12
PR12
PR12
PR18
PR18
PR18
PR18
PR18
PR18
PR18G
PR18G
PR18G
PR18G
PR18G
PR18G
PR30
PR30
PR30
PR30
PR30
PR30
PR30L

DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires

DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V

Diffuse reflection
Diffuse reflection
Through beam
Through beam
Diffuse reflection
Diffuse reflection
Retro reflection
Retro reflection
Through beam
Through beam
Diffuse reflection
Diffuse reflection
Retro reflection
Retro reflection
Through beam
Through beam
Diffuse reflection
Diffuse reflection
Retro reflection
Retro reflection
Through beam
Through beam

Through beam

15cm
15cm
5m, 10m
5m, 10m
10cm , 40cm
10cm , 40cm
3m
3m
10m,20m
10m,20m
10cm , 40cm
10cm , 40cm
3m
3m
10m,20m
10m,20m
50cm , 100cm
50cm , 100cm
5m
5m
20m , 40m
20m , 40m
100m , 150m

M12*1*50
M12*1*50
M12*1*50
M12*1*50
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M30*1.5*50
M30*1.5*50
M30*1.5*50
M30*1.5*50
M30*1.5*50
M30*1.5*50
M30*1.5*80

Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
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Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M?12 Connector
Cable
M12 Connector
Cable



Photoelectric sensors

Metal type

main parameters

Supply : Sensing ] Housing .
AC 2 Wires

PR18
PR18
PR18
PR18
PR18
PR18
PR18G
PR18G
PR18G
PR18G
PR18G
PR18G
PR30
PR30
PR30
PR30
PR30
PR30

AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires
AC 2 Wires

AC 2 Wires

AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V
AC20-250V

Diffuse reflection
Diffuse reflection
Retro reflection

Retro reflection
Through beam

Through beam
Diffuse reflection
Diffuse reflection

Retro reflection

Retro reflection
Through beam

Through beam
Diffuse reflection
Diffuse reflection
Retro reflection

Retro reflection
Through beam

Through beam

10cm , 40cm
10cm , 40cm
3m
3m
10m
10m
10cm , 40cm
10cm , 40cm
3m
3m
10m
10m
50cm , 100cm

M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M18*1*46.5
M30*1.5*50
M30*1.5*50
M30*1.5*60
M30*1.5*60
M30*1.5*60
M30*1.5*60

Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
Nickel-copper Alloy
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Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable

M12 Connector



Photoelectric sensors

Plastic type

main parameters

Supply . Sensing

PR12S
PR12S
PR12S
PR12S
PR18S
PR18S
PR18S
PR18S
PR18S
PR18S
PR18GS
PR18GS
PR18GS
PR18GS
PR18GS
PR18GS
PR30S
PR30S
PR30S
PR30S
PR30S
PR30S
PR30SL

DC 3 Wires
DC 3 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires
DC 3/4 Wires

DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V
DC10-30V

Diffuse reflection
Diffuse reflection
Through beam
Through beam
Diffuse reflection
Diffuse reflection
Retro reflection
Retro reflection
Through beam
Through beam
Diffuse reflection
Diffuse reflection
Retro reflection
Retro reflection
Through beam
Through beam
Diffuse reflection
Diffuse reflection
Retro reflection
Retro reflection
Through beam
Through beam

Through beam

15cm
15cm
5m, 10m
5m, 10m
10cm , 40cm
10cm , 40cm
3m
3m
10m,20m
10m,20m
10cm , 40cm
10cm , 40cm
3m
3m
10m,20m
10m,20m
50am , 100am
50am , 100am
5m
5m
20m, 40m
20m, 40m
100m , 150m

cifications Housipg Connection
Material
DC 3/4 Wires

M12*1*50
M12*1*50
M12*1*50
M12*1*50
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M18*1*30
M30*1.5*60
M30*1.5*60
M30*1.5*60
M30*1.5*60
M30*1.5*60
M30*1.5*60
M30*1.5*80

PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT
PBT

Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
M12 Connector
Cable
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Photoelectric sensors

Plastic type

main parameters

Supply : Sensing g q Housing )
fi
mm Voltage  [>*""9 o] pigiance cifications|  \;terial | CONMection
AC 2 Wires

PR18S AC 2 Wires AC20-250V  Diffusereflection  10cm, 40cm  M18*1*46.5 PBT Cable
PR18S AC 2 Wires AC20-250V Diffuse reflection ~ 10cm , 40cm M18*1*46.5 PBT M12 Connector
PR18S AC 2 Wires AC20-250V  Retro reflection 3m M18*1*46.5 PBT Cable
PR18S AC 2 Wires AC20-250V  Retro reflection 3m M18*1*46.5 PBT M12 Connector
PR18S AC 2 Wires AC20-250v  Through beam 10m M18*1*46.5 PBT Cable
PR18S AC 2 Wires AC20-250V  Through beam 10m M18*1*46.5 PBT M12 Connector
PR18GS AC 2 Wires AC20-250V  Diffusereflection ~ 10am, 40am M18*1*46.5 PBT Cable
PR18GS AC 2 Wires AC20-250V  Diffusereflection ~ 10am, 40cm M18*1*46.5 PBT M?12 Connector
PR18GS AC 2 Wires AC20-250V Retro reflection 3m M18*1*46.5 PBT Cable
PR18GS AC 2 Wires AC20-250V  Retro reflection 3m M18*1*46.5 PBT M12 Connector
PR18GS AC 2 Wires AC20-250V  Through beam 10m M18*1*46.5 PBT Cable
PR18GS AC 2 Wires AC20-250V Through beam 10m M18*1*46.5 PBT M12 Connector
PR30S AC 2 Wires AC20-250V  Diffusereflection ~ 50am, 100an  M30*1.5*60 PBT Cable
PR30S AC 2 Wires AC20-250V  Diffusereflection ~ 50am, 100am  M30%*1.5*60 PBT M12 Connector
PR30S AC 2 Wires AC20-250V  Retro reflection 5m M30%1.5%60 PBT Cable
PR30S AC 2 Wires AC20-250V  Retro reflection 5m M30%*1.5%60 PBT M12 Connector
PR30S AC 2 Wires AC20-250V  Through beam 20m M30*1.5%60 PBT Cable
PR30S AC 2 Wires AC20-250V  Through beam 20m M30%1.5%60 PBT M12 Connector
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Photoelectric sensors

Rectangular type

main parameters

. Sensing Housing .
Supply Volt S Mod
DC 3/4 Wires

PSB DC 3 Wires DC10-30V Through beam 3m ABS Cable

PSB DC 3 Wires DC10-30V Through beam 3m ABS M8 Connector

PBA DC 3 Wires DC12-24V Diffuse reflection 2m PC/ABS Cable

PSI DC 3/4 Wires DC10-30V Diffuse reflection 30cm ABS Cable

PSI DC 3/4 Wires DC10-30V Through beam 5m, 10m ABS Cable

PSL DC 3 Wires DC12-24V Diffuse reflection 30cm PC/ABS Cable

PSL DC 3 Wires DC12-24V Focuse reflection 3cm PC/ABS Cable

PSL DC 3 Wires DC12-24V Focuse reflection 5cm PC/ABS Cable

PSL DC 3 Wires DC12-24V Through beam 5m, 10m PC/ABS Cable

PSF DC 3/4 Wires DC12-24V Diffuse reflection  30cm , 80cm PC/ABS Cable

PSF DC 3/4 Wires DC12-24V Diffuse reflection  30cm , 80cm PC/ABS M8 Connector

PSF DC 3/4 Wires DC12-24V Retro reflection 2m PC/ABS Cable

PSF DC 3/4 Wires DC12-24V Retro reflection 2m PC/ABS M8 Connector

PSF DC 3/4 Wires DC12-24V Polarized reflection 2m PC/ABS Cable

PSF DC 3/4 Wires DC12-24V Polarized reflection 2m PC/ABS M8 Connector

PSF DC 3/4 Wires DC10-30V Through beam 5m, 10m PC/ABS Cable

PSF DC 3/4 Wires DC10-30V Through beam 5m, 10m PC/ABS M8 Connector

PTF DC 3/4 Wires DC10-30V Diffuse reflection  50cm , 100cm PC/ABS Cable

PTF DC 3/4 Wires DC10-30V Diffuse reflection  50cm , 100cm PC/ABS M12 Connector
PTF DC 3/4 Wires DC10-30V Retro reflection 3m, 5m PC/ABS Cable

PTF DC 3/4 Wires DC10-30V Retro reflection 3m, 5m PC/ABS M12 Connector
PTF DC 3/4 Wires DC10-30V Polarized reflection 5m PC/ABS Cable

PTF DC 3/4 Wires DC10-30V Polarized reflection 5m PC/ABS M12 Connector
PTF DC 3/4 Wires DC10-30V Throughbeam ~ 10m , 20m PC/ABS Cable

PTF DC 3/4 Wires DC10-30V Through beam 10m, 20m PC/ABS M12 Connector
PTL DC 4 Wires DC10-30V Diffuse reflection  80cm , 200cm PC/ABS Terminal connect
PTL DC 4 Wires DC10-30V Retro reflection 5m PC/ABS Terminal connect
PTL DC 4 Wires DC10-30V Polarized reflection 12m PC/ABS Terminal connect
PTL DC 4 Wires DC10-30V Through beam 20m , 40m PC/ABS Terminal connect
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Photoelectric sensors

Rectangular type

main parameters

: Sensing Housing .
Supply Volt S Mod
AC/DC 5 Wires

PTF AC/DC 5 Wires 20-240VAC/12-240VDC Diffuse reflection  50¢m | 100em PC/ABS Cable
PTF AC/DC 5 Wires 20-240VAC/12-240VDC Retro reflection 3m, 5m PC/ABS Cable
PTF AC/DC 5 Wires 20-240VAC/12-240VDC Polarized reflection 5m PC/ABS Cable
PTF AC/DC 5 Wires 20-240VAC/12-240VDC Through beam 10m , 20m PC/ABS Cable
PTL AC/DC 5 Wires 20-240VAC/12-240VDC Diffuse reflection ~ 80cm , 200cm PC/ABS Terminal connect
PTL AC/DC 5 Wires 20-240VAC/12-240VDC Retro reflection S5m PC/ABS Terminal connect
PTL AC/DC 5 Wires 20-240VAC/12-240VDC Polarized reflection 12m PC/ABS Terminal connect
PTL AC/DC 5 Wires 20-240VAC/12-240VDC Throughbeam ~ 20m , 30m
U-Type
. Sensing Housing .
Supply Voltage Sensing Mode

PUO7 DC 3 Wires DC10-30V Through beam 7mm PBT Cable
PU15 DC 3 Wires DC10-30V Through beam 15mm PBT Cable
PU30 DC 3/4 Wires DC10-30V Through beam 30mm Aluminumalloy Cable
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Photoelectric sensors / vetal type

10-30VDC 3 Wires
| PRI2 |

Sensing mode Diffuse reflection Diffuse reflection
Sensing distance 15cm ( Adjustable ) 15cm ( Adjustable )

@

NPN NO PR12-BC15DNO PR12-BC15DNO-E2
Output NPN NC PR12-BC15DNC PR12-BC15DNC-E2

PNP NO PR12-BC15DPO PR12-BC15DPO-E2
Output PNP NC PR12-BC15DPC PR12-BC15DPC-E2
Supply voltage 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA
Hysteresis 3:-:20% 3-::20%
Repeat accuracy <5% <5%
Response time <8.2ms <8.2ms
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95%
Protection degree IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable M12 Connector
Certification CeE ® CE ®

52 65

50

9 M12x1
AF17_4 thick \VR\iD AF17_4 thicl \VR \LED
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Photoelectric sensors / vetal type

10-30VDC 3 Wires
| PRI2 |

Sensing mode Through beam(Emitter)  Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 5m ( Non-adjustable ) 5m ( Non-adjustable ) 10m ( Non-adjustable ) 10m ( Non-adjustable )

NPN NO PR12-TM5D PR12-TM5DNO PR12-TM10D PR12-TM10DNO
Output NPN NC PR12-TM5D PR12-TM5DNC PR12-TM10D PR12-TM10DNC

PNP NO PR12-TM5D PR12-TM5DPO PR12-TM10D PR12-TM10DPO
Output PNP NC PR12-TM5D PR12-TM5DPC PR12-TM10D PR12-TM10DPC
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification cCeE ® CeE ® e ® CE ®

52 52
M12x] M12x]
iz
I _@__ I _@__
AF17_4 thick \@ AF17_4 thick \@
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Photoelectric sensors / vetal type

10-30VDC 3 Wires

item Code PR12 S R

Sensing mode

Sensing distance

NPN NO
Output NPN NC
PNP NO
Output PNP NC

Through beam(Emitter)

5m ( Non-adjustable )

@

PR12-TM5D-E2
PR12-TM5D-E2

PR12-TM5D-E2
PR12-TM5D-E2

PR12-TM5DNO-E2
PR12-TM5DNC-E2

PR12-TM5DPO-E2
PR12-TM5DPC-E2

Through beam(Receiver)

5m ( Non-adjustable )

Through beam(Emitter)

10m ( Non-adjustable )

PR12-TM10D-E2
PR12-TM10D-E2

PR12-TM10D-E2
PR12-TM10D-E2

Through beam(Receiver)

10m ( Non-adjustable )

PR12-TM10DNO-E2
PR12-TM10DNC-E2

PR12-TM10DPO-E2
PR12-TM10DPC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC

Infrared LED ( 880nm )

<25mA

<5%

Green LED
yes

yes

-15...+55°C
35..95%
P67

Nickel-copper Alloy

M12 Connector

10...30 VDC

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
IP67

M12 Connector

€ ® € ®
65
AR
| — __@__ ___
AF17_4 thicl \@

Infrared LED ( 880nm )

Nickel-copper Alloy

10...30 VDC

Infrared LED ( 880nm )

<25mA
<5%

Green LED
yes

yes

-15...+55°C
35..95%
P67

Nickel-copper Alloy
M12 Connector

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...455°C
35...95%
IP67
Nickel-copper Alloy
M12 Connector

€ ® € ®
65 ,
=N

Hi=1s

AF17_4 thicl \@
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Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

Sensing mode

Diffuse reflection Diffuse reflection

Sensing distance 10cm ( Non-adjustable ) 40cm ( Adjustable ) 10cm ( Non-adjustable ) 40cm ( Adjustable )

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Y
&

PR18-BC10DNO
PR18-BC10DNC
PR18-BC10DNR

PR18-BC10DPO
PR18-BC10DPC
PR18-BC10DPR

Y

PR18-BC40DNO
PR18-BC40DNC
PR18-BC40DNR

PR18-BC40DPO
PR18-BC40DPC
PR18-BC40DPR

oD

a°

PR18-BC10DNO-E2
PR18-BC10DNC-E2
PR18-BC10DNR-E2

PR18-BC10DPO-E2
PR18-BC10DPC-E2
PR18-BC10DPR-E2

oD

a°
&

PR18-BC40DNO-E2
PR18-BC40DNC-E2
PR18-BC40DNR-E2

PR18-BC40DPO-E2
PR18-BC40DPC-E2
PR18-BC40DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA <200mA
<2.5V <2.5V
<25mA <25mA
3--:20% 3--:20%
<5% <5%
<8.2ms <8.2ms
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-15...+55°C -15..+55°C
35..95% 35...95%
P67 IP67
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®

53.5
30
TR IEE=
M18x1 \AF24 4thick

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA
3--:20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
IP67
Nickel-copper Alloy
M12 Connector

€ ®

68

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA
3--:20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35...95%
P67
Nickel-copper Alloy
M12 Connector

€ ®

30

M18x1

ﬁ

AF24 4thick
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Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

Sensing mode Retro reflection Retro reflection

Sensing distance 3m ( Non-adjustable ) 3m ( Non-adjustable )

4 o
& &

NPN NO PR18-DM3DNO PR18-DM3DNO-E2
Output NPN NC PR18-DM3DNC PR18-DM3DNC-E2
NPN NO+NC PR18-DM3DNR PR18-DM3DNR-E2
PNP NO PR18-DM3DPO PR18-DM3DPO-E2
Output PNP NC PR18-DM3DPC PR18-DM3DPC-E2
PNP NO+NC PR18-DM3DPR PR18-DM3DPR-E2
Supply voltage 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA
Hysteresis
Repeat accuracy <5% <5%
Response time <8.2ms <8.2ms
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95%

Protection degree P67 P67

Housing material Nickel-copper Alloy Nickel-copper Alloy

Connection 2m PVC Cable M12 Connector
Certification CE ® CE ®
53.5 68
30 30
\LED \LED iM12x1
M18x1 \AF24 4thick M18x1 \AF24 4thick
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Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

Through beam(Emitter)

Sensing mode Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

NPN NO PR18-TM10D PR18-TM10DNO PR18-TM20D PR18-TM20DNO
Output NPN NC PR18-TM10D PR18-TM10DNC PR18-TM20D PR18-TM20DNC

NPN NO+NC PR18-TM10D PR18-TM10DNR PR18-TM20D PR18-TM20DNR

PNP NO PR18-TM10D PR18-TM10DPO PR18-TM20D PR18-TM20DPO
Output PNP NC PR18-TM10D PR18-TM10DPC PR18-TM20D PR18-TM20DPC

PNP NO+NC PR18-TM10D PR18-TM10DPR PR18-TM20D PR18-TM20DPR
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CeE ® CE ® CeE ®

53.5 53.5
30 30
HHH = HEE= HHH—= =
M18x1 \AF24 4thick M18x1 \AF24 4thick
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Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

P18 PR1S

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

‘/ ‘\‘9 ‘/ ‘\é\ ‘/ 0‘ ./ @
¥ & & &

NPN NO PR18-TM10D-E2 PR18-TM10DNO-E2 PR18-TM20D-E2 PR18-TM20DNO-E2
Output NPN NC PR18-TM10D-E2 PR18-TM10DNC-E2 PR18-TM20D-E2 PR18-TM20DNC-E2
NPN NO+NC PR18-TM10D-E2 PR18-TM10DNR-E2 PR18-TM20D-E2 PR18-TM20DNR-E2
PNP NO PR18-TM10D-E2 PR18-TM10DPO-E2 PR18-TM20D-E2 PR18-TM20DPO-E2
Output PNP NC PR18-TM10D-E2 PR18-TM10DPC-E2 PR18-TM20D-E2 PR18-TM20DPC-E2
PNP NO+NC PR18-TM10D-E2 PR18-TM10DPR-E2 PR18-TM20D-E2 PR18-TM20DPR-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis

Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 P67

Housing material

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Connection M12 Connector M12 Connector M12 Connector M12 Connector
Certification CE ® ceE ® CeE ® CE ®
68 68
30 30
\LED iM12x1 \LED iM12x1
M18x1 \AF24 4thick M18x1 \AF24 4thick
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Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

PR15G PRISG

Sensing mode

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Diffuse reflection

10cm ( Non-adjustable )

40cm ( Adjustable )

Diffuse reflection

10cm ( Non-adjustable )

40cm ( Adjustable )

PR18G-BC10D
PR18G-BC10D
PR18G-BC10D

PR18G-BC10D
PR18G-BC10D
PR18G-BC10D

PR18G-BC40DNO
PR18G-BC40DNC
PR18G-BC40DNR

PR18G-BC40DPO
PR18G-BC40DPC
PR18G-BC40DPR

PR18G-BC10D-E2
PR18G-BC10D-E2
PR18G-BC10D-E2

PR18G-BC10D-E2
PR18G-BC10D-E2
PR18G-BC10D-E2

PR18G-BC40DNO-E2
PR18G-BC40DNC-E2
PR18G-BC40DNR-E2

PR18G-BC40DPO-E2
PR18G-BC40DPC-E2
PR18G-BC40DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA
3---20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15..+55°C
35...95%

IP65
Nickel-copper Alloy
2m PVC Cable

€ ®

53.5

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA
3--:20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...455°C
35...95%
IP65
Nickel-copper Alloy
2m PVC Cable

€ ®

30

o fH-
A\

AF24 4thick M18x1;

S
\ \eeo
VR

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA
3--:20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...455°C
35...95%
IP65
Nickel-copper Alloy
M12 Connector

€ ®

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA
3--:20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
IP65
Nickel-copper Alloy
M12 Connector

€€ ®

68 |

30

L
A

4|

\LED M12x1
AF24 4thick M18x1 VR

www.lanbaosensor.com



Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

PR18G

Retro reflection

Retro reflection

Sensing mode

Sensing distance

NPN NO
Output NPN NC
NPN NO+NC

PNP NO
Output PNP NC
PNP NO+NC

Technical Parameter

3m ( Non-adjustable )

PR18G-DM3DNO
PR18G-DM3DNC
PR18G-DM3DNR

PR18G-DM3DPO
PR18G-DM3DPC
PR18G-DM3DPR

3m ( Non-adjustable )

oD

’

W

PR18G-DM3DNO-E2
PR18G-DM3DNC-E2
PR18G-DM3DNR-E2

PR18G-DM3DPO-E2
PR18G-DM3DPC-E2
PR18G-DM3DPR-E2

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15..+55°C
35..95%
IP65
Nickel-copper Alloy
2m PVC Cable

€ ®

53.5

13.5 30

i

AF24 4thick / M18x1 ;

e

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
IP65
Nickel-copper Alloy
M12 Connector

€ ®

68

13.5 30 |

i

\LED ;M12x1
M18x1

AF24 4thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

PR18G-TM10D
PR18G-TM10D
PR18G-TM10D

PR18G-TM10D
PR18G-TM10D
PR18G-TM10D

PR18G-TM10DNO
PR18G-TM10DNC
PR18G-TM10DNR

PR18G-TM10DPO
PR18G-TM10DPC
PR18G-TM10DPR

PR18G-TM20D
PR18G-TM20D
PR18G-TM20D

PR18G-TM20D
PR18G-TM20D
PR18G-TM20D

PR18G-TM20DNO
PR18G-TM20DNC
PR18G-TM20DNR

PR18G-TM20DPO
PR18G-TM20DPC
PR18G-TM20DPR

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC

Infrared LED ( 880nm )

<25mA
<5%

Green LED
yes

yes

-15..+55°C
35..95%
IP65
Nickel-copper Alloy
2m PVC Cable

€ ®

53.5

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
IP65

Nickel-copper Alloy

2m PVC Cable

€€ ®

30

i fH-
A

AF24 4thick M18x1 ;

e

AF24 4thick M18x1 ;

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA
<2.5V
<25mA <25mA
<5% <5%
<8.2ms
Green LED Yellow LED
yes yes
yes yes
yes
-15...+55°C -15...+55°C
35..95% 35...95%
P65 IP65
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
e ® € ®
535
135 30
" :
B e

www.lanbaosensor.com



Photoelectric sensors / vetal type

PR18G

Through beam(Receiver)

PR18G
Through beam(Receiver)

Sensing mode

Through beam(Emitter) Through beam(Emitter)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

oD

¥

NPN NO PR18G-TM10D-E2 PR18G-TM10DNO-E2 PR18G-TM20D-E2 PR18G-TM20DNO-E2
Output NPN NC PR18G-TM10D-E2 PR18G-TM10DNC-E2 PR18G-TM20D-E2 PR18G-TM20DNC-E2
NPN NO+NC PR18G-TM10D-E2 PR18G-TM10DNR-E2 PR18G-TM20D-E2 PR18G-TM20DNR-E2
PNP NO PR18G-TM10D-E2 PR18G-TM10DPO-E2 PR18G-TM20D-E2 PR18G-TM20DPO-E2
Output PNP NC PR18G-TM10D-E2 PR18G-TM10DPC-E2 PR18G-TM20D-E2 PR18G-TM20DPC-E2
PNP NO+NC PR18G-TM10D-E2 PR18G-TM10DPR-E2 PR18G-TM20D-E2 PR18G-TM20DPR-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35...95%

Protection degree IP65 IP65 IP65 IP65

Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy

Connection

Certification

M12 Connector

€ ®

M12 Connector

€ ®

68

13.5 30

i

AF24 4thick M18x1 ;

o iz
LED M12x1

M12 Connector

€ ®

M12 Connector

€€ ®

68

13.5 30

Q'__

AF24 4thick M18x1 ;

o iz
LED M12x1

www.lanbaosensor.com



Photoelectric sensors / vetal type

10-30VDC 3/4 Wires
| PR30 N PR30

Diffuse reflection Diffuse reflection

Sensing mode

Sensing distance

50cm ( Adjustable )

100cm ( Adjustable )

50cm ( Adjustable )

100cm ( Adjustable )

NPN NO PR30-BC50DNO PR30-BC100DNO PR30-BC50DNO-E2 PR30-BC100DNO-E2
Output NPN NC PR30-BC50DNC PR30-BC100DNC PR30-BC50DNC-E2 PR30-BC100DNC-E2
NPN NO+NC PR30-BC50DNR PR30-BC100DNR PR30-BC50DNR-E2 PR30-BC100DNR-E2
PNP NO PR30-BC50DPO PR30-BC100DPO PR30-BC50DPO-E2 PR30-BC100DPO-E2
Output PNP NC PR30-BC50DPC PR30-BC100DPC PR30-BC50DPC-E2 PR30-BC100DPC-E2
PNP NO+NC PR30-BC50DPR PR30-BC100DPR PR30-BC50DPR-E2 PR30-BC100DPR-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis 3:-20% 3:--20% 3::20% 3-::20%
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms <8.2ms <8.2ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -15...+55°C -15..+55°C -15...+55°C -15..+55°C
Ambient moisture 35..95% 35...95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CE ® CeE ® e ®

62 80 )

50 50
1T 7T N ﬁ T 1 e M12x1
\MR VR

\LED
M30x1.5

AF36 5 thick

\LED
M30x1.5

AF36 5 thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

| ItemCode ____§ PR3O § PR3O

Sensing mode

Sensing distance

NPN NO
Output NPN NC
NPN NO+NC

PNP NO
Output PNP NC
PNP NO+NC

Retro reflection

5m ( Non-adjustable )

PR30-DM5DNO
PR30-DM5DNC
PR30-DM5DNR

PR30-DM5DPO
PR30-DM5DPC
PR30-DM5DPR

Retro reflection

5m ( Non-adjustable )

PR30-DM5DNO-E2
PR30-DM5DNC-E2
PR30-DM5DNR-E2

PR30-DM5DPO-E2
PR30-DM5DPC-E2
PR30-DM5DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
P67
Nickel-copper Alloy
2m PVC Cable

€ ®

62
50

\\LED
\\M30x1.5

AF36 5 thick

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35...95%
P67
Nickel-copper Alloy
M12 Connector

€ ®
80 )
50
| - M12x1
\LED
\M30x1.5
AF36 5 thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

10-30VDC 3/4 Wires
| PR30 N PR30

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 20m ( Non-adjustable ) 20m ( Non-adjustable ) 40m ( Non-adjustable ) 40m ( Non-adjustable )

NPN NO PR30-TM20D PR30-TM20DNO PR30-TM40D PR30-TM40DNO
Output NPN NC PR30-TM20D PR30-TM20DNC PR30-TM40D PR30-TM40DNC
NPN NO+NC PR30-TM20D PR30-TM20DNR PR30-TM40D PR30-TM40DNR
PNP NO PR30-TM20D PR30-TM20DPO PR30-TM40D PR30-TM40DPO
Output PNP NC PR30-TM20D PR30-TM20DPC PR30-TM40D PR30-TM40DPC
PNP NO+NC PR30-TM20D PR30-TM20DPR PR30-TM40D PR30-TM40DPR

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis

Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes

Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15...+55°C -15...+55°C -15...+55°C -15...+55°C
Ambient moisture 35...95% 35...95% 35..95% 35...95%
Protection degree P67 IP67 P67 IP67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CeE ® CeE ® CeE ®

62

50

A=

“\\LED
\\M30x1.5

AF36 5 thick

62

50

=

\\LED
\\M30x1.5

AF36 5 thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

10-30VDC 3/4 Wires
PR30 @ PR3O

Through beam(Emitter)

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Receiver)

Sensing distance

20m ( Non-adjustable )

20m ( Non-adjustable )

40m ( Non-adjustable )

40m ( Non-adjustable )

NPN NO PR30-TM20D-E2 PR30-TM20DNO-E2 PR30-TM40D-E2 PR30-TM40DNO-E2
Output NPN NC PR30-TM20D-E2 PR30-TM20DNC-E2 PR30-TM40D-E2 PR30-TM40DNC-E2
NPN NO+NC PR30-TM20D-E2 PR30-TM20DNR-E2 PR30-TM40D-E2 PR30-TM40DNR-E2
PNP NO PR30-TM20D-E2 PR30-TM20DPO-E2 PR30-TM40D-E2 PR30-TM40DPO-E2
Output PNP NC PR30-TM20D-E2 PR30-TM20DPC-E2 PR30-TM40D-E2 PR30-TM40DPC-E2
PNP NO+NC PR30-TM20D-E2 PR30-TM20DPR-E2 PR30-TM40D-E2 PR30-TM40DPR-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15...+55°C -15...+55°C -15..+55°C -15...+55°C
Ambient moisture 35...95% 35...95% 35..95% 35...95%
Protection degree P67 IP67 P67 1P67

Housing material

Connection

Nickel-copper Alloy
M12 Connector

Nickel-copper Alloy
M12 Connector

Nickel-copper Alloy
M12 Connector

Nickel-copper Alloy
M12 Connector

Certification CeE ® CE ® CeE ® CeE ®
80 , 80 ,
50 50
| ] M12x1 | - M12x1
\  \LED N\ \LED
M30x1.5 M30x1.5
AF36 5 thick AF36 5 thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

10-30VDC 3/4 Wires

Through beam(Receiver)

Sensing mode Through beam(Emitter) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 100m ( Non-adjustable ) 100m ( Non-adjustable ) 150m ( Non-adjustable ) 150m ( Non-adjustable )

NPN/PNP NO/NC
NPN/PNP NO/NC
NPN/PNP NO/NC

PR30L-TM100DEB
PR30L-TM100DEB 1001
PR30L-TM100DEB 1002

PR30L-TM150D
PR30L-TM150D 1001
PR30L-TM150D 1002

PR30L-TM150DEB
PR30L-TM150DEB 1001
PR30L-TM150DEB 1002

PR30L-TM100D
PR30L-TM100D 1001
PR30L-TM100D 1002

Output

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Red LED Green LED Red LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CeE ® CeE ® CE ®
99 99
81.5 81.5

b tame

@/ AF36 5 thic

\M30x1.5

b teme

@/ AF36 5 thic

\ M30x1.5
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Photoelectric sensors / vetal type

20-250VAC 2 Wires

Diffuse reflection

Diffuse reflection

Sensing mode

Sensing distance

AC 2 Wires NO

Output AC 2 Wires NC

10cm ( Non-adjustable )

PR18-BC10ATO
PR18-BC10ATC

40cm ( Adjustable )

PR18-BC40ATO
PR18-BC40ATC

10cm ( Non-adjustable )

PR18-BC10ATO-E2
PR18-BC10ATC-E2

40cm ( Adjustable )

-9
?.i.
1

5
¢

PR18-BC40ATO-E2
PR18-BC40ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm ) Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <300mA <300mA <300mA <300mA
Voltage drop <10V <1ov <1ov <1ov
Consumption current <3mA <3mA <3mA <3mA
Hysteresis 3..20% 3..20% 3..20% 3..20%
Repeat accuracy <5% <5% <5% <5%
Response time <50ms <50ms <50ms <50ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35...95% 35...95% 35..95%
Protection degree P67 P67 P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CeE @ CeE ® CeE ® CE ®
70 84.5
46.5 46.5

T B

\VR \LED
M18x1 \AF24 4thick

\VR \LED \M12x1
M18x1 \AF24 4thick
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Photoelectric sensors / vetal type

20-250VAC 2 Wires

Sensing mode Retro reflection Retro reflection

Sensing distance 3m ( Non-adjustable ) 3m ( Non-adjustable )

AC 2 Wires NO PR18-DM3ATO PR18-DM3ATO-E2
Output AC 2 Wires NC PR18-DM3ATC PR18-DM3ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <300mA <300mA
Voltage drop <10V <10V
Leakage current <3mA <3mA
Hysteresis

Repeat accuracy <5% <5%
Response time <50ms <50ms
Output indicator Yellow LED Yellow LED

Polarity protection
Surge protection yes yes

Short-circuit protection

Ambient temperature -15..+55°C -15...+55°C
Ambient moisture 35..95% 35..95%
Protection degree P67 IP67
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable M12 Connector
Certification CE ® CeE ®
70 84.5
46.5 46.5

s B S 1 |y

\LED \LED ;M12x1
M18x1 \AF24 4thick M18x1 \AF24 4thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

20-250VAC 2 Wires

Sensing mode Through beam(Emitter)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable )

AC 2 Wires NO
AC 2 Wires NC

PR18-TM10A
PR18-TM10A

PR18-TM10ATO

Output PR18-TM10ATC

Through beam(Receiver)

Through beam(Emitter)

10m ( Non-adjustable )

-

S
A

PR18-TM10A-E2
PR18-TM10A-E2

Through beam(Receiver)

10m ( Non-adjustable )

-9

PR18-TM10ATO-E2
PR18-TM10ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <300mA
Voltage drop <10V
Leakage current <3mA <3mA
Hysteresis
Repeat accuracy <5% <5%
Response time <50ms <50ms
Output indicator Green LED Yellow LED
Polarity protection
Surge protection yes yes
Short-circuit protection
Ambient temperature -15..+55°C -15...+55°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable
Certification CE ® CE ®
70
46.5
T THE s e

\LED
M18x1 \AF24 4thick

20...250 VAC

<3mA

<5%
<50ms
Green LED

yes

-15..+55°C
35...95%
P67
Nickel-copper Alloy
M12 Connector

€€ ® @

Infrared LED ( 880nm )

84.5

20...250 VAC
Infrared LED ( 880nm )
<300mA
<1ov
<3mA

<5%
<50ms
Yellow LED

yes

-15..+55°C
35...95%
IP67
Nickel-copper Alloy
M12 Connector

€ ® ©

46.5

—

\LED \M12x1
M18x1 \AF24 4thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

20-250VAC 2 Wires

PR18G PR13G

Sensing mode

Diffuse reflection Diffuse reflection

Sensing distance 10cm ( Non-adjustable ) 40cm ( Adjustable ) 10cm ( Non-adjustable ) 40cm ( Adjustable )

AC 2 Wires NO
AC 2 Wires NC

Output

PR18G-BC10A
PR18G-BC10A

PR18G-BC40ATO
PR18G-BC40ATC

PR18G-BC10A-E2
PR18G-BC10A-E2

P P

PR18G-BC40ATO-E2
PR18G-BC40ATC-E2

Technical Parameter

20...250 VAC

Supply voltage
Light source

20...250 VAC

Infrared LED ( 880nm )

20...250 VAC

Infrared LED ( 880nm )

Infrared LED ( 880nm )

20

...250 VAC

Infrared LED ( 880nm )

Load current <300mA <300mA <300mA <300mA
Voltage drop <1o0v <1o0v <10V <10V
Consumption current <3mA <3mA <3mA <3mA
Hysteresis 3..20% 3..20% 3..20% 3..20%
Repeat accuracy <5% <5% <5% <5%
Response time <50ms <50ms <50ms <50ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection

Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP65 P65 IP65 IP65

Housing material

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Nickel-copper Alloy

Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® ce W (e ® e ®
70 84.5
135 465 13.5 465
A1
\L_ED A4
M18x1/ \VR

\LED M12x1
VR

AF24 4thick AF24 4thick

M18x1/

www.lanbaosensor.com



Photoelectric sensors / vetal type

20-250VAC 2 Wires

Sensing mode Retro reflection Retro reflection

Sensing distance 3m ( Non-adjustable ) 3m ( Non-adjustable )

AC 2 Wires NO PR18G-DM3ATO PR18G-DM3ATO-E2
Output AC 2 Wires NC PR18G-DM3ATC PR18G-DM3ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <300mA <300mA
Voltage drop <1ov <10V
Leakage current <3mA <3mA
Hysteresis

Repeat accuracy <5% <5%
Response time <50ms <50ms
Output indicator Yellow LED Yellow LED

Polarity protection
Surge protection yes yes

Short-circuit protection

Ambient temperature -15..+55°C -15...+55°C
Ambient moisture 35..95% 35..95%
Protection degree IP65 IP65
Housing material Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable M12 Connector
Certification CE ® CeE ®
70 84.5
135 46.5 135 46.5 .

I

L
N LED \ : M12x1
AF24 4thick M18x1/ AF24 4thick M18x1/ =
IC| X

www.lanbaosensor.com



Photoelectric sensors / vetal type

20-250VAC 2 Wires

PR1EG PRISG

Sensing mode

Sensing distance

AC 2 Wires NO
Output AC 2 Wires NC

Through beam(Emitter)

10m ( Non-adjustable )

PR18G-TM10A
PR18G-TM10A

Through beam(Receiver)

10m ( Non-adjustable )

PR18G-TM10ATO
PR18G-TM10ATC

Through beam(Emitter) ~ Through beam(Receiver)

10m ( Non-adjustable ) 10m ( Non-adjustable )

»®

-

PR18G-TM10A-E2
PR18G-TM10A-E2

PR18G-TM10ATO-E2
PR18G-TM10ATC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

AF24 4thick M18x1/

20...250 VAC 20...250 VAC
Infrared LED ( 880nm ) Infrared LED ( 880nm )
<300mA
<10V
<3mA <3mA
<5% <5%
<50ms <50ms
Green LED Yellow LED
yes yes
-15...+55°C -15...+55°C
35...95% 35...95%
1P65 IP65
Nickel-copper Alloy Nickel-copper Alloy
2m PVC Cable 2m PVC Cable
€ ® € ®
70
135 465
; L
\eeo

20...250 VAC 20...250 VAC
Infrared LED ( 880nm ) Infrared LED ( 880nm )
<300mA
<1ov
<3mA <3mA
<5% <5%
<50ms <50ms
Green LED Yellow LED
yes yes
-15...+55°C -15..+55°C
35...95% 35...95%
IP65 IP65

Nickel-copper Alloy
M12 Connector

€ ® @

Nickel-copper Alloy
M12 Connector

€ ® ©

84.5

13.5 46.5

[ o
‘Ot
4

\LED :M12x1
M18x1

AF24 4thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

20-250VAC 2 Wires

| ItemCode ____§ PR3O § PR3O

Sensing mode

Diffuse reflection Diffuse reflection

Sensing distance 50cm ( Adjustable ) 100cm ( Adjustable ) 50cm ( Adjustable ) 100cm ( Adjustable )

AC 2 Wires NO
Output AC 2 Wires NC

PR30-BC50ATO
PR30-BC50ATC

PR30-BC100ATO
PR30-BC100ATC

PR30-BC50ATO-E2
PR30-BC50ATC-E2

PR30-BC100ATO-E2
PR30-BC100ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm ) Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <300mA <300mA <300mA <300mA
Voltage drop <10V <1ov <10V <1o0v
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3..20% 3..20% 3..20% 3..20%
Repeat accuracy <5% <5% <5% <5%
Response time <50ms <50ms <50ms <50ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -15..+55°C -15..+55°C -15...+55°C -15..+55°C
Ambient moisture 35...95% 35..95% 35..95% 35...95%
Protection degree IP67 IP67 IP67 P67
Housing material Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy Nickel-copper Alloy
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE @ CeE ® CE ®
2 90 ,
60 60 ‘
> e
T 1 ___\ T 1 ____-_\1 M12x1
VR VR
\Msﬁ \Mom\}i[)
AF36 5 thick AF36 5 thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

20-250VAC 2 Wires

| ItemCode ____§ PR3O § PR3O

Sensing mode

Sensing distance

AC 2 Wires NO
Output AC 2 Wires NC

Retro reflection

5m ( Adjustable )

PR30-DM5ATO
PR30-DMS5ATC

Retro reflection

5m ( Adjustable )

PR30-DM5ATO-E2
PR30-DM5ATC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20...250 VAC
Infrared LED ( 880nm )
<300mA
<1lov
<3mA

<5%
<50ms
Yellow LED

yes

-15..+55°C
35...95%
P67
Nickel-copper Alloy
2m PVC Cable

€ ® @

72
60

\ \LED
M30x1.5

AF36 5 thick

20...250 VAC
Infrared LED ( 880nm )
<300mA
<1lov
<3mA

<5%
<50ms
Yellow LED

yes

-15..+55°C
35..95%
IP67
Nickel-copper Alloy
M12 Connector

€ ® @

90
60 ‘

\LED
M30x1.5

AF36 5 thick

www.lanbaosensor.com



Photoelectric sensors / vetal type

20-250VAC 2 Wires

| ItemCode ___§ PR § PR3O

Sensing mode

Sensing distance

AC 2 Wires NO
AC 2 Wires NC

Output

Through beam(Emitter)

20m ( Non-adjustable )

Through beam(Receiver)

20m ( Non-adjustable )

Through beam(Emitter)

20m ( Non-adjustable )

Through beam(Receiver)

20m ( Non-adjustable )

PR30-TM20A
PR30-TM20A

PR30-TM20ATO
PR30-TM20ATC

PR30-TM20A-E2
PR30-TM20A-E2

PR30-TM20ATO-E2
PR30-TM20ATC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20...250 VAC

Infrared LED ( 880nm )

<3mA
<5%
Green LED
yes

-15...+55°C
35..95%
IP67
Nickel-copper Alloy
2m PVC Cable

(€ ®@

72

20...250 VAC

Infrared LED ( 880nm )

<300mA
<10V
<3mA

<5%
<50ms
Yellow LED

yes

-15...+55°C
35...95%
P67
Nickel-copper Alloy
2m PVC Cable

€ ©

60

\\LED
\\M30x1.5

AF36 5 thick

Infrared LED ( 880nm )

20...250 VAC

<3mA
<5%
Green LED
yes
-15...+55°C
35...95%
P67

Nickel-copper Alloy
M12 Connector

20...250 VAC

Infrared LED ( 880nm )

<300mA
<10V
<3mA

<5%
<50ms
Yellow LED

yes

-15...+55°C
35...95%
IP67
Nickel-copper Alloy
M12 Connector

Ce q3
90 ,
60
T 71 T M12x1
\ \LED
M30x1.5
AF36 5 thick

www.lanbaosensor.com



Photoelectric sensors / riastic tubular type

10-30VDC 3 Wires

Sensing mode Diffuse reflection Diffuse reflection

Sensing distance 15cm ( Adjustable ) 15cm ( Adjustable )

14

NPN NO
Output NPN NC

PNP NO
Output PNP NC

PR12S-BC15DNO
PR12S-BC15DNC

PR12S-BC15DPO
PR12S-BC15DPC

PR12S-BC15DNO-E2
PR12S-BC15DNC-E2

PR12S-BC15DPO-E2
PR12S-BC15DPC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA
3..20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35...95%
P67
PBT
2m PVC Cable

€ ®

50

AF17_4 thic \ﬁ\@

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA
3..20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...4+55°C
35...95%
IP67
PBT
M12 Connector

€ ®

50

M12x1

AF17 4 thick \V_R \L_ED

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires

Sensing mode Through beam(Emitter)  Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 5m ( Non-adjustable ) 5m ( Non-adjustable ) 10m ( Non-adjustable ) 10m ( Non-adjustable )

;;e.
NPN NO PR12S-TM5D PR12S-TM5DNO PR12S-TM10D PR12S-TM10DNO
Output NPN NC PR12S-TM5D PR12S-TM5DNC PR12S-TM10D PR12S-TM10DNC
NPN NO+NC PR12S-TM5D PR12S-TM5DNR PR12S-TM10D PR12S-TM10DNR
PNP NO PR12S-TM5D PR12S-TM5DPO PR12S-TM10D PR12S-TM10DPO
Output PNP NC PR12S-TM5D PR12S-TM5DPC PR12S-TM10D PR12S-TM10DPC
PNP NO+NC PR12S-TM5D PR12S-TM5DPR PR12S-TM10D PR12S-TM10DPR

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15...+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CeE ® CeE ® CE ®
50 50
=R e
AF17_4 thic \@ AF17_4 thic \@

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires
T eRizs |

Sensing mode Through beam(Emitter)  Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 5m ( Non-adjustable ) 5m ( Non-adjustable ) 10m ( Non-adjustable ) 10m ( Non-adjustable )

14

NPN NO PR12S-TM5D-E2 PR12S-TM5DNO-E2 PR12S-TM10D-E2 PR12S-TM10DNO-E2
Output NPN NC PR12S-TM5D-E2 PR12S-TM5DNC-E2 PR12S-TM10D-E2 PR12S-TM10DNC-E2
NPN NO+NC PR12S-TM5D-E2 PR12S-TM5DNR-E2 PR12S-TM10D-E2 PR12S-TM10DNR-E2
PNP NO PR12S-TM5D-E2 PR12S-TM5DPO-E2 PR12S-TM10D-E2 PR12S-TM10DPO-E2
Output PNP NC PR12S-TM5D-E2 PR12S-TM5DPC-E2 PR12S-TM10D-E2 PR12S-TM10DPC-E2
PNP NO+NC PR12S-TM5D-E2 PR12S-TM5DPR-E2 PR12S-TM10D-E2 PR12S-TM10DPR-E2

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection M12 Connector M12 Connector M12 Connector M12 Connector
Certification CE ® CeE @ CeE ® CE ®
65 65
50 50
M12x1 M12x1

| — __@__ J | — __@__ .

AF17 4 thick, AF17 4 thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires

Sensing mode Diffuse reflection Diffuse reflection

Sensing distance 10cm ( Non-adjustable ) 40cm ( Adjustable ) 10cm ( Non-adjustable ) 40cm ( Adjustable )

Y

3
N J
NPN NO PR18S-BC10DNO PR18S-BC40DNO PR18S-BC10DNO-E2 PR18S-BC40DNO-E2
Output NPN NC PR18S-BC10DNC PR18S-BC40DNC PR18S-BC10DNC-E2 PR18S-BC40DNC-E2
NPN NO+NC PR18S-BC10DNR PR18S-BC40DNR PR18S-BC10DNR-E2 PR18S-BC40DNR-E2
PNP NO PR18S-BC10DPO PR18S-BC40DPO PR18S-BC10DPO-E2 PR18S-BC40DPO-E2
Output PNP NC PR18S-BC10DPC PR18S-BC40DPC PR18S-BC10DPC-E2 PR18S-BC40DPC-E2
PNP NO+NC PR18S-BC10DPR PR18S-BC40DPR PR18S-BC10DPR-E2 PR18S-BC40DPR-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis 3...20% 3..20% 3..20% 3..20%
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms <8.2ms <8.2ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® ceE ® CeE ® CE ®
53.5 68 )
30 30 ‘
Hee o= HEEl < IF
\vr \ieo e \ieo lta
M18x1 \AF24 8thick M18x1 \AF24 8thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires

PR1S PR1SS

Sensing mode Retro reflection Retro reflection

Sensing distance 3m ( Non-adjustable ) 3m ( Non-adjustable )

\\‘”’Y | ? o

NPN NO PR18S-DM3DNO PR18S-DM3DNO-E2
Output NPN NC PR18S-DM3DNC PR18S-DM3DNC-E2

NPN NO+NC PR18S-DM3DNR PR18S-DM3DNR-E2

PNP NO PR18S-DM3DPO PR18S-DM3DPO-E2
Output PNP NC PR18S-DM3DPC PR18S-DM3DPC-E2

PNP NO+NC PR18S-DM3DPR PR18S-DM3DPR-E2
Supply voltage 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA
Hysteresis
Repeat accuracy <5% <5%
Response time <8.2ms <8.2ms
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material PBT PBT
Connection 2m PVC Cable M12 Connector
Certification CE ® CE @

53.5 68 )

30 30 ‘

] Ps= He <F

M18x1 \AF24 8thick M18x1 \AF24 8thick
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Photoelectric sensors / pasic type

10-30VDC 3/4 Wires

Through beam(Receiver)

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter)

Sensing distance 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

Y Y
S -

10m ( Non-adjustable )

30

M18x1

AF24 8thick

NPN NO PR18S-TM10D PR18S-TM10DNO PR18S-TM20D PR18S-TM20DNO
Output NPN NC PR18S-TM10D PR18S-TM10DNC PR18S-TM20D PR18S-TM20DNC
NPN NO+NC PR18S-TM10D PR18S-TM10DNR PR18S-TM20D PR18S-TM20DNR
PNP NO PR18S-TM10D PR18S-TM10DPO PR18S-TM20D PR18S-TM20DPO
Output PNP NC PR18S-TM10D PR18S-TM10DPC PR18S-TM20D PR18S-TM20DPC
PNP NO+NC PR18S-TM10D PR18S-TM10DPR PR18S-TM20D PR18S-TM20DPR
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CE ® CE ® CE ®

30

M18x1

AF24 8thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

-y +YP +YP 5

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

PR18S-TM10D-E2
PR18S-TM10D-E2
PR18S-TM10D-E2

PR18S-TM10D-E2
PR18S-TM10D-E2
PR18S-TM10D-E2

PR18S-TM10DNO-E2
PR18S-TM10DNC-E2
PR18S-TM10DNR-E2

PR18S-TM10DPO-E2
PR18S-TM10DPC-E2
PR18S-TM10DPR-E2

PR18S-TM20D-E2
PR18S-TM20D-E2
PR18S-TM20D-E2

PR18S-TM20D-E2
PR18S-TM20D-E2
PR18S-TM20D-E2

PR18S-TM20DNO-E2
PR18S-TM20DNC-E2
PR18S-TM20DNR-E2

PR18S-TM20DPO-E2
PR18S-TM20DPC-E2
PR18S-TM20DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC

<25mA
<5%

Green LED
yes
yes

-15...+55°C
35..95%
P67
PBT
M12 Connector

€ ®

Infrared LED ( 880nm )

68

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...455°C
35...95%
IP67
PBT
M12 Connector

€ ®

30

<

\LED M12x1

M18x1 \AF24 8thick

10...30 VDC

Infrared LED ( 880nm )

<25mA
<5%

Green LED
yes

yes

-15...4+55°C
35...95%
P67
PBT
M12 Connector

€ ®

10...30 vDC
Infrared LED ( 880nm )
<200mA
< 2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
P67
PBT
M12 Connector

€€ ®

30

<1

\LED \M12x1

M18x1 \AF24 8thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

PR18GS

Sensing mode

Sensing distance

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

Diffuse reflection

10cm ( Non-adjustable )

PR18GS-BC10DNO
PR18GS-BC10DNC
PR18GS-BC10DNR

PR18GS-BC10DPO
PR18GS-BC10DPC
PR18GS-BC10DPR

40cm ( Adjustable )

PR18GS-BC40DNO
PR18GS-BC40DNC
PR18GS-BC40DNR

PR18GS-BC40DPO
PR18GS-BC40DPC
PR18GS-BC40DPR

10-30VDC 3/4 Wires

Diffuse reflection

10cm ( Non-adijustable )

PR18GS-BC10DNO-E2
PR18GS-BC10DNC-E2
PR18GS-BC10DNR-E2

é

PR18GS-BC10DPO-E2
PR18GS-BC10DPC-E2
PR18GS-BC10DPR-E2

40cm ( Adjustable )

S
g’

PR18GS-BC40DNO-E2
PR18GS-BC40DNC-E2
PR18GS-BC40DNR-E2

PR18GS-BC40DPO-E2
PR18GS-BC40DPC-E2
PR18GS-BC40DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA <200mA
<2.5V <2.5V
<25mA <25mA
3..20% 3..20%
<5% <5%
<8.2ms <8.2ms
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-15...+55°C -15...+55°C
35...95% 35..95%
IP65 IP65
PBT PBT
2m PVC Cable 2m PVC Cable
e ® e ®
53.5
135 30

AF24 8thick /" M18x

S
\ \eeo
VR

10...30 VDC
Infrared LED ( 880nm )
<200mA
< 2.5V
<25mA
3..20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
IP65
PBT
M12 Connector

€€ ®

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA
3..20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15..+55°C
35...95%
P65
PBT
M12 Connector

€€ ®

68

13.5 30

%_

AF24 8thick /" M18x

.
\LED M12x1
VR

www.lanbaosensor.com



Photoelectric sensors / pasic type

PR18GS

10-30VDC 3/4 Wires

PR15GS PRI5GS

Sensing mode

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

Retro reflection

3m ( Non-adjustable )

PR18GS-DM3DNO
PR18GS-DM3DNC
PR18GS-DM3DNR

PR18GS-DM3DPO
PR18GS-DM3DPC
PR18GS-DM3DPR

Retro reflection

3m ( Non-adjustable )

PR18GS-DM3DNO-E2
PR18GS-DM3DNC-E2
PR18GS-DM3DNR-E2

PR18GS-DM3DPO-E2
PR18GS-DM3DPC-E2
PR18GS-DM3DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35...95%
IP65
PBT
2m PVC Cable

€ ®

53.5

13.5 30

,

AF24 8 thick M18x

\Leo

10...30 VDC

Infrared LED ( 880nm )

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...455°C
35...95%
IP65
PBT
M12 Connector

€ ®

68

13.5 30

G-
N\

AF24 8 thick M18x

A4
\LED -\M12x1

www.lanbaosensor.com



Photoelectric sensors / pasic type

PR18GS

PR15GS PRIEGS

Through beam(Emitter)

Sensing mode Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable )

. .
b W Wl

20m ( Non-adjustable )

NPN NO PR18GS-TM10D PR18GS-TM10DNO PR18GS-TM20D PR18GS-TM20DNO
Output NPN NC PR18GS-TM10D PR18GS-TM10DNC PR18GS-TM20D PR18GS-TM20DNC
NPN NO+NC PR18GS-TM10D PR18GS-TM10DNR PR18GS-TM20D PR18GS-TM20DNR
PNP NO PR18GS-TM10D PR18GS-TM10DPO PR18GS-TM20D PR18GS-TM20DPO
Output PNP NC PR18GS-TM10D PR18GS-TM10DPC PR18GS-TM20D PR18GS-TM20DPC
PNP NO+NC PR18GS-TM10D PR18GS-TM10DPR PR18GS-TM20D PR18GS-TM20DPR

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15...+55°C -15...+55°C -15...+55°C -15...+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP65 IP65 IP65 IP65
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CE ® CE ® CeE ®
53.5 53.5
135 30 13.5 30
i
n n
\eo \eo

AF24 8 thick M18x AF24 8 thick M18x’
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Photoelectric sensors / pasic type

PR18GS

10-30VDC 3/4 Wires

PR15GS PRI5GS

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

S

-y ) Y e

NPN NO

Output NPN NC

NPN NO+NC

PNP NO

Output PNP NC

PNP NO+NC

PR18GS-TM10D-E2
PR18GS-TM10D-E2
PR18GS-TM10D-E2

PR18GS-TM10D-E2
PR18GS-TM10D-E2
PR18GS-TM10D-E2

PR18GS-TM10DNO-E2
PR18GS-TM10DNC-E2
PR18GS-TM10DNR-E2

PR18GS-TM10DPO-E2
PR18GS-TM10DPC-E2
PR18GS-TM10DPR-E2

PR18GS-TM20D-E2
PR18GS-TM20D-E2
PR18GS-TM20D-E2

PR18GS-TM20D-E2
PR18GS-TM20D-E2
PR18GS-TM20D-E2

PR18GS-TM20DNO-E2
PR18GS-TM20DNC-E2
PR18GS-TM20DNR-E2

PR18GS-TM20DPO-E2
PR18GS-TM20DPC-E2
PR18GS-TM20DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA
<2.5V
<25mA <25mA
<5% <5%
<8.2ms
Green LED Yellow LED
yes yes
yes yes
yes
-15...+55°C -15...+55°C
35..95% 35...95%
IP65 IP65
PBT PBT
M12 Connector M12 Connector
e ® e ®
68
13.5 30
-
L'\@; M12x1

AF24 8 thick M18x

10...30 VDC

Infrared LED ( 880nm )

<25mA
<5%

Green LED
yes

yes

-15...+55°C
35...95%
IP65
PBT
M12 Connector

€€ ®

10...30 VvDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...455°C
35...95%
IP65
PBT
M12 Connector

€ ®

68

13.5 30

G-
N\

AF24 8 thick M18x

A4
\LED -\M12x‘|
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Photoelectric sensors / pasic type

| ItemCode ____§ PR30S

Sensing mode

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

Technical Parameter

Diffuse reflection

50cm ( Adjustable )

PR30S-BC50DNO
PR30S-BC50DNC
PR30S-BC50DNR

PR30S-BC50DPO
PR30S-BC50DPC
PR30S-BC50DPR

100cm ( Adjustable )

PR30S-BC100DNO
PR30S-BC100DNC
PR30S-BC100DNR

PR30S-BC100DPO
PR30S-BC100DPC
PR30S-BC100DPR

10-30VDC 3/4 Wires

Diffuse reflection

50cm ( Adjustable )

\

PR30S-BC50DNO-E2
PR30S-BC50DNC-E2
PR30S-BC50DNR-E2

PR30S-BC50DPO-E2
PR30S-BC50DPC-E2
PR30S-BC50DPR-E2

100cm ( Adjustable )

N

PR30S-BC100DNO-E2
PR30S-BC100DNC-E2
PR30S-BC100DNR-E2

PR30S-BC100DPO-E2
PR30S-BC100DPC-E2
PR30S-BC100DPR-E2

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA <200mA
< 2.5V <2.5V
<25mA <25mA
3..20% 3..20%
<5% <5%
<8.2ms <8.2ms
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-15...+55°C -15..+55°C
35...95% 35...95%
P67 P67
PBT PBT
2m PVC Cable 2m PVC Cable
e ® e ®
62
50
\vr
AF36 10 thick

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA <200mA
<2.5V <2.5V
<25mA <25mA
3..20% 3..20%
<5% <5%
<8.2ms <8.2ms
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-15..+55°C -15...+55°C
35...95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®
80 )
50 ‘
e
VR
\M-SLED
AF36 10 thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires

| ItemCode ___§ PR3 § __PR3OS

Sensing mode

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

Retro reflection

5m ( Non-adjustable )

\

PR30S-DM5DNO

PR30S-DM5DNC
PR30S-DM5DNR

PR30S-DM5DPO
PR30S-DM5DPC
PR30S-DM5DPR

Retro reflection

5m ( Non-adjustable )

N

PR30S-DM5DNO-E2
PR30S-DM5DNC-E2
PR30S-DM5DNR-E2

PR30S-DM5DPO-E2
PR30S-DM5DPC-E2
PR30S-DM5DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
P67
PBT
2m PVC Cable

€ ®

62
50

AF36 10 thick

\LED
M30x1.5

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...4+55°C
35...95%
IP67
PBT
M12 Connector

€ ®

80 )
50 ‘

1 7 T T \zxa

\ LED
M30x1.5

AF36 10 thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires
| PR3os N PR30S

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 20m ( Non-adjustable ) 20m ( Non-adjustable ) 40m ( Non-adjustable ) 40m ( Non-adjustable )

NPN NO PR30S-TM20D PR30S-TM20DNO PR30S-TM40D PR30S-TM40DNO
Output NPN NC PR30S-TM20D PR30S-TM20DNC PR30S-TM40D PR30S-TM40DNC

NPN NO+NC PR30S-TM20D PR30S-TM20DNR PR30S-TM40D PR30S-TM40DNR

PNP NO PR30S-TM20D PR30S-TM20DPO PR30S-TM40D PR30S-TM40DPO
Output PNP NC PR30S-TM20D PR30S-TM20DPC PR30S-TM40D PR30S-TM40DPC

PNP NO+NC PR30S-TM20D PR30S-TM20DPR PR30S-TM40D PR30S-TM40DPR
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15...+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CeE ® CeE ® CeE ® CE ®

62 62
50 50
= ==
AF36 10 thick AF36 10 thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

10-30VDC 3/4 Wires
S eraos  F eRwos

Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing mode

Sensing distance 20m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable ) 40m ( Non-adjustable )

-

v

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

N\

PR30S-TM20D-E2
PR30S-TM20D-E2
PR30S-TM20D-E2

PR30S-TM20D-E2
PR30S-TM20D-E2
PR30S-TM20D-E2

PR30S-TM20DNO-E2
PR30S-TM20DNC-E2
PR30S-TM20DNR-E2

PR30S-TM20DPO-E2
PR30S-TM20DPC-E2
PR30S-TM20DPR-E2

PR30S-TM40D-E2
PR30S-TM40D-E2
PR30S-TM40D-E2

PR30S-TM40D-E2
PR30S-TM40D-E2
PR30S-TM40D-E2

N

PR30S-TM40DNO-E2
PR30S-TM40DNC-E2
PR30S-TM40DNR-E2

PR30S-TM40DPO-E2
PR30S-TM40DPC-E2
PR30S-TM40DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC

Infrared LED ( 880nm )

<25mA
<5%

Green LED
yes

yes

-15...+55°C
35..95%
P67
PBT
M12 Connector

€ ®

10...30 VDC

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
P67
PBT
M12 Connector

€ ®

80

50

AF36 10 thick

Infrared LED ( 880nm )

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA
<2.5V
<25mA <25mA
<5% <5%
<8.2ms
Green LED Yellow LED
yes yes
yes yes
yes
-15...+55°C -15...+55°C
35..95% 35..95%
P67 P67
PBT PBT
M12 Connector M12 Connector
e ® e ®
80 )
50
1 7 T Nwtzxa

\ LED
15

AF36 10 thick

www.lanbaosensor.com



Photoelectric sensors / pasic type

PR30SL

PROSL PROSL

Sensing mode

Sensing distance

NPN/PNP NO/NC
NPN/PNP NO/NC
NPN/PNP NO/NC

Output

Through beam(Emitter)

100m ( Non-adjustable )

Through beam(Receiver)

100m ( Non-adjustable )

Through beam(Emitter)

150m ( Non-adjustable )

Through beam(Receiver)

150m ( Non-adjustable )

PR30SL-TM100D
PR30SL-TM100D 1001
PR30SL-TM100D 1002

PR30SL-TM100DEB
PR30SL-TM100DEB 1001
PR30SL-TM100DEB 1002

PR30SL-TM150D
PR30SL-TM150D 1001
PR30SL-TM150D 1002

PR30SL-TM150DEB
PR30SL-TM150DEB 1001
PR30SL-TM150DEB 1002

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <25V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Red LED Green LED Red LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35...95% 35...95% 35..95%
Protection degree P67 P67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification CE ® CE ® CE ® CE @
99 99
81.5 81.5

B

LED/ AF36 10 thick

\M30x1.5

B

LED/ AF36 10 thick

\M30x1 .5

www.lanbaosensor.com



Photoelectric sensors / pasic type

20-250VAC 2 Wires

Item Code PR18S PR18S

Sensing mode

Diffuse reflection Diffuse reflection

Sensing distance 10cm ( Non-adjustable ) 40cm ( Adjustable ) 10cm ( Non-adjustable ) 40cm ( Adjustable )

@ . 4

Output

AC 2 Wires NO
AC 2 Wires NC

PR18S-BC10ATO
PR18S-BC10ATC

PR18S-BC40ATO
PR18S-BC40ATC

PR18S-BC10ATO-E2
PR18S-BC10ATC-E2

PR18S-BC40ATO-E2
PR18S-BC40ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <300mA <300mA <300mA <300mA
Voltage drop <10V <10V <10V <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3..20% 3..20% 3..20% 3..20%
Repeat accuracy <5% <5% <5% <5%
Response time <50ms <50ms <50ms <50ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -15...+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification (3 @ (|3 @ ce @ 43 @
70 84.5 )
465 46.5 ‘
| L] 1 g | — L __?_e\___
\m\@ M12x1

M18x1 AF24 8thick

M18x1 AF24 8thick
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Photoelectric sensors / pasic type

20-250VAC 2 Wires

Sensing mode

Retro reflection Retro reflection

Sensing distance 3m ( Non-adjustable ) 3m ( Non-adjustable )

\

Output

AC 2 Wires NO
AC 2 Wires NC

PR18S-DM3ATO
PR18S-DM3ATC

PR18S-DM3ATO-E2
PR18S-DM3ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <300mA <300mA
Voltage drop <10V <10V
Leakage current <3mA <3mA
Hysteresis
Repeat accuracy <5% <5%
Response time <50ms <50ms
Output indicator Yellow LED Yellow LED
Polarity protection
Surge protection yes yes
Short-circuit protection
Ambient temperature -15...+55°C -15..+55°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material PBT PBT
Connection 2m PVC Cable M12 Connector
Certification CE ® ceE ®
70 84.5
46.5 46.5
| _____€<._ = | — _____e\___ -
\@ \@ M12x1
M18x1  |AF24 8thick M18x1  |AF24 8thick
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Photoelectric sensors / pasic type

20-250VAC 2 Wires

Through beam(Emitter)

Sensing mode Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 10m ( Non-adjustable )

»

10m ( Non-adjustable )

U @

Y

Output

AC 2 Wires NO
AC 2 Wires NC

PR18S-TM10A
PR18S-TM10A

PR18S-TM10ATO
PR18S-TM10ATC

PR18S-TM10A-E2
PR18S-TM10A-E2

PR18S-TM10ATO-E2
PR18S-TM10ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <300mA <300mA
Voltage drop <10V <10V
Leakage current <3mA <3mA <3mA <3mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <50ms <50ms <50ms <50ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® ceE ® CeE ® CE ®
70 84.5
46.5 46.5

M18x1 AF24 8thick

L

\LED \M12x1

M18x1 AF24 8thick
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Photoelectric sensors / pasic type

PR18GS

Item Code PR18GS PR18GS

Sensing mode

Sensing distance

AC 2 Wires NO

Output AC 2 Wires NC

Diffuse reflection

10cm ( Non-adjustable )

PR18GS-BC10ATO
PR18GS-BC10ATC

40cm ( Adjustable )

PR18GS-BC40ATO
PR18GS-BC40ATC

Diffuse reflection

10cm ( Non-adjustable )

PR18GS-BC10ATO-E2
PR18GS-BC10ATC-E2

@

40cm ( Adjustable )

e
P’
5

PR18GS-BC40ATO-E2
PR18GS-BC40ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <300mA <300mA <300mA <300mA
Voltage drop <1o0v <10V <1ov <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3..20% 3..20% 3..20% 3..20%
Repeat accuracy <5% <5% <5% <5%
Response time <50ms <50ms <50ms <50ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -15...+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree IP65 IP65 IP65 IP65
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CeE ® CE ®
70 84.5

135 46.5 135 46.5

\Y Vv

S l =

AF24 8 thick M18x1/

\LED M12x1
VR
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Photoelectric sensors / pasic type PR18GS

20-250VAC 2 Wires

Sensing mode Retro reflection Retro reflection

Sensing distance 3m ( Non-adjustable ) 3m ( Non-adjustable )

¥

AC 2 Wires NO PR18GS-DM3ATO PR18GS-DM3ATO-E2
Output AC 2 Wires NC PR18GS-DM3ATC PR18GS-DM3ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <300mA <300mA
Voltage drop <1o0v <10V
Leakage current <3mA <3mA
Hysteresis

Repeat accuracy <5% <5%
Response time <50ms <50ms
Output indicator Yellow LED Yellow LED

Polarity protection
Surge protection yes yes

Short-circuit protection

Ambient temperature -15...+55°C -15..+55°C
Ambient moisture 35..95% 35...95%
Protection degree IP65 IP65
Housing material PBT PBT
Connection 2m PVC Cable M12 Connector
Certification CE ® CeE ®
70 84.5
13.5 46.5 135 46.5

T

\LED
AF24 8 thick M18x1

"\@ M12x1
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Photoelectric sensors / pasic type

PR18GS

20-250VAC 2 Wires

PR15GS PRI5GS

Sensing mode

Sensing distance

AC 2 Wires NO
AC 2 Wires NC

Output

Through beam(Emitter)

10m ( Non-adjustable )

PR18GS-TM10A
PR18GS-TM10A

Through beam(Receiver)

10m ( Non-adjustable )

¥

PR18GS-TM10ATO
PR18GS-TM10ATC

Through beam(Emitter)

10m ( Non-adjustable )

PR18GS-TM10A-E2
PR18GS-TM10A-E2

Through beam(Receiver)

10m ( Non-adjustable )

& e
8.

PR18GS-TM10ATO-E2
PR18GS-TM10ATC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

AF24 8 thick M18x1/

20...250 VAC 20...250 VAC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<300mA
<10V
<3mA <3mA
<5% <5%
<50ms <50ms
Green LED Yellow LED
yes yes
-15...+55°C -15...+55°C
35...95% 35...95%
1P65 IP65
PBT PBT
2m PVC Cable 2m PVC Cable
€ ® e ®
70
135 465
; 4
\eep

20...250 VAC 20...250 VAC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<300mA
<10V
<3mA <3mA
<5% <5%
<50ms <50ms
Green LED Yellow LED
yes yes
-15...+55°C -15...+55°C
35...95% 35..95%
IP65 P65
PBT PBT
M12 Connector M12 Connector
e ® € ®
84.5
135 465 )
1
'\@ M12x1
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Photoelectric sensors / pasic type

20-250VAC 2 Wires

| ItemCode ____§ PR30S

Sensing mode

Diffuse reflection Diffuse reflection

Sensing distance 50cm ( Adjustable ) 100cm ( Adjustable ) 50cm ( Adjustable ) 100cm ( Adjustable )

> o o o

Q

PR30S-BC100ATO
PR30S-BC100ATC

N\

\

PR30S-BC100ATO-E2
PR30S-BC100ATC-E2

AC 2 Wires NO
AC 2 Wires NC

PR30S-BC50ATO
PR30S-BC50ATC

PR30S-BC50ATO-E2

Output PR30S-BC50ATC-E2

Technical Parameter

Supply voltage 20...250 VAC 20...250 VAC 20...250 VAC 20...250 VAC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <300mA <300mA <300mA <300mA
Voltage drop <1o0v <10V <10V <1ov
Leakage current <3mA <3mA <3mA <3mA
Hysteresis 3..20% 3..20% 3..20% 3..20%
Repeat accuracy <5% <5% <5% <5%
Response time <50ms <50ms <50ms <50ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection

Surge protection yes yes yes yes
Short-circuit protection

Ambient temperature -15...+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PBT PBT PBT PBT
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification CE ® CeE ® CeE ® CE ®

72

60

e

&

AF36 10 thick

\ \LED
M30x1.5

90

60

§M12X1

VR

\ LED
15

AF36 10 thick
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Photoelectric sensors / pasic type

20-250VAC 2 Wires

| ItemCode ____§ PR3 § __PR3OS

Sensing mode

Sensing distance

AC 2 Wires NO
Output AC 2 Wires NC

Retro reflection

5m ( Non-adjustable )

¥

PR30S-DM5ATO
PR30S-DMS5ATC

Retro reflection

5m ( Non-adjustable )

¥

8

PR30S-DM5ATO-E2
PR30S-DMS5ATC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20...250 VAC

Infrared LED ( 880nm )

<300mA
<10V
<3mA

<5%
<50ms
Yellow LED

yes

-15...+55°C
35...95%
P67
PBT
2m PVC Cable

€€ ® @

72
60

AN \LED
M30x1.5

AF36 10 thick

20...250 VAC

Infrared LED ( 880nm )

<300mA
<10V
<3mA

<5%
<50ms
Yellow LED

yes

-15...4+55°C
35...95%
P67
PBT
M12 Connector

€€ ® @

90 )
60 ‘

AF36 10 thick
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Photoelectric sensors / pasic type

20-250VAC 2 Wires
| PR3os N PR30S

Sensing mode Through beam(Emitter)  Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 20m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

Output

AC 2 Wires NO
AC 2 Wires NC

PR30S-TM20A
PR30S-TM20A

PR30S-TM20ATO
PR30S-TM20ATC

PR30S-TM20A-E2
PR30S-TM20A-E2

PR30S-TM20ATO-E2
PR30S-TM20ATC-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

20...250 VAC
Infrared LED ( 880nm )

<3mA
<5%
Green LED
yes
-15...+55°C
35...95%
P67

PBT
2m PVC Cable

€€ ® @

72

20...250 VAC
Infrared LED ( 880nm )
<300mA
<1ov
<3mA

<5%
<50ms
Yellow LED

yes

-15...455°C
35...95%
P67
PBT
2m PVC Cable

€ ® @

60

=

N\ \LED
M30x1.5

AF36 10 thick

20...250 VAC

Infrared LED ( 880nm )

<3mA
<“5.%
Green LED
yes

-15...4+55°C
35...95%
P67
PBT
M12 Connector

€ ® @

90

20...250 VAC
Infrared LED ( 880nm )
<300mA
<1o0v
<3mA

<5%
<50ms
Yellow LED

yes

-15...+55°C
35...95%
P67
PBT
M12 Connector

€€ ® @

60

AF36 10 thick

www.lanbaosensor.com



Photoelectric sensors / rectanguiar type

10-30VDC 3 Wires
e W@  pB

Sensing mode Through beam(Emitter)  Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 3m ( Non-adjustable ) 3m ( Non-adjustable ) 3m ( Non-adjustable ) 3m ( Non-adjustable )

NPN NO PSB-TM3D PSB-TM3DNO PSB-TM3D-E1 PSB-TM3DNO-E1
Output NPN NC PSB-TM3D PSB-TM3DNC PSB-TM3D-E1 PSB-TM3DNC-E1

PNP NO PSB-TM3D PSB-TM3DPO PSB-TM3D-E1 PSB-TM3DPO-E1
Output PNP NC PSB-TM3D PSB-TM3DPC PSB-TM3D-E1 PSB-TM3DPC-E1
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Red LED Green LED Red LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection

Ambient temperature -15...+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material ABS ABS ABS ABS
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification C€ CE€ CE€ C€

www.lanbaosensor.com



Photoelectric sensors / rectanguiar type

PBA/PSI

10-30VDC 3/4 Wires

item Code T s

Sensing mode Diffuse reflection

Sensing distance 2m ( Adjustable )

NPN NO PBA-BC200DNO
Output NPN NC PBA-BC200DNC

NPN NO+NC

PNP NO PBA-BC200DPO
Output PNP NC PBA-BC200DPC

PNP NO+NC

Technical Parameter

Diffuse reflection

30cm ( Adjustable )

PSI-BC30DNO
PSI-BC30DNC
PSI-BC30DNR

PSI-BC30DPO
PSI-BC30DPC
PSI-BC30DPR

Supply voltage 12..24 VvDC
Light source Infrared LED ( 880nm )
Load current <100mA
Voltage drop <2.5V
Consumption current <25mA
Hysteresis 3:-:20%
Repeat accuracy <5%
Response time <3ms
Output indicator Red LED
Polarity protection yes
Surge protection yes
Short-circuit protection
Ambient temperature -15..+55°C
Ambient moisture 35..95%
Protection degree IP54
Housing material PC/ABS
Connection 2m PVC Cable
Certification (|3
J 1T el
|
- 48.5 —
35 415 Lo
A R 9
P LED b
O

10...30 VDC
Infrared LED ( 880nm )
<200mA
<2.5V
<25mA
3--:20%
<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35...95%
IP65
ABS
2m PVC Cable

ce

[
38°03.1

32 || 164 @31

6
8

@

¥
ol Lw
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Photoelectric sensors / rectanguiar type

10-30VDC 3/4 Wires
S

Through beam(Emitter) ~ Through beam(Receiver)

Sensing mode Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance Sm ( Non-adjustable ) Sm ( Non-adjustable ) 10m ( Non-adjustable ) 10m ( Non-adjustable )

0

LED

2 7 7 7
(A , L r L r . .
. . - .
NPN NO PSI-TM5D PSI-TM5DNO PSI-TM10D PSI-TM10DNO
Output NPN NC PSI-TM5D PSI-TM5DNC PSI-TM10D PSI-TM10DNC
NPN NO+NC PSI-TM5D PSI-TM5DNR PSI-TM10D PSI-TM10DNR
PNP NO PSI-TM5D PSI-TM5DPO PSI-TM10D PSI-TM10DPO
Output PNP NC PSI-TM5D PSI-TM5DPC PSI-TM10D PSI-TM10DPC
PNP NO+NC PSI-TM5D PSI-TM5DPR PSI-TM10D PSI-TM10DPR
Technical Parameter
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP65 IP65 IP65 IP65
Housing material ABS ABS ABS ABS
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification C€ CE€ CE€ CE€
30 135 30 135
— — 1
I ElE L 4
1O 1O
3.8°03.1 3.8°3.1
32 || 164 3.1 32 | J76.1 3.1
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Photoelectric sensors / rectanguiar type

10-24VDC 3 Wires

Focuse reflection

Sensing mode

Sensing distance

NPN NO
Output NPN NC
PNP NO
Output PNP NC

Diffuse reflection

30cm ( Adjustable )

PSL-BC30DNO
PSL-BC30DNC

PSL-BC30DPO
PSL-BC30DPC

3cm ( Adjustable )

PSL-SC3DNO
PSL-SC3DNC

PSL-SC3DPO
PSL-SC3DPC

5cm ( Adjustable )

PSL-SC5DNO
PSL-SC5DNC

PSL-SC5DPO
PSL-SC5DPC

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

12..24 VDC

Infrared LED ( 880nm )

<100mA
<2.5V
<25mA
3--:20%
<5%
<1ms
Yellow LED
yes
yes

-15...4+55°C
35...95%
P67
PC/ABS
2m PVC Cable

ce

—
m
o

15

T |

——

o i
w

o\
19 2-@3.1 10.

Infrared LED ( 660nm )

12..24 VDC

<100mA
<2.5V

<25mA

3--:20%
<5%
<1lms

Yellow LED
yes

yes

-15...+55°C
35..95%
P67
PC/ABS
2m PVC Cable

q3

12..24 VvDC
Infrared LED ( 660nm )
<100mA
<2.5V
<25mA
3--:20%
<5%
<1lms
Yellow LED
yes

yes

-15...+55°C
35...95%
P67
PC/ABS
2m PVC Cable

43

'_
m
o

15

T |

=8

——

[ -
w

\2—@3.1 1
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Photoelectric sensors / rectanguiar type

10-24VDC 3 Wires

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 5m ( Non-adjustable ) 5m ( adjustable ) 10m ( Non-adjustable ) 10m ( adjustable )

NPN NO PSL-TM5D PSL-TM10DNO PSL-TM10D PSL-TM10DNO
Output NPN NC PSL-TM5D PSL-TM10DNC PSL-TM10D PSL-TM10DNC

PNP NO PSL-TM5D PSL-TM10DPO PSL-TM10D PSL-TM10DPO
Output PNP NC PSL-TM5D PSL-TM10DPC PSL-TM10D PSL-TM10DPC
Supply voltage 12..24 VvDC 12..24 VDC 12..24 VDC 12..24 VvDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <100mA <100mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <1lms <1lms <1lms <1lms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes

Short-circuit protection
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C

Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree IP67 IP67 IP67 P67
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification C€ C€ CE€ C€
LED LED
[ v
=

T |

=l

s |\
19 2-@3.1 10.

=l

s |\
19 2-@3.1 10.

15

P

o 4
w

15

P

o 4
w
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Photoelectric sensors / rectanguiar type

10-24VDC 3/4 Wires
| psF. @  PSF_

Diffuse reflection

Sensing mode Diffuse reflection

Sensing distance 30cm (Adjustable ) 80cm ( Adjustable ) 30cm ( Adjustable ) 80cm ( Adjustable )

NPN NO

Output NPN NC

NPN NO/NC

PNP NO
Output PNP NC

PNP NO/NC

PSF-BC30DNO
PSF-BC30DNC
PSF-BC30DNB

PSF-BC30DPO
PSF-BC30DPC
PSF-BC30DPB

PSF-BC80DNO
PSF-BC80DNC
PSF-BC80ODNB

PSF-BC80DPO
PSF-BC80DPC
PSF-BC80DPB

PSF-BC30DNO-E1
PSF-BC30DNC-E1
PSF-BC30DNB-E1

PSF-BC30DPO-E1
PSF-BC30DPC-E1
PSF-BC30DPB-E1

PSF-BC80ODNO-E1
PSF-BC80DNC-E1
PSF-BC80ODNB-E1

PSF-BC80DPO-E1
PSF-BC80DPC-E1
PSF-BC80DPB-E1

Technical Parameter

Supply voltage 12..24 VDC 12..24 VvDC 12..24 VDC 12..24 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <100mA <100mA <100mA <100mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis 3::20% 3-::20% 3-::20% 3:--20%
Repeat accuracy <5% <5% <5% <5%
Response time <1lms <1lms <1lms <1lms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection 2m PVC Cable 2m PVC Cable M8 Connector M8 Connector
Certification C€ CE€ CE€ C€
) 32
12.3 26.0 .3
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Photoelectric sensors / rectanguiar type

10-24VDC 3/4 Wires
| psF. @  PSF_

Sensing mode Retro reflection Retro reflection
Sensing distance 2m ( Adjustable ) 2m ( Adjustable )
. o o
U P
e )

NPN NO PSF-DM2DNO PSF-DM2DNO-E1
Output NPN NC PSF-DM2DNC PSF-DM2DNC-E1

NPN NO/NC PSF-DM2DNB PSF-DM2DNB-E1

PNP NO PSF-DM2DPO PSF-DM2DPO-E1
Output PNP NC PSF-DM2DPC PSF-DM2DPC-E1

PNP NO/NC PSF-DM2DPB PSF-DM2DPB-E1
Supply voltage 12..24 VDC 12..24 VvDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <100mA <100mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA
Hysteresis
Repeat accuracy <5% <5%
Response time <1ms <1lms
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95%
Protection degree P67 P67
Housing material PC/ABS PC/ABS
Connection 2m PVC Cable M8 Connector
Certification C€ CE€

21
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Photoelectric sensors / rectanguiar type

10-24VDC 3/4 Wires
| psF. @  PSF_

Sensing mode Polarized reflection Polarized reflection
Sensing distance 2m ( Adjustable ) 2m ( Adjustable )
.o .
lc’ 4 !o »

Output

NPN NO/NC PSF-PM2DNB PSF-PM2DNB-E1
Output

PNP NO/NC PSF-PM2DPB PSF-PM2DPB-E1
Supply voltage 12..24 VDC 12..24 VvDC
Light source Infrared LED ( 660nm ) Infrared LED ( 660nm )
Load current <100mA <100mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA
Hysteresis
Repeat accuracy <5% <5%
Response time <1ms <1lms
Output indicator Yellow LED Yellow LED
Polarity protection yes yes
Surge protection yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95%
Protection degree P67 IP67
Housing material PC/ABS PC/ABS
Connection 2m PVC Cable M8 Connector
Certification C€ C€

12.3 ) 26.0 .3
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Photoelectric sensors / rectanguiar type

10-24VDC 3/4 Wires

| ItemCode ___§ ___Ppsf ______§ PSF

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 5m ( Non-adjustable ) 5m (adjustable ) 10m ( Non-adjustable ) 10m ( adjustable )

- U U
)

e ’ @
NPN NO PSF-TM5D PSF-TM5DNO PSF-TM10D PSF-TM10DNO
Output NPN NC PSF-TM5D PSF-TM5DNC PSF-TM10D PSF-TM10DNC
NPN NO/NC PSF-TM5D PSF-TM5DNB PSF-TM10D PSF-TM10DNB
PNP NO PSF-TM5D PSF-TM5DPO PSF-TM10D PSF-TM10DPO
Output PNP NC PSF-TM5D PSF-TM5DPC PSF-TM10D PSF-TM10DPC
PNP NO/NC PSF-TM5D PSF-TM5DPB PSF-TM10D PSF-TM10DPB

Technical Parameter

Supply voltage 12..24 VDC 12..24 VvDC 12..24 VvDC 12..24 VvDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <100mA <100mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <1lms <1lms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 P67 P67
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification C€ C€ CE€ C€
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Photoelectric sensors / rectanguiar type

10-24VDC 3/4 Wires
| psF. @  PSF_

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 5m ( Non-adjustable ) 5m ( adjustable ) 10m ( Non-adjustable ) 10m ( adjustable )

.
P PR TR
NPN NO PSF-TM5D-E1 PSF-TM5DNO-E1 PSF-TM10D-E1 PSF-TM10DNO-E1
Output NPN NC PSF-TM5D-E1 PSF-TM5DNC-E1 PSF-TM10D-E1 PSF-TM10DNC-E1
NPN NO/NC PSF-TM5D-E1 PSF-TM5DNB-E1 PSF-TM10D-E1 PSF-TM10DNB-E1
PNP NO PSF-TM5D-E1 PSF-TM5DPO-E1 PSF-TM10D-E1 PSF-TM10DPO-E1
Output PNP NC PSF-TM5D-E1 PSF-TM5DPC-E1 PSF-TM10D-E1 PSF-TM10DPC-E1
PNP NO/NC PSF-TM5D-E1 PSF-TM5DPB-E1 PSF-TM10D-E1 PSF-TM10DPB-E1
Supply voltage 12..24 VDC 12..24 VvDC 12..24 VvDC 12..24 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <100mA <100mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <1ms <1lms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35...95% 35...95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection M8 Connector M8 Connector M8 Connector M8 Connector
Certification C€ CE€ C€ CE€
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Photoelectric sensors / rectanguiar type

10-30VDC 3/4 Wires

Sensing mode Diffuse reflection Diffuse reflection

Sensing distance 50cm ( Adjustable ) 100cm ( Adjustable ) 50cm ( Adjustable ) 100cm ( Adjustable )

NPN NO PTF-BC50DNO PTF-BC100DNO PTF-BC50DNO-E2 PTF-BC100DNO-E2
Output NPN NC PTF-BC50DNC PTF-BC100DNC PTF-BC50DNC-E2 PTF-BC100DNC-E2
NPN NO+NC PTF-BC50DNR PTF-BC100DNR PTF-BC50DNR-E2 PTF-BC100DNR-E2
PNP NO PTF-BC50DPO PTF-BC100DPO PTF-BC50DPO-E2 PTF-BC100DPO-E2
Output PNP NC PTF-BC50DPC PTF-BC100DPC PTF-BC50DPC-E2 PTF-BC100DPC-E2
PNP NO+NC PTF-BC50DPR PTF-BC100DPR PTF-BC50DPR-E2 PTF-BC100DPR-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis 3:-20% 3:--20% 3:-:20% 3-::20%
Repeat accuracy <5% <5% <5% <5%
Response time <3ms <3ms <3ms <3ms
Output indicator Yellow LED Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes yes yes
Ambient temperature -15...+55°C -15...+55°C -15...+55°C -15...+55°C
Ambient moisture 35..95% 35..95% 35...95% 35..95%
Protection degree P64 IP64 P64 IP64
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection 2m PVC Cable 2m PVC Cable M12 Connector M12 Connector
Certification ce C€ Ce€ CE€
50 17 50 17
46.4 46.4
=08 — = —
= = = — % =
= =
LED VR LED VR Mi12x1
B8 ./ 11 1 _‘%Gl{__
=
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Photoelectric sensors / rectanguiar type

10-30VDC 3/4 Wires

Sensing mode

Sensing distance

NPN NO
NPN NC
NPN NO+NC

Output

PNP NO
PNP NC
PNP NO+NC

Output

Retro reflection

3m ( Non-adjustable )

5m ( Non-adjustable )

PTF-DM3DNO
PTF-DM3DNC
PTF-DM3DNR

PTF-DM3DPO
PTF-DM3DPC
PTF-DM3DPR

PTF-DM5DNO
PTF-DM5DNC
PTF-DM5DNR

PTF-DM5DPO
PTF-DM5DPC
PTF-DM5DPR

Retro reflection

3m ( Non-adjustable )

\\,

PTF-DM3DNO-E2
PTF-DM3DNC-E2
PTF-DM3DNR-E2

PTF-DM3DPO-E2
PTF-DM3DPC-E2
PTF-DM3DPR-E2

5m ( Non-adjustable )

PTF-DM5DNO-E2
PTF-DM5DNC-E2
PTF-DM5DNR-E2

PTF-DM5DPO-E2
PTF-DM5DPC-E2
PTF-DM5DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA <200mA
<2.5V <2.5V
<25mA <25mA
<5% <5%
<8.2ms <8.2ms
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-15...+55°C -15..+55°C
35..95% 35...95%
P64 P64
PC/ABS PC/ABS
2m PVC Cable 2m PVC Cable
ce ce

o .
e i —
e 9.9x4.4
tﬁ —
] 6.4
LED
‘@ PR - -
B

10...30 VDC 10...30 VDC
Infrared LED ( 880nm )  Infrared LED ( 880nm )
<200mA <200mA
<2.5V <2.5V
<25mA <25mA
<5% <5%
<8.2ms <8.2ms
Yellow LED Yellow LED
yes yes
yes yes
yes yes
-15..+55°C -15...455°C
35...95% 35...95%
IP64 P64
PC/ABS PC/ABS
M12 Connector M12 Connector
ce ce

7 =
¢ m —
i ; 9.9x4.4
s
LED M12x1
4 .\E___
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Photoelectric sensors / rectanguiar type

10-30VDC 3/4 Wires

ltem Code

Polarized reflection

Sensing mode

Sensing distance

Output

NPN NO+NC

Output

PNP NO+NC

Polarized reflection

5m ( Non-adjustable )

PTF-PM5DNR

PTF-PM5DPR

5m ( Non-adjustable )

v

|
V}‘f

!,

PTF-PM5DNR-E2

PTF-PM5DPR-E2

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Consumption current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

10...30 VDC

Infrared LED ( 660nm )

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
P64
PC/ABS
2m PVC Cable

g3

50 17

46.4

F

50
46.4
4.4x6.9
49
34

| 9.9x4.4

| |

10...30 VDC

Infrared LED ( 660nm )

<200mA
<2.5V
<25mA

<5%
<8.2ms
Yellow LED
yes
yes
yes
-15...+55°C
35..95%
P64
PC/ABS
M12 Connector

43

50

46.4

50
464

L=

I 9.9x4.4

!
Il

49
34

4.46.9

Jn =

] 54

M12x1

LED
\Z)
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Photoelectric sensors / rectanguiar type

10-30VDC 4 Wires

Through beam(Emitter)

Sensing mode Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

- L'u e L'u e L'u . lq

= . e a7y
}E’c‘ ) }f/:é ) }f/:é ) }f/c‘ ,

L r'd rd r'd

NPN NO PTF-TM10D PTF-TM10DNO PTF-TM20D PTF-TM20DNO
Output NPN NC PTF-TM10D PTF-TM10DNC PTF-TM20D PTF-TM20DNC
NPN NO+NC PTF-TM10D PTF-TM10DNR PTF-TM20D PTF-TM20DNR
PNP NO PTF-TM10D PTF-TM10DPO PTF-TM20D PTF-TM20DPO
Output PNP NC PTF-TM10D PTF-TM10DPC PTF-TM20D PTF-TM20DPC
PNP NO+NC PTF-TM10D PTF-TM10DPR PTF-TM20D PTF-TM20DPR

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P64 IP64 IP64 P64
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification C€ C€ C€ CE€
50 17 50 17
46.4 46.4
i)
i — i V) —
| ﬁ\ <t
o 9.0xaa Ay e0xaa
= /&é == = -
= =
] 6.4 | 6.4
LED LED
g 1 8 1
B B
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Photoelectric sensors / rectanguiar type

10-30VDC 3/4 Wires

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )

NPN NO PTF-TM10D-E2 PTF-TM10DNO-E2 PTF-TM20D-E2 PTF-TM20DNO-E2
Output NPN NC PTF-TM10D-E2 PTF-TM10DNC-E2 PTF-TM20D-E2 PTF-TM20DNC-E2
NPN NO+NC PTF-TM10D-E2 PTF-TM10DNR-E2 PTF-TM20D-E2 PTF-TM20DNR-E2
PNP NO PTF-TM10D-E2 PTF-TM10DPO-E2 PTF-TM20D-E2 PTF-TM20DPO-E2
Output PNP NC PTF-TM10D-E2 PTF-TM10DPC-E2 PTF-TM20D-E2 PTF-TM20DPC-E2
PNP NO+NC PTF-TM10D-E2 PTF-TM10DPR-E2 PTF-TM20D-E2 PTF-TM20DPR-E2
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection yes yes yes yes
Surge protection yes yes yes yes
Short-circuit protection yes yes
Ambient temperature -15...+55°C -15...+55°C -15...+55°C -15...+55°C
Ambient moisture 35..95% 35..95% 35..95% 35..95%
Protection degree P64 P64 IP64 P64
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection M12 Connector M12 Connector M12 Connector M12 Connector
Certification CE€ CE€ C€ C€
50 17 50 17
46.4 46.4
e — ¢ X —
~l3 ~ 3

50
464
4.4x6.9
50
46.4
4.4'6.9

9.9x4.4 @ %
i@-_._ /% ___ IL\_.%“ 9.9x4.4 __

] 4

LED, LED M12x1

— I —

www.lanbaosensor.com



Photoelectric sensors / rectanguiar type

10-30VDC 4 Wires

Sensing mode

Sensing distance

Output

NPN NO+NC

Output

PNP NO+NC

Diffuse reflection

80cm ( Adjustable )

2m ( Adjustable )

Retro reflection

5m ( Non-adjustable )

PTL-BC80DNRT3-D

PTL-BC80DPRT3-D

PTL-BC200DNRT3-D

PTL-BC200DPRT3-D

PTL-DM5DNRT3-D

PTL-DM5DPRT3-D

Technical Parameter

Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm )  Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <200mA <200mA <200mA
Voltage drop <2.5V <2.5V <2.5V
Consumption current <25mA <25mA <25mA
Hysteresis 5---20% 5:--20%
Repeat accuracy <5% <5% <5%
Response time <8.2ms <8.2ms <8.2ms
Output indicator Yellow LED Yellow LED Yellow LED
Polarity protection yes yes yes
Surge protection yes yes yes
Short-circuit protection yes yes yes
Ambient temperature -15...+55°C -15...+55°C -15...+55°C
Ambient moisture 35..95% 35..95% 35..95%
Protection degree P67 P67 IP67
Housing material PC/ABS PC/ABS PC/ABS
Connection Terminal Connect Terminal Connect Terminal Connect
Certification C€ CE€ CE€
76 5 76
\LED i u LED |
R T
| AT |2 | AN I [
2-94.3! H . z 2-94.3! H . z
i R 1= i R =
%g © = #g & =
! 40 ! 29 25 ! 40 ! 29 25
88 88
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Photoelectric sensors / rectanguiar type

10-30 4 Wires
]

Sensing mode Polarized reflection

Sensing distance 12m ( Non-adjustable )

Output
NPN NO+NC PTL-PM12DNR-D
Output
PNP NO+NC PTL-PM12DPR-D
Supply voltage 10...30 VDC
Light source Infrared LED ( 660nm )
Load current <200mA
Voltage drop <2.5V
Consumption current <25mA
Hysteresis
Repeat accuracy <5%
Response time <8.2ms
Output indicator Yellow LED
Polarity protection yes
Surge protection yes
Short-circuit protection yes
Ambient temperature -15..+55°C
Ambient moisture 35..95%
Protection degree IP67
Housing material PC/ABS
Connection Terminal Connect
Certification CE€
76 5
o i |
-\l_\_
| 0 i o2
2-@4.3! T I |
ﬁ REEE=
WJE o | | E=
! 20 ! 29 25
88
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Photoelectric sensors / rectanguiar type

10-30VDC 4 Wires

Sensing mode Through beam(Emitter)  Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 20m ( Non-adjustable ) 20m ( Non-adjustable ) 40m ( Non-adjustable ) 40m ( adjustable )

Output
NPN NO+NC PTL-TM20D-D PTL-TM20DNRT3-D PTL-TM40D-D PTL-TM40DNRT3-D
Output
PNP NO+NC PTL-TM20D-D PTL-TM20DPRT3-D PTL-TM40D-D PTL-TM40DPRT3-D
Supply voltage 10...30 VDC 10...30 VDC 10...30 VDC 10...30 VDC
Light source Infrared LED ( 880nm)  Infrared LED ( 880nm) Infrared LED ( 880nm )  Infrared LED ( 880nm )
Load current <200mA <200mA
Voltage drop <2.5V <2.5V
Consumption current <25mA <25mA <25mA <25mA
Hysteresis
Repeat accuracy <5% <5% <5% <5%
Response time <8.2ms <8.2ms
Output indicator Green LED Yellow LED Yellow LED
Polarity protection yes yes yes
Surge protection yes yes yes
Short-circuit protection yes yes
Ambient temperature -15...+55°C -15...+55°C -15...+55°C -15...+55°C
Ambient moisture 35...95% 35..95% 35..95% 35..95%
Protection degree P67 IP67 IP67 P67
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection Terminal Connect Terminal Connect Terminal Connect Terminal Connect
Certification CE€ CE€ CE€ CE€
76 5 76 5
‘@i H LED | M 1
T T
| ] NEE | ua N B
2-94.3! H z 2943 _E o z
i R = i A =
m@ © = m#g o | |1E=
! 40 ! 29 25 ! 40 ! 29 25
88 88
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Photoelectric sensors / rectanguiar type

24-240VAC/12-24 C 5 Wires

item Code

Sensing mode

Sensing distance

Output

Contact output

Diffuse reflection

50cm ( Adjustable )

71 |

P

L=
i
N/

PTF-BC50SK PTF-BC100SK

100cm ( Adjustable )

Retro reflection

3m ( Non-adjustable ) 5m ( Non-adjustable )

PTF-DM3SK PTF-DM5SK

Technical Parameter

Supply voltage

Light source

Load current

Voltage drop
Leakage current
Hysteresis

Repeat accuracy
Response time
Output indicator
Polarity protection
Surge protection
Short-circuit protection
Ambient temperature
Ambient moisture
Protection degree
Housing material
Connection

Certification

24...240 VAC/12...240 VDC
Infrared LED ( 880nm )

<3A
3---20%
<5%
<30ms
Yellow LED Yellow LED
yes yes
-15...+55°C -15...+55°C
35...95% 35...95%
1P64 P64
PC/ABS PC/ABS
2m PVC Cable 2m PVC Cable
Ce€ Ce€
50 17
464
T a
I 9.9x4.4
= /% —
=
] 6.4
LED
‘@ - ——
=]

24...240 VAC/12...240 VDC
Infrared LED ( 880nm )

<3A
<5%
<30ms
Yellow LED Yellow LED
yes yes
-15...+55°C -15...+55°C
35...95% 35..95%
P64 P64
PC/ABS PC/ABS
2m PVC Cable 2m PVC Cable
Ce€ Ce€
50 17
46.4
_Q o
I 9.9x4.4
=\ p—
=
| 6.4
LED
‘@ -—
=
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Photoelectric sensors / rectanguiar type

24-240VAC/12-240VDC 5 Wires
]

Sensing mode Polarized reflection

Sensing distance 5m ( Non-adjustable )

Output
Contact output PTF-PM5SK

Technical Parameter

Supply voltage 24...240 VAC/12...240 VDC
Light source Infrared LED ( 660nm )
Load current <3A

Voltage drop

Leakage current

Hysteresis 3::20%

Repeat accuracy <5%

Response time <30ms

Output indicator Yellow LED

Polarity protection
Surge protection yes

Short-circuit protection

Ambient temperature -15...+55°C
Ambient moisture 35..95%
Protection degree P64
Housing material PC/ABS
Connection 2m PVC Cable
Certification C€
50 17
46.4
o 3 3
= E
EE 3
9.9x4.4 @
I . 9X4
= /% —
=
1 6.4
LED
‘@ - —
B
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Photoelectric sensors / rectanguiar type

24-240VAC/12-240VDC 5 Wires

Sensing mode Through beam(Emitter) ~ Through beam(Receiver) Through beam(Emitter) ~ Through beam(Receiver)
Sensing distance 10m ( Non-adjustable ) 10m ( Non-adjustable ) 20m ( Non-adjustable ) 20m ( Non-adjustable )
-y — 40 -y — 40
&2 gr | &2 gr |
s~ R i |
R 7 R 7
Output
Contact output PTF-TM10S PTF-TM10SK PTF-TM20S PTF-TM20SK

Technical Parameter

Supply voltage 24...240 VAC/12...240 VDC 24...240 VAC/12...240 VDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <3A <3A
Voltage drop
Leakage current
Hysteresis
Repeat accuracy <5% <5%
Response time <30ms <30ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -15..+55°C -15..+55°C -15..+55°C -15..+55°C
Ambient moisture 35...95% 35...95% 35..95% 35...95%
Protection degree P64 IP64 P64 P64
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection 2m PVC Cable 2m PVC Cable 2m PVC Cable 2m PVC Cable
Certification C€ C€ C€ C€
50 17 50 17
46.4 46.4
T é T é
I 1 9.9x4.4 I ; 9.9x4.4
5 = B R =
= =
] 6.4 ] 6.4
LED LED
8 1 g 1
=] =]
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Photoelectric sensors / rectanguiar type

24-240VAC/12-240VDC 5 Wires

Sensing mode Diffuse reflection Retro reflection

Sensing distance 80cm ( Adjustable ) 200cm ( Adjustable ) 5m ( Non-adjustable )

Output
Contact output PTL-BC80SKT3-D PTL-BC200SKT3-D PTL-DM5SKT3-D

Technical Parameter

Supply voltage 24...240 VAC/12...240 VDC 24...240 VAC/12...240 VDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <3A <3A

Voltage drop

Leakage current

Hysteresis 3::20%

Repeat accuracy <5% <5%

Response time <30ms <30ms

Output indicator Yellow LED Yellow LED Yellow LED

Polarity protection
Surge protection yes yes yes

Short-circuit protection

Ambient temperature -15...+55°C -15...+55°C -15..+55°C
Ambient moisture 35...95% 35...95% 35...95%
Protection degree P67 P67 P67
Housing material PC/ABS PC/ABS PC/ABS
Connection Terminal Connect Terminal Connect Terminal Connect
Certification Ce€ CE€ CE€
76 5 76 5
Il
N i SAvIN.|
i M Il © ] : i )
| gala NEE | i NEE
2-@4.3! 1 ! 2.04.31 ] '
L H 1w L H ] vl
. g = ! g =
%g © = Jgg o | |1|E=
! 40 ! 29 25 ! 40 ! 29 25
88 88
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Photoelectric sensors / rectanguiar type

24-240VAC/12-24 5 Wires
]

Sensing mode Polarized reflection

Sensing distance 12m ( Non-adjustable )

Output
Contact output PTL-PM12SK-D

Technical Parameter

Supply voltage 24...240 VAC/12...240 VDC
Light source Infrared LED ( 660nm )
Load current <3A

Voltage drop

Leakage current

Hysteresis

Repeat accuracy <5%

Response time <30ms

Output indicator Yellow LED

Polarity protection
Surge protection yes

Short-circuit protection

Ambient temperature -15..+55°C
Ambient moisture 35..95%
Protection degree P67
Housing material PC/ABS
Connection Terminal Connect
Certification Ce€
76 5
1 M 1 0
| i 1S
2-94.3! L !
g:’i FHe ==
| @ A =
u,% | =
! 40 ! 29 25
88
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Photoelectric sensors / rectanguiar type

24-240VAC/12-240VDC 5 Wires

Through beam(Receiver)

Sensing mode Through beam(Emitter) Through beam(Emitter) ~ Through beam(Receiver)

Sensing distance 20m ( Non-adjustable ) 20m ( adjustable ) 30m ( Non-adjustable ) 30m ( adjustable )

Output

PTL-TM20SKT3-D

Contact output PTL-TM20S-D PTL-TM30S-D PTL-TM30SKT3-D

Technical Parameter

Supply voltage 24...240 VAC/12...240 VDC 24...240 VAC/12...240 VDC
Light source Infrared LED ( 880nm ) Infrared LED ( 880nm )
Load current <3A <3A
Voltage drop
Leakage current
Hysteresis
Repeat accuracy <5% <5%
Response time <30ms <30ms
Output indicator Green LED Yellow LED Green LED Yellow LED
Polarity protection
Surge protection yes yes yes yes
Short-circuit protection
Ambient temperature -15...+55°C -15...+55°C -15...+55°C -15..+55°C
Ambient moisture 35..95% 35...95% 35..95% 35..95%
Protection degree P67 P67 P67 P67
Housing material PC/ABS PC/ABS PC/ABS PC/ABS
Connection Terminal Connect Terminal Connect Terminal Connect Terminal Connect
Certification ce C€ (|3 CE€
76 5 76 5
LED | u LED | M 1
T T
2-@4.3! T :: l 8% 2-@4.3! _‘_E l 8
1& & = % o | | E=
! 40 ! 29 25 ! 40 ! 29 25
88 88
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Photoelectric sensors / u type

PUO7/PU15

10-30VDC 3/4 Wires

PUO7 . Pus

Sensing mode

Slot width
NPN NO
Output NPN NC
PNP NO
Output PNP NC

Through beam

7mm ( adjustable )

PUO7-TDNO
PUO7-TDNC

PUO7-TDPO
PUO7-TDPC

Through beam

15mm ( adjustable )

PU15-TDNO
PU15-TDNC

PU15-TDPO
PU15-TDPC

Technical Parameter

Supply voltage

Light source

Sensing Object
Residual voltage
Response time

Load current
Consumption current
Protection

Output indicator
Ambient temperature
Dielectric

Insulation

Vibration

Shock

Protection degree
Housing material
Connection

Certification

10...30VDC
Infrared LED(Modulated)
Opaque Objects with @ > Imm
Max,1ms
<200mA
<2.5VDC
<15mA
Polarity protection / Surge protection
Yellow LED
-15...55°C
1000V/AC 50/60Hz 60s
>50MQ(500VDC)
15mm amplitude at 10to 50Hzin each of xy and z direction for two hours
500m/S(50G)for 3 Times,in each of xy and z direction
P64
PBT
2m PVC Cable

43

il
N

——

10...30VDC
Infrared LED(Modulated)
Opaque Objects with @ > 1mm
Max,1ms
<200mA
<2.5VDC
<15mA
Polarity protection / Surge protection
Yellow LED
-15...55°C
1000V/AC 50/60Hz 60s
>50MQ(500VDC)
15mmamplitude at 10 to 50Hzin each of xy and z direction for two hours
500m/S(50G)for 3 Times,in each of xy and z direction
IP64
PBT
2m PVC Cable

43

40 15

15 20 | 11

g LED 7.5 L]
i

2-94.2/ VR

15

35
24
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Photoelectric sensors / u type

10-30VDC 4 Wires
| puo @  PUIO

Sensing mode
Slot width

Output

NPN NO/NC

Output

PNP NO/NC

Through beam

30mm ( adjustable )

PU30-TDNB

PU30-TDPB

Through beam

30mm ( Non-adjustable )

PU30-TDNB 3001

PU30-TDPB 3001

Technical Parameter

Supply voltage

Light source

Sensing Object
Residual voltage
Response time

Load current
Consumption current
Protection

Output indicator
Ambient temperature
Dielectric

Insulation

Vibration

Shock

Protection degree
Housing material
Connection

Certification

10...30vDC
Infrared LED(Modulated)
Opagque Objects with ® >2mm
Max,1ms
<200mA
<2.5VDC
<15mA
Polarity protection / Surge protection / Short-circuit protection
Yellow LED
-15...55°C
1000V/AC 50/60Hz 60s
>50MQ(500VDC)
15mmamplitude at 100 50Hzin each of xy and z direction for two hours
500m/S(50G)for 3 Times,in each of xy and z direction
IP60
Aluminum alloy
2m PVC Cable

€ ®

S'90-C

10...30vDC
Infrared LED(Modulated)
Opaque Objects with ® > 2mm
Max,1ms
<200mA
<2.5VDC
<15mA
Polarity protection / Surge protection / Short-circuit protection
Yellow LED
-15...55°C
1000V/AC 50/60Hz 60s
>50MQ(500VDC)
15mmamplitude at 10to 50Hzin each of xy and z direction for two hours
500m/S(50G)for 3 Times,in each of xy and z direction
P67
Aluminum alloy
2m PVC Cable

€ ®

S'90-C

a3z

ﬂ
1
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Photoelectric sensors

Wiring diagram

Emitter Lead wire M8 Connector M12 Connector Terminal connect
_OBN— + _1_)— + _1_)—+ _1_)— +
DC
| oBY . _3.)— - _3.)— - 2y
_OBN— + _1_)— +
AC/DC 12...240VDC/24...240VAC 12...240VDC/24...240VAC
| oBu 2y
DC 3 Wires Lead wire M8 Connector M12 Connector Terminal connect
BN + 1 + 1 + 1 +
NPN NO <H> _/_E <U> 4 <U> J.A.;g <U> AL
| oBYU By By I —
BN + 1 + 1 + 1 +
NPN NC ®JE <U>_/L_4_ <U>_/L_2_ <U>_/L_3_
| _oBU 18y . 18y . 125 .
BN 1 1 1
o 4 My ey sy
PNP NO <ﬂ> . BK <U> 4 <U> s l4s <H> s l4s
(o | B . B
_oBN s, iy iy
PNP NC <]>_/L BK <U>_/L_4_ <]>_/L_2_ <U>_/L_3_
:BU I B} 13, | 3 12
DC 4 Wires Lead wire M12 Connector Terminal connect
BN + 1 + 1 .
- BK A2 I
wenoswc | [© < saaTT [ s R a=ul
_OBU— J_)— - _2_)— -
BN 1 1
L oBN My My 4
onpNosnc || & o O s O 23

A2
3

A, -
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Photoelectric sensors

AC 2 Wires Lead wire M12 Connector Terminal connect
BN 3 3
| oBN— R e T B
Q_ Q_ O _
SCR NO
—oBUr-: Mo o
<H> oBN— <H> I e, S @ H>———-
SCR NC - - -
—oBUr:-: i 2y
AC/DC 5 Wires Lead wire Terminal connect

o BN >
@ :_OMVDCﬂd.ZAQVAC @ :L_MDCEAZ“OVAC
Relay LoWH ¢ 3 NG
E o o R G
& ——cow -55>——com
NPN(selectable) leaalnre M12 Connector

¢ g

PNP selectable) Lead wire M12 Connector
o BN 0 1 Mo
0 BK 1 P G
g BU 5 Ne:
w7 oy
NPN/PNP (selectable)  Lead wire
BN +
<[]> SBK NPN
WH
:’;EBU PNP
Remarks
Connector M8 Connector M12 Connector
[@) I
@) o o
©) ©)
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Photoelectric sensors

Reflector

Item Code STD-06 TD-04 TD-05
82
TIRRTTIN
RRRIRRIRIRRITIEEN
/AVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAVAW
i
!
Dimensions 5% (¢
\{
X
Item Code TD-09 TD-02
51
60 29
52 65 14.5*®4. 5
55
JE— )
==
. . 7 ) =
Dimensions o « |
3| o = o |
< y/A © B 5 i
%CWNM 2032 (St
— 1
2-3.2 'LW‘A
Item Code TD-01 TD-03 TD-01-3
= 81
14. 1°®4. 2 71 103.5
N - 89.5 )
= 5
Dimensions
~ 5% 2 ) D
~| o 0 ‘ﬂ
< © 3
N
0] 2-06.4
2-03.2
Item Code TD-10
180
150
Dimensions
ol Y ’\/\N\/\N\/\/\N\/\/V\/\/\/V\/\m
<
[—2-05.8
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Photoelectric sensors

Mounting rack

ZJP-1 ( PSF Mounting rack )

30.0+£0.2
312
-Gl
.
Bl
:

i

|

Il
60 ] 74 5.

15
— —
73 EE
u | 2
95
m @%333
~ i
“ (D] w o
K ﬁ-Iﬁ B
5
18.1 h

I T

ZJP-4 ( PTF Mounting rack )

‘\\

35

2
5
Zs
=
/ e
T

60,
(7]
an)
A S
-
10

v/’
/ ‘
| A
1 \ Y Y i
L &? \ 18
n \ -
320 120 — =
20 h 2
50
m‘g' q-bd %% *
\ A
7 18 18 1
2
40
6] 18
w [ N )
ga ||| s=—=p
N,
52 =6 P A
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Photoelectric sensors

Naming rules

1. Type Code 6. Mounting 9. Output Way 11. Time Delay Status
P:Photoelectric B:Diffuse Reflection T:AC 2 wires N/A:Without Time Delay Function
D:Retro Reflection P:PNP TL:With Previous Time Delay Function
2. ShaPe Code P:With Polarizer N:NPN T2:With Later Time Delay Function
E:Lh;e:deddcy“ndrlcal _T_':_Ecuseh F;eﬂecsec;n . E:NPN/PNP T3:With Previous/Later Time Delay Function
:U-Shape :
ped rough Beam Reflection F-NPN+PNP
Q:Smooth Cylindrical M:Mark Detect
2 letters: Y:Background Suppression KRelay 12. Cable Length
Rectangular Housing Code N/A:2m
7. Sensing Distance 10. Output Status 3M:3m
3. SlzebCode . C10:10¢m O:NO
Number:Housing diameter .
e.q: 08M8 9 C40:40cm CNC 13. Connection
M5:5m RINO+NC N/A:2M cable
4. Housing Material ML0:10m A:NO/NC Reversible E1:M8 connector (3 pins)
N/A:Copper B:NO/NC Optional E2:M12 connector (4 pins)
S:Plastic ' Supply VOItage flable,omnatpownflomet.erOptlonal E3:M8 connector (4 pins)
) . A:20..250VAC ote:Relay output is optional
V:Aluminium E4:M12 trapezoid connector (4 pins)
A1:110VAC E5:M12 tor (5 pins)
) : connector (5 pins
5. Housing Length A2:220VAC D-Terminal
B:90...250VAC :
N/A:Standard
Short:S C:380VAC
LongiL D:10..30VDC 14. Special Requirement
E:10...60VDC In 4 Digits
1:10...40VDC
J:5VDC
S:12..240VDC/24.. 240VAC
T:12..24VDC
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comprehensive scheme for thwfaﬁ’sor .

TECH[N]@
3

MR L Sk

Focus on global market, high-tech products

Try to build Lanbao to be a leading sensor and industrial automation group.

Lanbao seeks survival with quality,
development with technology and deems its duty to create value for customers.
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